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LONDON : PUBLISHING OFFICE, , PATERN TER ROW, 

ve, in Great Britain, 10s. Gd.; % of the 

28a. Nuvr : D. D 4 - 
Etrangère, 22 la Banque 


es 


| Licensees and Manufacturers in the United Kingdom : 


|  +3NGINEERS AND ELECTRICIANS, 


14, Union Court, : _ Works and } 
| Offices)" Old Broad St, London, EC. Wharf) Onasion, 


UNITED. TELEPHONE ‘EXCHANGE No. 1010. - PRIVATE Crry 70. WORKS. 


The Efficiency and Durability of 
the above System hawe been proved 
4 | by a number of Lines in practical 


for several years past. 
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SILVER MEDAL, INTERNATIONAL ELECTRIC a 1889 | À 
‘International Inventions Exhibition, 1885, GOLD EDAL for À SILVER MEDAL for Cables and Wire, 
Patent 
‘spectelly Insulated 
| 


% EcTRIe LigHT WIRE AND CABLE 1R GUTTA-PERCHA, PURE AND VULCANISED RUBBER, a 
__ Suitable for inside or outside use, Town Lighting, or General Distribution, Only the Highest Conductivity Wire used. =| | | 
Cüntractor vin. Postmaster-Genera, he Ilan Government and the Colonies, and the principal Railway, Telephone and Electrie Light Companies. | 
SPECIAL ANTI-INDUCTION TELEPHONE CABLES | 

de. ig up to 200 wires, from stock or at very short notice. F 
GABLES to my size for Overhead, Underground, or Submar 


WAL TER T. GLOVER. & |. 
Glettrical Wire ad Gable Wlakers, | 
Bridgewater Street. Iron Works. 
Balicrd Electric Wire Works. 


Bie “LONDON: 10, HATTON GARDEN, E.C. : 


AS 
2 


‘Specially manufactured to comply with 
the requirements of the Board of Trade. — 
_ | Adopted by the London Electric Supply 2am 
Corporation and the Tension Pu 
Supply Companies. = 
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DRAKE & GORHAM, 
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CLASSES .OF'. ENCGIN 


MANUFACTURED BY 


tr and Prices on application. 


LONDON. | 


UNITED 


PIONEERS OF THE JONEERS OF THE ASBESTOS TRADE. 


The ONLY COMPANY 
+ in the World owning 


and working rking Asbestos 
Mines in both ITALY 


3647 


FINE ASBESTOS PAPER, for Dynamos, &c. 


ASBESTOS ‘TUBES & CEMENT, for Electric Light Leads. of the best possible description. 

ASBESTOS FIRE-PROOF PAINT, for protecting wood- 
work, troughs for leads, &c. 

ASBESTOS MILLBOARD STRIPS, for ditto. 

FINE ASBESTOS THREAD, for covering wires. 

ASBESTOS COVERED WIRES. ~ 

PATENT SALAMANDER LUBRICART, for Dynamos, &c. 

PACKING, NON-CONDUCTING COVERING for Boilers, &c. 


HOUSE, 
LONDON, E.C. 
(Late 161, Queen Victoria” Street.) 


+, Goods are made at our 
Works, near London, and are 


souss, BILLITER ST, 


Specify “SALAMANDER” Brand. 


Depots: NEWCASTLE-ON-TYNE, Quay Side: 
MANCHESTER, 84, Deansgate; LIVERPOOL, 
47 and 49, South John Street; GLASGOW, 60, 
West Howard Street ; CARDIFF, Mount Stuart 
Square; BRISTOL, Provident Buildings, Ci: e 
Street ; ST, Gostinoe Dvor. 


FREDERICK Co. 


CALEDONIA WORKS, HALIFAX, 


Contractors to Der Maiesty’s Government & Railway Companies 


BEST REFINHD THLHPHONH WIRE. 
PATENT GALVAN ISED TELEGRAPH WIRE. 


100 Ib. COILS, HIGH CONDUCTIVITY. | 
SPECIALITY:—TELEGRAPH WIRE, TO ALL SPECIFICATIONS. | 


COPPER WIRE, hard dra 
Lightning &c. "co 


conductivity—long lengths. 
R WIRE, all sizes for covering. . 
ANISED HARD STEEL STRAND for Mechanical Telephones. 


EER, WIRE and TAPE for 
pes 


F. WIGGINS & SONS, 


MICA MERCHANTS, 


TO HER MAJESTY’S GOVERNMENT. 


“LONDON, 


[Telephone No. 2248. 


EE. NEW AND OHEAP PATENT LAW. 
GARDNER, 


166, FLEET STREET, 
| il SUCCESSOR TO 
Mesars. Ropznrson, Brooman & Co. 
Pamphlet of Costs Gratis. 
| Thirty-five Tour special practice with 
ss}! Provisional Protection (9 months 


= = £4 4s. Full Patent (4 years 
£16 16s. 3184 


Win. M. FOXCROFT 


(Successor to the late W. Foscroft, also F. Lucas), 


Telegraph and Telephone Case Manufacturer, 


36, PERCIVAL STREET AND 9, SMITH STREET, 
OLERKENWELL, LONDON, 


( Offces-PHROIVAL STREET). 


Lock and Block, Single Needle, Bell, Sounder, Perforator, 
Photometer, Telephone Cases, Battery Boxes, &c., &c. 
PRIZE MEDAISA, 1851; PARIS, ‘a. 201 


ELLIOTT BROTHERS, 
101 & 102, ST. MARTIN’S LANE, LONDON, W.C. 


(ESTABLISHED 


ELECTRICAL TESTING AND 


TELEGRAPH INSTRUMENTS. 


| SUBMARINE MINING APPARATUS, &c. 


CONTRACTORS TO H.M. GOVERNMENT. | 


Sole Agents in England for Sir William Thomson's Standard Electric Instruments. 


Highest Award Paris Exhibition 1889, 


Telegraph Address: LONDON. 


Only “Grand Prix” to any English- Electrical Bai 


| E.C. 


No. 3852. 
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Telegraphic Address: 


TELEPHONE No. 1734. “HENLEY’S WORKS,” LONDON. © 


| LIMITED, 
07, MARTIN’S LANE, CANNON, STREET, LONDON, EC. 


| HIGH TENSION. 


FIRE OFFICE REGULATIONS. 


WoRES: 


NORTH WOOLWICH. 


ELECTRIC LIGHT, | 


TELEPHONE. | 4 


LOW TENSION. | 


FOR BOARD TRADE 
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VICTORIA MANSIONS, WESTMINSTER. 


PLANET ENGINEERING Co, 


FOR DIRECT OR 


Prof. SILVA NUS THOMPSON says :—‘ This is the Electrical Engineers Lamp.” ” 


THE GENERAL ELECTRIC 


POWER 
TRACTION 


Malden Works, Kentish Town, LONDON, N.W.; and at 35, NEW BROAD STREET, E.C. 


DYNAMOS & MOTORS 


For ELECTRIC LIGHTING and POWER WORK. 
ELECTRO DEPOSITION OF METALS. 


ELECTRIC LAUNCHES 


(Under the Immisch, Sprague, Julien, and other Paten's.) 


On the Thames for SALE or HIRE. Terms on application 
| at Platts Eyot, Hampton. 


ELECTRIC TRACTION 


LINES EQUIPPED AND CONTROLLED. 


The North Metropolitan Tramway Co.’s line, Barking Road, | 
now run by Electric Cars of this Company. 


ESTIMATES AND FULL PARTICULARS ON APPLICATION. 8867 


COMPANY. LIMITED. 
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WIRES. 


ALL KINDS OF WIRE FOR TELEPHONE, TRLRGRAPH oe & ELECTRIC BELL WORK 


Cables for Electric KA Chandelier Wires, 
Lighting, Flexible Leads, In Silk, Cotton, Worsted, _ | 


ELA LI PAA, ENGLAND. 


PRICES OF ANY WIRE ON APPLICATION. sn 


J.D. F. ANDREWS & Co., sn 


Switches, Fuses and Fittings. Lists and 


41 & 42, PARLIAMENT STREET, LONDON, S.W. Trade Terms on — 
# MOSELEY’S 
OLD 
POCKET ELECTROMETER. | 


A Perfect Ammeter (from 
1-10th to 1,000 amperes), 
. Wireman’s Detector and 
me Pole Indicator, as well | = : : 
as a thoroughly practical = ES =} ET 
Volt and Ohmmeter, &c.- = 7 n 
acs | special Terms FO RE trade. 


Z 14th, 1800 Jar 
PRICE, Post Free, 2s, Od 
PRICE, Post Fron Qs. Od | 20 BUCKLERSB URY. Lonton 


with a 5-standard ohm renstance coil ) 


DIRECT FROM THE MAKER, 


W. MOSELEY, 82, Montpelier London | THOMAS BARRACLOUGH & CO. Ltd, 


Makers Pd all the most Improved Machinery for Electric Wire ana 
Strand Covering, Lapping, Taping, Braiding, &s., 


ARTHUR B. GILL & Cox, | ano manne OF EVERY SIZE AND DESCRIPTION. — 


Glectric Zight and General Gugineers, ie Globe _— Rochdale Road, Manchester. 
4, BOMBAY STREET, BERMONDSEY, LONDON, SE. 


with using. Makers of the “GILL” DYNAMO AND MOTOR, which are un- 


cheapness and effici f trom Reii- 
ency. SUPPLIERS OF ALL ELECTRICAL | apie and on the Market. Prices 


LIBERAL TRADE TERMS. va m 148. each, subject to large Trade discount. 


Telephone 4882,  Telegrap ddress: | ur PATENT PENDULUM Indicators are 
Me 4 + “TORQUE.” 3949 Adjustable, Simple, exceedingly and 
give great satir action. 


| BAUGHAN & CO. | 

O AR EB © Sq | KT 

| | | … CHARLBURY. 
H. & F. CHAMBERLAIN, sii 


Manufacturers of Pure Carbon Points, Tubes, Filters, 


- WORES:- * = 

| on BARNSLEY,” 3398 CASE WORKS, 


COLDBATH F IELDS, LONDON, W.0. 


MANUFACTURERS OF 


Every description of Cases 


BY MACHINERY 

| | 
mu And Electrical Instrument Makers. 


ELECTRIC RES. 


_ Dynamo Machines, Electric 
Bella, Telephones, Electric 


UNITED ELECTRIC WIRE Co, 
14a, Clerkenwell Green. London, B.C. THE SOHANSOHIEFE PORTABLE BATTERY CASES. 


POI 
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)WECLIPSE ELECTRICAL CASE WORKS 
Insulated Wire and Cables | = FACTORY] 
of every description for =a. 5: 
Electrical Instruments, = 
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SWITCHES, GUT-OUTS, CEILING ROSES, 


PORCELAIN OR SLATE. —_ FANCY OR PLAIN. 


Ath 


| A | 


WRITE FOR PRICES 


WOODHOUSE RAWSON UNITED, LIMITED, 
LONDON, MANCHESTER, BRADFORD & KIDSGROVE. 


Telegrams:.“WOODHOUSE, LONDON.” Telephone No. 1978. . 
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WA A’S | 


ARC LIGHT 


D BY USERS 


SUPERIOR TO ALL OTHERS. 


LARGE stock Iw LOM DOW. PRICES AND SAMPLES FROM 


| rue sou agents :-GATHCART AND PETO, 


| 657», HATTON GARDEN, E.C., and VULCAN WORKS, ISLINGTON, N., LONDON. 
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The Crompton- Howell: Electrical Storage Co.,  Ltd., have - erected, or are erecting, 


CENTRAL STATION BATTERY, 


in connection with Central Stations sapplying 


800,000 camps. | 


These Batteries act . a reserve for the above, c or will run 


50,000 LAMPS 


direct without machinery. 


QUOTATIONS FREE. 


COMPANY ,-LIMITHI. 


MANSION HOUSE BUILDINGS, LONDON, E.C., 


AND 
Works NEW DOCK, LLANE LLY. 


Address: “POROSITY,” LONDON. Telephone 1,663. 


3911 


Chas. CHURCHILL CO, 


CROSS STREET, FINSBURY, LONDON, E.C., 
_ Engineers and Importers of 


AMERICAN TOOLS AND MACHINERY. 


LARGE SHOW. ROOMS. 


AMERICAN MACHINERY AND ‘TOOLS - 
A” = 
in Great 


SCREW PITCH GAUGE, 


QQ eee 
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= The Largest Stock of 
ATHOL, MASS. 
# 
Cy | 
| 
| Sent for 1s. 3640 SPEED INDICATORS. Tt 
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HARTMANN & BRAUN’S 


AMPERE METERS, 


_ FOR CONTINUOUS AND ALTERNATING CURRENTS. 
For PRIVATE. INSTALLATIONS, 


For SHIP INSTALLATIONS, | TYPES. 


Hartmann & Braun's New Electricity’ Meters, 


THE TRADE ONLY. 


ELECTRICAL ENGINEERS, 


HEATON Works, NEWCASTLE- ‘ON- “TYNE. = 


Manufacturers of 


ELECTRICAL PLANT 


‘Contractors 


COMPLETE CENTRAL STATIONS. 


London Representative : A. À. CAMPBELL SWINTON, 6 Victoria Street, Wesnast, 


Telegrams: “ LONDON. No. 8166. | 
3614 


rials. nally and mechanically perfect. For Lighting, » 
Platine, Transmission of Power, &c., &c. 


Slze,No.t Nos Nod Nod, . No.6 

Output in Watts- - 50 100 200 400 700 1,000 

Per Cent. Efficiency 75 78 ..80 .88 92 
LONDON AGENTS: 


Messrs. PATERSON & COOPER, Pownall Rd, ALTO, NE 


.. PRICE LIST AND PARTICULARS ON APPLICATION. 
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For CENTRAL LIGHT and POWER STATIONS, | SPECIAL 
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: H. AUSTIN, Florence Electrical Works, ARMLEY, LEEDS. 
> 


SOLD EVERYWHERE, in Tins; or Post Free, 7d., 1s. 6d , and 3s.; for BATHS, 90. 4s. 9d., and 8s. 6d. from Works, LONDON, S.E. 


BEST WIRE 


PHOSPHOR 
CASTINGS, 
Bronze 


Springs, Ropes, Wire Great Tensile Strength 


and Telegraph Lines & other 


BEWARE OF SPURIOUS wo FALSE REPRESENTATIONS. AND INFRINGEMENTS OF OUR PATENT RIGHTS. 


A LEADING AND WELL-KNOWN ELECTRICIAN WRITES: 


“Having used your ENAMEL considerably for various purposes, I find that it has GOOD INSULATING 


PROPERTIES FOR ELECTRICAL WORK, being much better than the usual ——€ Compounds in use, 


which do not give such an appearance or finish as your ENAMEL,” 


REJECT “WORTHLESS IMITATION Ss. 


INSU LATOR. 


go. on closed iron Fireproof Cases Extra. . 
| circuits when a | | 
|HLP.| Price. Lamps. que. Price. 
| vee | 
RANSFORMER | 11510 400 |16 | 38 0 © | 
| Costs half, and has a fifth of 100 | 411240 | L. 30 | 85 0 0 | 
| the waste of power ? | 


Discount to Trade. 


— SW N BU RN F Sizes under 2 H.P. by the dozen only. | 
EE | | & Co. The two-lighter is a specialty for street 


lighting, price with case and brackets complete 
Broom Hall Works, £2 12s, saving more than its cost in secondary 


leads. 
TEDDINGTON, ENGLAND. Above 400 lights not stocked. 


and High Conductivity for Telephone 


NAMEL. 


(COPY OF LETTER JUST RECEIVED AT NEW CROSS. 


Patent Silom | 
Bronze and Silicium Copper | : 
Arc 
| | 
as 
— ~ Auc 
of Machinery SOLE PROPRIETORS Electrical purposes. Bat 
Of the British and Colonial Patents, | 

Bat 
THE PHOSPHOR BRONZE C0, Be 
87, Sumner Street, Southwark, London, 8.E. | oo 
f Cat 
Cas 
Ch 
Dy 

| | 
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DORMAN & SMITH, 


ELECTRICAL ENGINEERS, 
Manufacturers to 
all the principal Contractors. , 


BRAZENOSE ST” 


MANCH ESTER, 


ro 


The names of Advertisers, whose announcements are ordered for a series, are ‘entered under any one Heading In this Index free of charge 
but if repeated under other headings, Gd. per week is charged for each additional entry. 
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J. Stiff & Sons (Boxes only) 4 18 
Arc 

olmes & Co. eee eee Sup. 11 

net Elec. Co. 

J. & W. Roper 

? Simplex ere ees eed Sup. 8 

Statter & Co. : 

Asbestos.—Bell’s Asbestos Co. 20, 21 
United Asbestos Co. 


Auctioneers and Valuers (Mechanical). 
Ed rer Kirk, Price & Goulty Sup. 11 


India-rubber, G.P. & Tel. Wks. Co. 24 


Me 
Battery Jars.—J. Bourne & Son... 15 
. Sti Sons 14 


Genl. Elec. Co., Ld. (G. Binswanger.) Sup. 10 
Shep Allarton & Madeley ... 
Belting.— Webb & Son 
& Co. . 
Berly’s Electrical Directory Sup. 
Cabinet Work.—Eclipse Works ... 6 


Foxernft eve 
Castings.—J & J. Hughes ... PR 
Phosphor Bronse C2. _ ... 
Chemicals. 
Boor & Co. Sup. 19: 
Dynamos & Preoee: 
. Austin as 9 
Bolling & Lowe p. 12 
. Giilcher Electric Light & P. Ce 

‘J. H. Holmes & … Sup. 11 
Johnson & Phillips … ade © 
Laurence, Scott & Co. 

F. M. Newton & Co. . Sup. 19 

C. Oppermann 

C. A. Parsons & Co. 
J.& W. Roper  … … 14 
Stanle & Davies eee eee LE 15 

J. G. Statter & Co. one 
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Harburg India Rubber Comb Cc. 11 
D. Moseley & Sons.., na 16 
North British Rubber Co. aos 

Electrical Engineers and 
J.D. F. Andrews & Co. ... 6 


Andrews & Preece .. a Sup 7. 
Appleton, Burbey & Williamson Sup. 18 
Blakey, Emmott & Co., Ltd. .… 6 
R. Bolton & Co. ... - 
Callender’s Bitumen Tel. te.Co. . 
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Drake & Gorham ... 
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Elliott Bros. 8 
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Johnson & Phillips 
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Electrical Engineers, &e.—Cont. Paar 
Sharp & Ke nt eee 7 ‘Wee 
M. Holroyd Smith .. …… Sup. 20 
Swinburne & Co, … so | 
grap g- eee Sup. 2 
Western Electric géré 20 
Westinghouse Electric 


Electric Light. 
Brush Electrical al Engincerng Co. 


Bernstein Elec ve 


Johnson & Phillips .. ee 
Laurence, Scott & Co. 
Thomson-Houston ... ... Sup. 4 
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Cathcart & Peto ... 
H. & F. Chamberlain wis 6 
Genl. Elec. Co., Ld. (@. Binswanger.) dup. 10 
Johnson & Phillips eee” Ser 1 
Lacombe & Co. | … 2 
Woodhouse & Rawson United 13 
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& Son eee ‘eee 12 
Genl. Gal Bacco” , Ld. (G. Binswanger.) Sup. 10 
Rashleigh Phipps & Dawson... 12 
B. eee eee eee 14. 
Walsall ical Co. ... Sup. 6 
Woodhouse & Rawson... 7 & 13 
Sie for Electric Light. | 
W. H. Bailey & Co. ose 
Browett, Lindley & Co. … Sup. 3 
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Greenwood and Batley eco 
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John Musgrave & Sons ... Sup. 2 
. Priestman’s Oil 
Ransomes, Sims & Jefferies ... 3 
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Willans & Robinson 
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Engraving.—Gilkes ... 14 
Fibre.—David Moseley & Sons 16 
Fire Insurance. 
Phoenix Fire Office 
Fuel Economisers. 
E. Green & Son eee 
Glass Manufacturers. 


. Genl. Elec. Co., Ld.(G. Binswanger.) Sup. 10 


Incandescence Lamps. 
Brush Electrical Engineering rc 12 
Sunbeam Lamp Co. 3 
wson United cy & 13 


Woodhouse & 
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India Rubber, G.P.& Tel. Wks.Co. 24 
D. Moseley & Sons ove 
Insulators, &c.—Bourne & Son... 15 
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Telegraph Mfg. Co. Sup. 2 
Lubricants.—W. H. Willcox & Co... 
Magnet Steel.—G. P. Wall ... Sup. 19 
Manafacturing Electricians. 
Cox-Walkers ee LL 15 
Croggon & Co... 
Dorman & Smith ... à | 
Elliott Bros eee LA] 4 3 


Nalder Bros. 


‘Pole Findin 
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O. Beren 


Johnson & Phillipe (Wood and Iron). 1 
2 


Smith see eee eee 11 
El. Co., Ld.(G. 10 
Taylor, Tunnicliff & Co. 
. W. Wood & Co. 7 
us & Sons 
eys. Shafti 
J. Braithwaite & Son 
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Wasser. 
Glasgow & W..of S. Tech. ee 11 
Glasgow & W. of 8. T 


eee 


University Coll, | 
A. Stokes & Co. ? 16 
Switches. 

Appleton,  Burbey & Williamson Sup. 18 

| F arada Son. ue eee 12 


y & 
 Genl. Elec. Co. Ld (G: Binswanger.) Sup. 10 


The Paiste Switch... coe Sup. 8 
Walsall Electrical Co. oo Sup. 6 
Woodhouse & Rawson United 7 & 18 
T Engineers. 
Buller, Jobson & Cece 1 
e D Co” a 
nsol, Tel. Const. PE Me Co. Sup. 8 
Stanhope Co. ese - 6 
Universal Telephone Co.... Sup. 19 
Tools.—Chas. Churchill & Co. regs 
Tabes.—J h Aird . eee ee 2 
Turbines.—F. Nell _... 
Vulcanite (see 
Wire (covered). 
Fowler-Waring Cables Co. 17 
W. y Glover & Co. eee 2 ; 
W. Henley’s T Works Co. eee 4 
London Electric ire 
W. eee eee eee 
T h . Co. oe Sup. 2 
United Wire Co... ‘eee 6 
Woodhouse & Rawson United ... 13 
Wire (uncovered). 
vis & ..e eee eee 22 
F. Smith & Om 
Wire Covering Machinery sé | 
ya Bar Co. eee eee 6 
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Vigers Bros. 
Woodhouse & Rawson United 7 & 18 
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CROMPTON & CO. LIMITED. se su. 2 


Acc | | 
| | 
ouse & Rawson United 7 & 13 | 
| 12 | 
R. McGoune, Buchanan & Co. Sup. 12 
| F. Wiggins & Sons on 
Motors.—Cuttriss & Co. 
| | Gülcher Electric Light & P. Co. 15 
Patent Agenta.-—H. Gardner | 
Paper. | 
| 
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| 
eee ose eee ese | 
Railway. Signals. | 
Saxby & Farmer .. He... 12 
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Fowler, Lancaster & Co. Sup. 11& 12 | 
| J.T. Gent & Co. «.. oe eee 
Hartmann & Braun 
| International Electric Co. Sup. 7 | 
King, Mendham & Co.  .. je Genl. Elec. Co., Ld.(G. Binswanger.) Sup. 10 
| Laurence, Scott & Co. ... SEE J.F.& G@. Harris Zl... 
| ee eee ee@6 eee 6 | 
ON | 


| ELECTRIC LIGHT FITTINGS. . 


Edinburgh Exhibition —stal No. 87. Works: eran MEWS, 
INTERLOCKING THE LOCK AND BLOCK. 


BAXBY & FARMER, Railway Signal Contractors Canterbury Road, KILBURN, LONDON, N. w. 


DAVEY, PAXMAN & Co. Engineers, COLCHESTER, 


: Devote special attention to 
STEAM | ENGINES AND BOILERS REQUIRED FOR ELECTRIC LIGHT INSTALLATIONS. 


TS 
Compound Fixed Engine. a 05 


| PARIS 1889. 


Dp. P. & Co. have been awarded 
most reliable in the market. 


2 Two Gold Medals and One Siver Medal 
ÉÉE for their Steam Engines and Boilers. 


Regular Working. 


lower than that of the eee 


at the Cardiff Trials in 1873. 


PAXMAN & CO., Engineers, | 


Lowpon Orrioz: 189, QUEEN VICTORIA STREET, E C. 


THE BRUSH ELECTRICAL ENGINEERING CO, 


LIMITED, 


Offices :—112 Belvedere Road, LAMBETH, SE. Works:-Victoria Works, LAMBETH, LONDON. 
“FALCON” ENGINE AND CAR WORKS, LOUGHBOROUGH, LC 


VERTICAL STEAM ENGINES 


FOR 


ELECTRIC * LIGHTING 


The Brush Electrical Engineering Company are now manufacturing at their “ Falcon” Works Vertical 
Steam Engines DESIGNED TO MEET THE SPECIAL REQUIREMENTS OF ELECTRIC LIGHTING. 


SINGLE CYLINDER, TWIN & COMPOUND ENGINES. | 


SPECIAL TERMS TO THE TRADE. 


Telephone No. 3975. | Telegrams: “DETECTOR, LONDON.” 


SHOW Rooms: 58. BERNERS STREET, LONDON, W. 


The Best and most Artistic Show of Fittings in London. 


ELECTRIC LIGHT ENGINEERS AND CONTRACTORS. 


COMPLETE INSTALLATIONS, OR WIRING ONLY, CARRIED OUT PROMPTLY. ALL WORK GUARANTEED. TRADE SUPPLIED. 


NEW PATENT CEILING ROSE, 
Approved be all the Fire Offices and Supply Companies, 1s. 1d. net. ‘The most Perfect Ceiling Rose in the market.” 


WOBRES WU LLS MEEWS, VW. 
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“A REVOLUTION IN THE COPPER 
MANUFACTURING INDUSTRY.” 


A WELL-KNOWN promoter was once asked how it was 


that the public so readily subscribed to unsound 
schemes, formed upon lines that had been exposed 


years before, and he replied, “ My dear sir! There's 


a fresh crop of fools born every day.” If this dictum 
be true, it is possible that Elmore’s Austro-Hungarian 
Patent Copper-Depositing Company may be subscribed 


four times over, as, according to the prospectus, has » 
been the usual fate of other members of the family. | 


This company is formed for the purpose of acquiring 
the Elmore patents for the empire of Austria-Hungary 
at a price of £50,000 in cash, £50,000 in shares, and the 
premium on the shares now offered. 75,000 shares are 
now offered. The premium is 10s. per share, 80 that 


the possible purchase price is £137,500. And what 


does the company obtain in exchange for one hundred 
and thirty-seven thousand five hundred pounds ? Two 


patents, of many figures, relating to the discovery made 


by Messrs. Elmore for manufacturing copper articles 
direct from rough copper bars. | 

Our readers are by this time familiar with the 
material of which a copper-depositing prospectus is 
made. The new applicant for public approbation 
has the usual Elmore features. There is a descrip- 
tion of the process, a reference to reports on the 
process, a summary of the advantages of the process, 
and a so-called estimate of profits. There is also 
a paragraph headed, ‘“ Character of Investments.” 
We have our own opinion of the character of 
the investment, which does not accord with the view 
of the prospectus ; but there is one statement in this 
paragraph which we think should be further enquired 
into. It says the investment is offered in a company 
formed to work an invention producing, at a cost 
hitherto unknown, articles admittedly of unprecedented 
quality, and in large demand. The phrase which we 
have italicised is, of course, intendsd to mean that the 


articles are produced at a léss cost than has been 
known before by any other process ; but, unless we are 


much mistaken, it may be applied to the process 


the patents for which it is proposed to sell. If 
we had doubts on this point, they would be set 
at rest by the rapid ‘multiplication of Elmore 
Companies. © | 

“We see it reiterated in their prospectuses that 
the Elmore process is believed to be the most im- 
portant metallurgical discovery of recent years, and 
that it will take’ the same leading position in 
the copper industry that Bessemer’s did in iron and 
steel. It is not stated who formed this opinion or who 
subscribes to it as an article of faith, but the mere 
statement is of value, for it gives an opportunity of 
recording that Bessemer has received a million in 
royalties. We need not trouble to make a comparison 
between the two - ‘Processes or the methods of their 
development. “We do not gee any comparison 
in their respective values. It took Bessemer some 
years, and there was a good deal of solid work done, 
before he got his milliôn. Hardly any time has 
elapsed since Elmore took out ‘his patent, and no 
commercial work at all has been done, yet the Elmore 
people must have absorbed a good many hundreds of 
thousands of pounds already, and the Timbuctoo Com- 
pany is not out yet. We wish Sir Henry Bessemer’s 
name were invoked for a better ‘purpose, and placed in 
better company. 

‘ We have to consider what the Elmore process is, and 
on what grounds a company is Asked to pay £137,500 
for the Austro-Hungarian rights. The electro-deposi- 
tion of copper is an old and well-known process. It is 
alleged that for commercial purposes there is not 
sufficient tenacity in the deposited coating, and that 


sore mechanical assistance is required to obtainthe 


necessary result. We do not know exactly how 
much Mr. Elmore claims to have discovered, or 
how much he claims to have invented, but speak- 
ing broadly we believe that the application of the 
burnisher constitutes his sole claim. Quite sufi- 
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cient to entitle him to credit as a discoverer if 


the application enables some useful purpose to be 


served which could not have been served before, 
and quite sufficient to entitle him to reward as an in- 
 ventor if the invention is novel and the patent for it 


can be sustained. But we are without any information 


of a practical character that the invention is a useful 
one. Moreover, as the “Transactions of British Naval 
Architects,” for 1889 show, there is something to be 
actually said in opposition to electrically deposited 
tubes. Mr. Clark (an exhibitor at Glasgow Exhibition) 
said :—“ We have made tubes experimentally in the 


same way (electro-deposited), but they have not proved 


either so good or so cheap as tubes made by the system 
now in use, although the copper gives a remarkably 
close grain fracture, and is excessively tough. At the 
same time the point which I particularly draw your 


attention to is this, that at the temperature of 390°, 


which I understand is the working pressure of these 
main steam pipes, the electro-deposited copper gives 
no better result; in fact, a shade worse result than 
seamless-drawn copper . . . . Moreover, as the diminu- 
tion in strength between the normal temperature and 


390° in the case of the electro-deposited copper is 80 very 


great, it would seem logically to follow that if you got 
anything higher than 390° it would decrease in the 
same ratio, and would thus become much worse than a 
seamless solid-drawn copper pipe, &c.,” and to con- 


clude—“ I may say in conclusion that we have given 


considerable attention and time to this question of 
making tubes by electro-deposition, but have come to 
the conclusion that it is not so satisfactory a method 


as that of making them by the seamless drawn pro- 


cess.” Mr. W. Parker also reports :—“ The tenacity of 
the electro-deposited copper was, in its cold state, 243 
tons per square inch, the solid drawn :had a tenacity 
of 20 tons, and the plate copper a fenacity of about 


14 tons. When subjected to high temperatures 


these high tenacities vanish very quickly. Ata tem- 
perature of 390° F., equal to the pressure of steam at a 
pressure of 200 lbs. per square inch, the electro- 


deposited falls to 153, or a loss of 61 per cent. ; the 


solid-drawn to 14, or 30 per cent. ; and the ass to 103, 


or 29 per cent.” 
Mr. Stepney Rawson has informed a , shareholders’ 


meeting that some incredulous copper worker (name 


not stated) was astounded at the result attained. 
Directors have made more or less vague statements 
of the progress of the work and its wonderful value, 
and the great misfortune of the. breakdown of an engine, 
but the commodity is hardly yet on the market. The 
value of the process commercially is an unknown 
quantity. Yet companies are brought out in a prodigal 
manner, and money squandered for rights of one sort 
and another in more prodigal fashion. If the engine 
had not broken down the manufacturing might have 
been in full swing, the cost of the process known, and 
estimates dispensed with. We hope the makers will 
receive adequate reward for the breakdown in event of 
its proving advantageous to the parties interested in the 
promotion of these further companies. 

It is useless to attempt to disguise the fact that 


Elmore’s process has, up to the present, been simply a 
promoters’ puppet. Parallels are to be found, and the 
eventual outcome may consequently be anticipated with 


certainty. The original Brush Company will be in 
the recollection of our readers. What became of its 


numerous offspring ? They were simply acquired by 
and re-amalgamated with the parent company at a 
very considerable direct loss to investors and indirect 
loss to the electrical -profession. Water-Gas is a later 
example. Perhaps there is a greater similarity to the | 
famous Date Coffee Company in the Elmore system. of 
issues. The Date Coffee Company made a great deal 


_ of a contract entered into with Messrs. Mac Something 


to take their output for a certain period. 
worthless. 


It was 
We notice a similar arrangement, only 


less definite, on the part of the Elmore Wire Company 


to dispose of their output for 1891. We wonder 


_ what the output of 1891 will amount to, or whether 


it is certain there will be any output at all ? 
Vagueness and uncertainty, with a good deal of un- 


_ healthy high-falutin, has been the characteristic of the 


Elmore information up to now. We turn in vain to the 
prospectus of the Austro-Hungarian Company for any- 
thing different. In the first paragraph the process is 
described as “extremely valuable.” This is about .the 
only definite statement the directors permit themselves. 
to make on their own authority. The principle of, 
devolution of responsibility is ably carried out in le, 
remainder of the prospectus. 

It is surprising that any set of basen men should 
permit their names to stand at the head of a pro- 
spectus with such a paragraph as that headed, 
“ Estimated Profits.” In the English company’s pro- 
spectus it was estimated that under certain most disad- 
vantageous circumstances the profits would amount to. 
over £100,000 a year. The. directors of. the English 
Wire Company were confident that another £100, 000 a. 
year would fall to that company’ 8 lot. 


40,000,000. 


to the Austro-Hungarian Company’s income. We do 


not remember to have seen any instance in which one 


worthless estimate has been so shamelessly built up 
on another equally worthless, and a conclusion sug- 
gested by so absurd a comparison. China has a popu- 


lation of 370,000,000. Investors should wait till the 
China Company comes out. They can see for them- : 


selves how much better their prospects will be. 
Considerable prominence is, of course, given to the 
market value of other Elmore shares, The Foreign 


and Colonial Company is at a premium. There is no | 


reminder that it might well be accounted for on the 
strength of the purchase price of the precious rights 
now parted with. The public should clearly under- 
stand that the price of Elmore shares is simply a mea- 
sure of the reliance of the holders on the crop of latter- 
day fools being sufficiently large to abparh more sub- 
companies, | 


That makes 
£200,000 a year altogether for England. The population . 
of Great Britain is 35,000,000, of Austria-Hungary 
“The directors do not give a formal. 
estimate lest it may be thought exaggerated,” but the 

little sum which they practically ask the investor to 
work out for himself is :—as 35 is to 40 so is £200,000 
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There is little else in the prospectus beyond such use- 
less announcements as that the Managing Director and 
Mr. Stepney Rawson are now taking a trip in Austria 
(doubtless at the company’s expense) engaged in the 
selection of a site for the company’s works, and that the 
arrangements generally have been carried through by 
Woodhouse and Rawson United, Limited, who floated 


the French Company, and whose valuable co-operation — 


_ is secured in the organisation of this company. We 
have tried to discover what this ambiguous statement 
means, but without success. We fail to see why an 
investor should be grateful to Woodhouse and Rawson, 
United, for making arrangements whereby he should 
join in paying away £137,500, mostly in gold, and 
expend some more gold in the working of a process 
which may or may not deposit some coppers in his 
pocket in return. Nor do we see how their continued 
co-operation is to be made so valuable—to the investor. 

We have before expressed our wish for something in 
the way of definite information on the Elmore process. 
We have also commented on some of Woodhouse 
and Rawson United company promotions. We regret 
that we are now compelled to repeat our warnings and 
to again draw attention to the disadvantage which the 
electrical profession incurs by such proceedings. We 
must perforce assume that Messrs. Woodhouse and 
‘Rawson United and the directors of the Elmore Com- 
pany are persuaded (or persuade themselves) that 
the invention is valuable and the process economi- 
cally workable, but it is not easy to characterise 
in safe language the conduct of those who continue 
to foist upon a public necessarily ignorant of its 


technical value a series of companies for the develop- — 
ment of an unproved industry. The game, as we 


have already remarked, has been played before, and 
_ doubtless will be played again when another crop of 
fools shall have become ripe for it; but at least we 
hope the electrical industry will not be the foundation 
upon which such a terrace of unhealthy tenements 
will be built. 

It is too late to stop the transfer of cash from the 
pockets of the public to those of the promoters. That 
has already been done to a large extent, and the present 
_ company, of course, like all its predecessors, closes its 
subscription lists before the publication of the tech- 
nical journals. But there is one direction in which 
good money may be prevented being thrown after bad, 
and we earnestly press it upon the consideration of 
Elmore shareholders. It is a distressing incident in 
this process of company manufacture that sites have to 
be selected (and paid for), factories built,and machinery 
purchased, staff engaged, and wages paid. 


We cannot too often reiterate that there is no proof 
of the commercial value of the process. If there were 
such proof, it is extremely unlikely that there is work — 


enough for a tube factory and a wire factory in England, 


and factories elsewhere in every country in the world. 
We will confine ourselves to saying that the possible 


waste of money in this direction is a sad feature of the 
business, and we strongly commend the Austro-Hun- 


garian shareholders to see to it that Lieut.-General. 


Fraser and Mr. Stepney Rawson’s selection of a site be 


_minations of that character. 


not confirmed, and that not one penny be devoted 


to the building of a factory until incontestable proof is 
forthcoming not merely that the process is practicable, 
but that Austria-Hungary offers a field of sufficient 
extent to justify manufacture on the spot, and further, 
to satisfy themselves that Austro-Hungarian Patent 
Laws, and Austro-Hungarian commerce give them a 
reasonable probability of fixity of tenure for any 


business they may start. The purchase money of the | 
patents is a known sum. Let the waste stop there, 


A RECENT issue of the Wissens 
the Woohenschrift contains 4 short paper 
| by a German medical authority upon 
the pathological effects of the electric light. The glare 


of the electric light exercises a deleterious effect upon ~ 


the eyesight of people who are exposed for too long a 
time to its action, and this effect is proportional to the 
power of the lamp. It might be thought that the 
injurious effects of the electric light upon the eyes are 
due to the fact that this light contains a preponderence 
of chemical rays, violet and ultra-violet, but this is not 
the case, for the eyes are not similarly affected by illu- 
According to the writer, 
the “tired” sensation in the optic nerve and the local 
inflammation which accompanies it, are both due to the 
fact that the luminous waves proceeding from a powerful 
electric lamp are of very great intensity. The general 
symptoms induced in the eyes of people who have been 
exposed to the glare of unprotected lamps for too long 
a time are :—(1) Transient irritability of the retina ; 
(2) local inflammation ; (3) tears and “flashing” of 
light before the eye ; (4) incipient paralysis of the eye. 
Usually, people experience sensations which are 


analogous to those which are felt when particles of 


foreign matter are present beneath the eye-lid. In 


order to prevent the sight being permanently injured, 


it is necessary to adopt hygienic shades, though these 
do not act thoroughly in reducing the intensity of the 
luminous waves. Rest must be sought, and the pain 
relieved by the application of cold water compresses. 
When the pain is almost unbearable—a calamity 
frequently suffered by those who have been exposed 
for many hours per day and for some time to the glare 
of powerful lamps—a medical man may relieve it by 
the injection of cocaine and atropine. The French 
call this peculiar malady coups de soleil electriques. 


A TELEGRAM from Florence says :— 


naar “ When the Electric Railway Company 


tried to recommence the running of 
cars after the recent fatal accidents an angry mob rained 
stones on the vehicles and threatened to kill the con- 
ductors. Such is the state of public feeling just now 
that is is thought the whole scheme will have to be 
abandoned. The guard who caused the first accident 


by, in a moment of tipsy recklessness, turning the 


brake the wrong way, is reported to be dying in 
prison.” We trust that the excited state of the populace 
will soon give way to calmer reasoning, and that no 
such misfortune to the prospects of electric traction as 
that which now seems probable will result. Still, such 


fearful disasters as this, combined with the frequent 


fatalities from electric lighting circuits, will be made 
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the most of by those interested in opposition schemes. 
and the industry — to contend 


THE Daily Graphic, of Friday last, 
contained a notice of a fatal accident 
toa lineman in Omaha, who was instantly killed whilst 
engaged in cutting a wire. A Reuter’ s telegram on 
Saturday also announced two more deaths at Winch- 
enden, Mass., the preceding day, through an ‘electric 
wire (sic) coming into contact with an incandescent 
circuit. 
other. At the present rate of fatalities it seems likely 
that this year will be a record in the States. 


Killed by Electrieity. 


ON the 28th May, 1884, Mr. Probert, 
the .well-known Postal Telegraph ex- 
pert, read a paper before the Society 
of Arts, on primary batteries. He stated that to libe- 


The Vaughan- 
Sherrin Battery. 


rate a horse-power hour of energy, a quantity of zinc 


must be oxidised equal to 2-022 lbs. divided by the 
electromotive force of the galvanic couple in use. As 
this is theoretically the minimum consumption, we 
do not usually expect to find a battery in practice 


giving results somewhat better than is actually pos- 


sible, and yet this is what Prof. Silvanus Thompson 
practically shows to have been obtained in his tests of 
the Vaughan-Sherrin primary cell. It is possible that 
his voltage readings were: not quite accurate, and that 


the weight of zinc consumed was understated ; never- 


theless, we are face to face with an impossibility ; and 
this shows the uselessness of giving a report on the 


strength of the laboratory performance of one element. 


With eight or ten cells a small error of observation 
would have made but little practical difference ; with 
one, a trifling mistake proves fatal, for 2022 divided 
by 199 gives one 1b. and one quarter of an ounce as 
the theoretical demand; instead of one lb. and a fortieth 
of an ounce which the Professor claims to have actually 
obtained in his laboratory.’ Even if the newer deter- 
mination of 1:995 mentioned in Kempe’s “ Electrical 
Engineer’s Pocket-book,” and credited, we believe, to 
Sir William Thomson, is taken, the actual consumption 
is still Jess than the theoretical. Itis:‘hardly worth while 
to follow these tests any further, but we would like to 
ask Dr. Thompson on what he bases his estimate of 
9d. to 10d. per Board of Trade unit as the net cost of 


electrical energy drawn from this battery ? Mr. Probert 


showed very conclusively that to produce 12°5 horse- 
power hours in the most economical manner necessi- 
tated for materials alone, an expenditure of 8s. 3d., 

or deducting 18. 23d. for spiphpric acid, which appa- 
(unless as part of the depolariser), say 75.° 
means theoretically 63d. per horse-power hour, or 9d. 

per Board of Trade unit. How, then; can Prof. Thomp- 
son’s estimate of net cost, which if it means anything 
is held to be clear of all deductions, be reconciled with 
these figures? There might be one explanation and 
that is, that the depolariser costs little or nothing ; 
but this cannot be so, or how account for the high 
E.M.F.? The Professor’s opinion upon the: motor 
seems based upon somewhat antiquated notions. We 
know of half H.P. motors of 70 per cent, efficiency, 
containing not more than 60 Ibs, of dead weight per 
brake horse-power developed, so we fail to see any- 
thing special in the. motor under, consideration. | The 


We suppose a high tension.circuit crossed the 


“Now this» 


tests credited to Mr. H. R. Kempe in his official capacity 
as a technical officer of the Postal Telegraphs are 
delightfully vague and apparently made to order, 
It will be noticed that the E.M.F. of the battery is not 
given, although we have reason to believe that it differs 
very considerably from Prof. Thomps3on’s ; the results, 
however, show that local action was not altogether 
a negligible quantity. Mr. Kempe’s ideas of launch 
gearing and boats generally seem hazy. Surely he 
must be aware that the motor shaft should be coupled 
direct to the propeller, thus eliminating all gearing, 
and that every conceivable shape of craft is avail- 
able, and has been tried by other electric launch 
builders. Why does Mr. Kempe consider that this 
battery is well adapted to motive-power purposes ? 
Until we see the figures obtained in actual practice, say 
on a good spin with a bath chair or tricyle, we can only 
consider such data as that upon which we have com- 
mented as purely speculative and hypothetical. There 
is, however, a probability that these batteries may sup- 
plant the hired man for driving bath chairs, and if this 
turns out to be the case, there will be considerable 
demand for them at seaside resorts, judging from the 


-number of interesting invalids always seen at these 


places. But whether an invalid could manipulate the 
— unaided is quite — thing. 


AS is well known, the accurate mea- 
_ surement ofthe candle-power of a 
source of illumination is by no means an easy matter ; 
but this is hardly an excuse for the continual exaggera- 
tion with which we meet with reference to the power 
of arc and incandescent lamps. Even the fact that the 
latter, when turned out fresh from the manufacturers 
hands have their fall nominal candle-power, is mis- 
leading,.as deterioration commences almost from’ the 
moment the lamps are ran, and in a very short time, a 
building, which is stated to be lighted with so many 
lamps of a certain candle-power, can only justifiably be 
said to have that illumination at the outset. Allowing 
for breakages, &c., and the consequent eventual miscel- 
laneoas assortment of lamps of various ages which are 
grouped in a building, it is hardly an exaggeration we 
think to say that the actual is at. least 25 per cent. below 
the nominal illumination. 


_ Candle Power. 


THE Gas World in drawing ‘atten- 
tion to the exaggeration of the light 
value of electric lamps, says :—“ It may be ‘urged that 


and 


_the electrician cannot. prevent this change (alluding to 


the deterioration of incandescent lamps), and that he is 
not, therefore, responsible for any deficiency in the 
light. Would-such an' excuse be of any avail with a 
gas company? Could it plead that the coal purchased 
was not. of the quality anticipated, or, that through 
some defect in the apparatus, the photometric value of 
the light had fallen below a given standard?” To this, 
we answer, certainly not at the present day, when the 
deficiency of light is known to ‘be preventable ; bat in 
the early days of gas excuses of the kind would have 
been perfectly justifiable, and could certainly not have 
been “ laughed out of court,” as the Gas World says. 
When- electric illumination has had the experience of 
years, and its defects are better understood, then excuses 


will. no longer avail.. . 
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TRAMWAYS. 


THE Americans are proud, and justly so, of the great 
growth of electric tramways and railways in the United 
States, and they are apt to sneer at the tardy introduc- 
tion of electric traction into this country. The causes 
of this state of affairs have been frequently explained. 
Generally speaking, tramway companies, like railway 
companies, will not adopt any new system of loco- 
motion until it has been demonstrated to be practically 


reliable, and to be superior to the existing methods of © 


traction by horses or locomotives, as the case may be. 
Moreover, they do not care to ran therisk of converting 
their present horse cars, or locomotives, into electric 
cars at their own expense, but rather regard at a dis- 
tance the development of electric traction by the traction 
companies themselves; and, finally, they do not seem 
inclined to favour electric traction. It would therefore 
appear that electric traction companies must continue 
to “demonstrate” until they have shown that their 
systems are cheaper than those existing, when the tram- 
way companies will commence to seriously consider 
the advisability of a change. | 

_ : In the meantime it may be interesting if we give 
details regarding the tramways of this country, and of 
their cost of working. The latest obtainable returns of 
the tramway companies are to be found in Duncan’s 
Tramway Manual for 1890. At the year ended 30th 
June, 1889, the total capital expended on tramway con- 
struction amounted to £13,664,591, the mileage of lines 
open to traffic being 949, as compared with 904 in the 
corresponding period of the previous year. The 
number of horses employed was 27,060, as against 
25,832 ; of engines 539, as compared with 514; of cars, 
3,645, as against 3,501 ; of passengers carried, 477,596,268, 
as compared with 428,996,045. The working expenses in- 
creased by 6°6 per cent., and the net receipts by 149 per 
cent. The ordinary working expenses of the principal 
companies are shown in the following table. By 
ordinary working expenses are implied traffic expenses, 
stables, general, law, and rates, but no allowances are 
made for repairs and renewal of track, corporation rent, 
_ mortgages, interest, &c.:— 


Ordinary work: 

Name of company. Mileage. | ing expenses per 
- car mile 
Belfast... 15} 6'87d. 
Dublin United ... 32 749d. 
Edinburgh 288 10°82d. 
Glasgow ... ae 30 9°52d. 
Liverpool ... | 614 : 8:00d. 
218 7°40d. 
London Street .... 133 8°88d. 
North Metropolitan 41 855d. 
South London 134 8-00d. 


. It will be evident from the table that the working 
expenses per car mile are higher than those admitted 
at the meeting of the Tramway Institute referred to 
some time ago, namely, 6$d.; but the latter figure 
probably does not include stable expenses, general, law, 
and rates, | 

- It may be mentioned that the Blackpool electric 
tramway is worked with a capital of £20,025. The 
miles run during the last financial year were 94,000, 
and the dividend paid. 7 per cent. The Bessbrook and 
Newry Tramway Company has a capital of £10,000, 
and the last dividend paid was 4 per cent. No par- 
ticulars are obtainable of the other experimental lines 
worked by electricity. 


Tenders for Electric Lighting.—Contractors for elec- 
tric lighting, steam, gas engine and boiler power, also 
for all kinds of lighting other than electricity, are 
required. Particulars from the:Secretary of the Gasgow 
East End Industrial Exhibition, Mr. J. R. Chalmers, 


133, St. Vincent Street, Glasgow. 


tions. 


THE VAUGHAN-SHERRIN SYSTEM OF 
ELECTRIC TRACTION. 


THE so-called: new primary batteries are again being 
prominently brought before the public. A few weeks 
ago the Parisians professed to be greatly interested in 
the performances of an electric tricycle invented by M. 
Million and which was to revolutionise electric traction 
by means of the employment of a:new primary battery. 
This invention an English electrical engineer, Mr. J, 
Vaughan-Sherrin, of Ramsgate, has endeavoured to 
excel. He has not taken advantage of the facilities 
afforded for attracting ‘public attention by the Thames 
embankment or the West End streets, but has con- 
tented: himself with demonstrations of his inventions 
in that picturesque quarter known as Eagle Wharf 
Road, N. At No. 48 in that street the Vaughan- 


-Sherrin Electrical Engineering Company, Limited, has 


taken temporary offices, and there one of our friends 
wended his way last week to witness the demonstra-. 

There are on view a Bath chair, a tricycle, a wherry 
and a launch propelled by eélectricity. The main — 
features of the inventions are a new primary battery 
and a special form of motor, but it is not easy to find 
any novelty in the make of the battery, or anything 
special in the motor. 
' The primary battery is of the two fluid type with 
sheet zinc and carbon: In each cell are three fixed 
carbons and two réplaceable zincs. Very light plates 
are used, and the particular construction adopted 
permits these to be placed very close together, so that 
the internal resistance is very small. The outer cells 
are of gutta-percha, and in them are embedded the 
porous cells which surround the zincs. The’ liquid 
used in the inner cells is ‘water, whilst that placed in 
the outer cells'is a depolarising liquid of special com- 
position, capable, it is said, of being produced: at a low 
The E.M.F. is nearly two volts. The motor is a 


 two-pole Gramme machine having the field magnets 


made in such a manner that while maintaining great 
mechanical strength it admits of very perfect lamination 
of the iron. When properly set there is no sparking at 
the commutator. Prof. Silvanus P. Thompson has 
conducted a series of tests of the performance of the 
battery. He states that :— | 
' “In one of my tests one of these cells gave out a 
current of 8°75 ampéres (average) for five consecutive 
hours, with an electromotive force: (average) of 1°88 
volts, although the cell was only about half filled at 
starting. In another more complete test a cell gave a 
discharge ‘lasting rather more than nine hours, of an 
average strength of 65 ampères, the average electromo- 
tive force over the whole period being 1:99 volts. The 


. amount of zinc consumed was only 731 grammes, being 


at the rate of 1:24 grammes per ampére hour. This 
demonstrates that the qnantity of zinc consumed per 
(gross) electrical horse-power hour will be almost exactly 
I lb. and one-fortieth of an ounce. In a third and more 
elaborate test one of these cells gave a current of the 
average strength of 7°85. ampères for 94 hours; the 
average electromotive force over the whole discharge 
being 1°74 volts, of which 1:°308 volts was available at 
the terminal asthe working number of volts; the total 
quantity of current discharged was therefore about 
72°6 ampére hours. The total evolution of power was 
12617 watt hours (or about equal to + of 1 horse-power 
for one hour), of which about 31°26 watt hours were 
expended upon the internal resistance of the cell, and 
94°81 watt hours (or about 4 of 1 horse-power for 
one hour) were available for useful purposes: Hight 
such cells would furnish to the circuit the ‘equivalent 
of 1 horse-power for one hour; for example, they 
would furnish a power equal to the tenth part of 1 
horse-power for 10 hours. 
‘The quantity of zinc consumed during the 9} hours 
discharge was about 90 grammes, or a little less than 
1 of a pound; and the quantity of depolarising fluid 
was about half a pint. There is very little smell from 
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these cells, and that only at the latter end of the dis- 
charge ; in the discharge which lasted 9} hours there 
was no smell of any kind for the first six hours. The 
efficiency of these cells when working at a discharge of 
about 8 ampères is about 75 per cent. Taking this 
figure and assuming that the motor used with the cells 
was appropriately constructed and adjusted to run at 
an efficiency of 60 per cent., it is clear that the total 
consumption of zinc for an actual nett mechanical out- 
put of 1 horse-power would be about 2 lbs. 14 ozs. per 
hour. Each cell, when filled, weighs 64 lbs., and yields 
11 ampére hours per lb. of gross weight ; or at the rate 
of 384 lbs. gross weight per gross horse-power of elec- 
trical output. I know of no battery, primary or 
secondary, which for a given gross weight of cell will 
yield as great an. output. The economy of zinc is 
remarkable, the consumption being close to the theo- 
retical limit. I estimate the net cost of electric energy 
cr such cells at 9d. to 10d. per Board of Trade 
“The motor tested first by me weighs 40 lbs., and it 
is intended for an output of from half to three-quarters 
of a horse-power when placed in a launch or on a tri- 
cycle. To give out its full power it should be supplied 
with current at a pressure of 55 volts, when it runs at a 
speed of from 1,500 to 2,000 revolutions per minute, 
according to circumstances. In my tests the motor 
was mounted upon a special testing stand, and supplied 
with current from a dynamo-electric machine. The 
current and potential were respectively measured by 
means of. an ampére-meter and a.voltmeter of the 
ordinary standard:type, .and, the mechanical efficiency 
Was, measured by comparing the: amount of electric 
power, applied to a motor with the output of which it 
was capable, as measured by its actual power exerted 
upon a mechanical brake or dynamometer. This 
brake consisted of a grooved iron wheel (keyed to the 
shaft of the motor) at the periphery of which was 
applied a cord of graduated breadth attached to pans 
for holding weights ; this form of dynamometer being 
that devised by Ayrton and Perry. The speed was 
measured by a counter. In three experiments made 
the same day, the following results were obtained :— 

(1) Current, 14:5 ampéres ; pressure of supply, 36 
volts ; speed, 1,252 revs. per minute ; torque on brake, 
10-306 pound feet ; total electrical horse-power supply 
to motor, 0‘699 ; mechanical horse-power executed by 
motor, 0‘3907 ; efficiency, 55:86 per cent. | 

(2) Carrent, 18 ampéres; pressure of supply, 46:5 
volts ; speed, 1,380 revs. per minute ; torque on brake, 
14139 pound feet ; electrical horse-power supplied to 
motor, 1°122; mechanical horse-power executed by 
motor, 0‘591 ; efficiency, 52°63.” | 

The third test gave an efficiency of 46:35 per cent. 
On another day four other tests were. made, when effi- 
ciencies of 562 per cent., 529, 53:2,. and 65 per cent. 
were obtained. The professor also states :— —_ | 

“Considering the size and weight of this, motor, and 
comparing its efficiency with that of the best motors of 
equal .weight or equal.power.in the market, I consider 
the performance of Mr. Sherrin’s motor very satis- 
factory. For sosmall a motor the power is high, being 
at the rate of one horse-power for only 62 lbs. of dead 
weight. The electrically-propelled Bath chair is fitted 
with one of Mr. Sherrin’s smaller motors, and is driven 
by the current derived from ten of his cells. In a 
short ran which I took in it, on unfavourable roads 
and in muddy weather, it ran at about six miles per 
hour on the level, and ascended a gradient of about 
one in eight at the rate of about two miles per hour. 
It was perfectly easy to manage, and the batteries gave 
no trouble either from spilling or fuming. I consider 
the electric chair a thoroughly practical and successful 
vehicle. Of the electrical tricycle I have made no 
trial pending certain alterations now in progress in its 
structure.” | 

Mr. H. R. Kempe, of the Electrician’s Department, 
General Post Office, has also tested the battery. He 
finds that during a four honrs’ continuous run, an 


. average current of 8°856 amperes was taken from the. 


battery, and that the consumption of zinc was under 


7 per cent. in excess of the theoretical amount. He 
also states : — 

“ The efficiency of the battery with the mean current 
of 8856 ampéres was 65 per cent. This value, which 
is rather less than that obtained by Professor Thompson, 


_practically confirms the tests taken by that gentleman, 


as the current taken out was in excess of that which 
was drawn in the test made by him. Had the battery 
been ran with a lower current, the efficiency must have 


been proportionately increased. The drop of electro- 


motive force at the end of the four hours’ run amounted 
to 10 per cent., which is small, considering the small 


_ size of the cells and the heavy current drawn out, 


There was an entire absence of visible local action 
during the run, and the fumes given out were exceed- 
ingly slight.” 


A third report on the Bath chair has been furnished 


by Mr. P. Jensen, M.I.M.E. _ | 
It is claimed that the tricycle will travel at eight 


milés an hour, and that the Bath chair will run six 


miles an hour, and will, when the cells are fully 
charged, run for nine hours. At the demonstration 
last week, however, the tricycle, with full current 
switched on, travelled at six miles on the level, the 
Bath chair at about four miles, and the wherry at six 
miles an hour-on the adjoining canal. | 

The Vaughan-Sherrin Electrical Engineering Com- 
pany, Limited, is being formed with a capital of £25,000 


_ to acquire the whole of the patents. — | 


| BRITISH ASSOCIATION FOR THE ADVANCE- 
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CONTRIBUTIONS TO THE MOLECULAR THEORY OF 
| INDUCED MAGNETISM. 


By J. A. Ewine, F.R.S., Professor of Engineering in University 
College, Dundee. | 


(Read before Section A, September Sth, 1890.) 


As the facts of induced magnetism become better known, in- 
creasing interest attaches to molecular theories and increasing 
difficulty attends the theories that are current. Weber’s funda- 
mental conception that the molecules of iron or nickel or cobalt 
are always magnets, and that the process of magnetising: consists 
in turning them from many directions towards one direction, has 
been strongly confirmed by the now well-established fact that 
there is a true saturation value, a finite limit to the intensity of 
magnetism, which may be reached or very closely approached by 
using a strong magnetic force.* Without going further back, to 
enquire (with Ampére) how the molecules come to be maguets, we 
may take this conception as the natural starting point of a theory. 
But when we go on to examine the conditions of constraint on the 
part of the rotatable molecules which have been suggested to 
make the theory square with what is known about permeability, 
about residual magnetism and other effects of magnetic hysteresis, 
about the effects of stress, of temperature, of mechanical vibration, 
and so forth, we find a mass of arbitrary assumptions which still 
leave the subject bristling with difficulties. Many of the pheno- 


mena suggest, for instance, the idea that there is a quasi-frictional — 


resistance which opposes the turning of the molecular magnets ; 
this notion lends itself well to account for the most obvious effects 
of magnetic hysteresis and the reduction of hysteresis by vibra- 
tion. On the other hand, it conflicts with the fact that even the 
feeblest magnetic force induces some magnetism. My object in 
this paper is to refer to another (and not at all arbitrary) condi- 


tion of constraint which not only suffices to explain all the pheno- 


mena of hysteresis without any notion of friction, but seems to 
have in it abundant capability to account for every complexity of 
magnetic quality. | 
In describing Weber’s theory, Maxwell points out that, if each 
molecular magnet were perfectly free to turn, the slightest mag- 
netic force would suffice to bring the molecules into complete 
parallelism, and thus to produce magnetic saturation. He con- 
tinues :—‘ This, however, is not the case. The molecules do not 
turn with their axes parallel to the force, and this is either 
‘because each molecule is acted on by a force tending to preserve 
it in its original direction, or because an equivalent effect is pro- 
duced by the mutual action of the entire system of molecules. 
Weber adopts the former of these suppositions as the simplest.” 


* Ewing and Low, Phil. Trans., 1889, A, p. 221; see also 
H. E. J. G. du Bois, Phil. Mag., April 1890. | 
«: + Maxwell, “ Electricity and Magnetism,” Vol. II., § 443, : 
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Weber supposes. directing force to act in the original direction is obtained.# A liquid rheostat with a sliding terminal is used to 
of the mast Fr e’s axis which continues to act as a restoring force | FT ve ing the magnetic force. It is acarcely 


in that direction after the molecule is disturbed.: This assumed 
constraint is quite arbitrary ; moreover, if it were the only con- 
straint, there would be no residual magnetism when the 

force was withdrawn. Accordingly, Maxwell modifies Weber's 
t by introducing the further assumption that when the angle 
of deflexion exceeds a certain : limit the molecule: ins to take 
ent set. : The development of this, icwever, does not agree 

well with the facts. :: | 
The alternative. which is offered in-the sentence I have quoted 


been v eral 4 | 

dom trom assumption... Several. writers, notably 

Wiedemann* and Hughest, have recognised the /inter-molecular 
etic forcea by ting the molecules, when un- 

acted on by any magn from outside, may form closed 
or chains, “ s0 as to satisfy their mutual a by the 

shortest path.” 1 But Wiedemann. ’ es a fric- 


| other magnetic 


show a remarkably , approach 
in the magnetising or de etising process. : When the mag- 
netic force reaches & value, the rate of change of 
etism with respect to change of force may. become enormous. 

to this in a paper which has-just been published,** Mr. 
A, E. Kennelly has reverted to the idea. of. chains of metic 
molecules held together by the inter-molecular magnetic forces, 


and contends that when such a chain is ruptured by applying a 


sufficiently strong external magnetic force it will pieces 
throughout, and the molecular à spé which compose the chain 
ill-take their: alignment. suddenly.; He ‘accordingly sketches 
what he calls a ‘ chain-theory ” .of magnetisation and an adapta-, 
tion of the theory of Hughes, in which, however, he postulates an 
elastic resistance to the rotation of the. molecules in addition to 
the constraint afforded by their mutual 
Keune» remarks are highly interesting an 
| ink (for reasons which will appear immediately) that the 
notion of closed magnetic chains can be maintained as a gengral 


etic forces.. Mr. 


account of the molecular structure of unmagnetised ‘iron, bas 


> 


Fig. 


Thave experimented on the subject by making a model molecular 
structure consisting of a large number of short steel bar-magnets, 


strongly magnetised, each vas like a compass-needle upon a 
sharp vertical centre and ced to swing horizontally. We 
cannot readily imitate in a model the two dé of rotational 
freedom possessed by the axes.of actual mol magnets, but a 


group of magnets swinging in one plane gives a sufficient] 
general idea of the nature of the which is about 
by inter-molecular forces, and the manner in which that equilbrium 
is disturbed when an external force-is applied. : The model is ve 
vasily made. Each magnetis a piece of steel wire about one-ten 
of an inch in diameter and 2 inches long (fig. 1), bent in the 
middle to bring the centre of gravity below the point of support. 
The hole, or rather recess, for the pivot is made by a centre punch : 
the pivot itself is a harnais fixed upright in as base- 
plate which is punched out of a sheet of, lead: The bars swing 
with but little friction, and their pole strength is sufficient to 
make the mutual forces quite mask’ the ’s directive force 
when they are set moderately near one another. The group is 
arranged on a board on which lines are drawn: to facilitate regu- 
larity in grouping when that is wanted, and the board slips into a 
large frame or open-sided flat box wound round the top, bottom, 
and two sides, with a coil through which an ‘adjustable current 
may be passed to expose the group to a nearly homogeneous ex- 
ternal magnetic force. The coil is wound in a single very open 
layer, through which a sufficiently good view of the group inside 


* Wiedemann, Galvanismus, second edition, Vol. IL. (1), p. 373. 

+ Hughes, “ Roy. Soc. Proc.,” May 10th, 1883. 

ledemann, “ Phil. Mag., ” 
ee a paper by H. Nagaoka, “ Journal of the Science College 
of Lu Univesity A Tokio vol. ii. 1888, p. 304. 4 | 
ourna ituti i i ws 

(1890, pp of the Institution of Electrical Engineers,” No. 84 


** The Electrician, June 7th and 18th, 1890. 


suggestive; but I 


~ leads in general to this fo 


secure. continuity.in varying . etic force 
necessary to add that the magnetic.force which is applied to the 
group is.too. weak to have og Baa effect on the sm 
of individual bars., It alters uly, inde 
en a number of thete magnets are grou A 
disturbance 


the number be sufficiently «but it is apparent that they do | 
not arrange themselves in À poe chains. 


or more magnets, each member of a line being: s giy controlled 
by its next neighbours in that line, but little influené 

bours lie off her ‘Thus, if. 


nearly so, facing our usually form two 
with directions which 


two & 
bas | ally opposite magneta may pair, leaving 
others 1 | | 


if the inequality in distance be not too great. , All these configu- 
rations are stable, and the. condition of least energy, i 
the first of them the most probable, does not prevent the occa- 
ional formation of the others. In a long line, the same condition 


‘but it is by no means uncommon to find à line broken into two or 


Seven magnets uped so that the centres of six form a regular 
n, with fig e middle, have a great variety of possible 
stable configurations, of which these are examples :— 


à 
Li 


forms hich may be assumed by 


configuration: assumed ‘by a group is 
that there is stability for small displacements, but Fitterent 


À group. Special interest attaches to square 
cub In a square of 


the group settles without directive force after a disturbance. 

Let the group, collection gran an an 
magnetic force, ®, gradually increasing m zero. 

effect is to produce a stable deflexion of all members except those 


| 
| 
to come to rest free from external magnetic force, they of course = 
| | 
rom Maxwell was not followed up by him, and seems to have | | a 
| would in general be, unstable." Many stable : conliguratior loft 
of be ormed, and if the magnets .ape'again disturbed an 
to cette, the chances are much against any one confi 
tional resistance ‘to: otatiox which. 1} ore n this arrangemen | 
from being more than approximately attained, and which may | 
be more or less by vibration § — | | | 
I lately commented on the fact that soft icon an M | | sy | | 
| .metals (notably nickel under ular conditions strain —> —> | | 
With three magnets, two form a line along one side of the | 
re angle Witn uneqt sides, they may 16 AL LE | 
| 
| | 
aed | | 
| | 
groups, and of the vibrations w | re | | 
groups, is interesting, but to pi it would'be beside my present | 
| 
‘ positions of the group may be stable in different degrees, an | 
members of the group be turned through a.suflciently great angle, | 
D | they become unstable, and fall into a new gary 70 of stability, | 
bringing about a reconstruction of the lines that 
patte rns, m tne | 
|  crystallise in the | 
embers, we find, in | 
| | 
* # In showing the experiments, the board with the magnets on it . 
may, of course, be placed in clear view above the coil; the coil is 
then made larger, or a stronger current is used. 
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alon site to the direction of #: This (fig. 8), which.consists in the 
restits in tens a's tant moment t6 the grotip’ de more exact line 
that there was none to bégi which upifo with there’ ‘wil 
or very nearly uniform tate as | deflection’ the lines: of fig..6-will' onthe 
the first the Magnetic ness aig on’ 5 to the 
metal (a, fi The initial ‘suscept a ‘finite 

‘values 


‘Suppose’ that} with stage, we remote 
the inoleculas $f iphiéte, ap hte beyond ‘the 
of stability, simply return té“the there is no 
dual magnetism. ag again, agrees with the fact that 
no. residual by. 


forces, Up to this no 
bysteresis. But: let. the value of be increased until any 


part of the group becomes unstable, and immediately 
comes into : At the same time, there beginé te bea ter 
augmentation of bility—that is to say, a marked ingrease 


in the rate at which resultant moment is acquired. :It diffi - 
cult to groups in which the state of. ‘is roeathed 
with one and the same value of # throughout the group. But, in 
neral, we shall,have different elementary : or 
ines of ‘them, reaching’ ingtability.with di ‘of 
range of 9, however,’ “Whith ‘suffices t0 bring «about uty 
throughout thé whole, or nearly the while, , of ‘the metgbers i 
inost groups is not large; wé, therefore, find in the action of the 
model a close analogy to the second stage (6, “fig.:3) of the ‘process 
of magnetisation, in which the magnetism rises more or less sud- 
denly, as well as to the first stage (a). 

During the second stage (b), the magnetic elements fall for the 
most part into lines which agree more or less exactly with the 
direction of “at ‘the'end of this ‘stage; we remove we 
find that a very large proportion of the moment which the group 
has acquired remains; in other words, there is a great deal of 
residual magnetiem. To take. an. instance su e we have a 
group D lying initially as‘ia fig. 4, and apply a magaetic force, #, in 

ction sketched, the first. stage ay. deflects all the molecular 
magnets slight] ithout an 


any of them become ufstable ; 
‘the second stage (b) brings th 


into the genéral direction 


shown in fig. 5, or that fs is the direction they when 


ite sandr i thaveseidwal éonteibuted b 
group is. then the sum of their moments 9. ty the 

molecules are ect: rough small le 
towards the Tine’ itie'of 


Let ‘be further ow have! the ‘third stage (c) 


direction of 


. LE 
:1 ‘3 ‘ 


some groups will be 
with a finite valus of in others, it will-only be closely 
din actual of iron; we 


fore at a ia c, we. “ind very: more 

etisuwr than was found at the end: of stage d.. The 

pr to induced magnetism is à maximum’ abbott the 

end of stage by aud ‘diminishes ‘as stage s:proceeds. This, again, 

y with the observed facts. - 

hysteresis during the removal whether complete 

of ond & use (provided 

we bave te flan) ) there will-be some lines of 

e removal and reapplication of the force: For certain 
sacflentions of the line, the moyements are not reversible. 

Suppose, next; ee a and rémoved 4 strong force, 


®, leaving strong ity, we begin slowly to reverse 9. 
At first, the effects are ; presently, However, instability 
begins, and, as the force is within a narrow range, we 


find the moleculés all'upset. This is followed od bys stage of nearly 
elastic deflection-as saturation” is approached. Thus, the well- 
kaown general clic processes are all repro- 
duced in the model (see fig. 8 at 


Again, a small repeated cyclic change of . superposed upon & 


constant value of A Produçes small changes of aggregate polarity. 
‘which are reversible if the change of @ is very small. This, as 
Lord Rayleigh has sown ig what happens in a ati metal, 


in the model, just: iy is‘in the actual solid mallee 
chief facts permeskility and retentivencss, and hysteresis 


* Phil, Mag... March, 1887....:: 


mer rar; Na ich pass to and-fro through a condition of instability | 
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erally, are thérefore at once explicable by supposing that 


Weber’s molecular are constrained by no other forces 
than those due.'to their own mutual magnetic attractions and re- 
pulsions. No arbitrary | 
model the centres ‘of rotation are fixed; in re to the actual 
solid we may make an ee supposition, namely; that the 
distances between the mo 

so far as they may’ be changed by strain). 
Hysteresis, then, is not’ the result of ‘any quasi-frictional 


resistance to molecular rotations; it occurs whenever a molecule : 


turns from one stable position of rest. to another: through an 
unstable condition. ‘When: itis forced to return, it again passes 
through a condition of ‘instability. ‘This process, considered 


mechanically, is not reversible ; the forces are different for the | 


same OL EEE and range and there is dissipation of 
energy. Inthe mod ® energy thus expended sets the little 
bars swinging, and ‘their: pe take some time to subside. In 
the actual solid the energy which the molecular magnet loses as it 
swings through unstable positions .generates eddy currents in 
surrounding matter. Let the magnets of the : be furnished 
with air-vanes to damp their swings, arid the correspondence is 
group of: eleme ets, : 
furnished with air-vanes, gives a good illustration of what has 
been called magnetic ‘viscosity. When the imposed force @ 
reaches a critical valué one of the outer: members:of the group 
becomes unstable, and swings slowly round ; its next neighbours, 
finding their stability weakened, follow ‘suit, and the disturbance 
reads through the group in a way eminently sug restive of those 
phenomena of time-lag in magnetisation which ve described 
The model shows equally well other magnetic phenomena which 
umably depend on the inertia of the molecules, such as the 
fact that a given force causes more magnetic induction when 
suddenly applied than when gradually applied, and leaves less 
ma ra magnetism when suddenly removed than when gradually 
_ The well-known effects of mechanical vibration in augmenting 
setic susceptibility and reducing retentiveness are readily 
explicable: when we consider that vibration will cause periodic 
changes in the distances between moleclular centres. This has 
not only à direct influence in making the molecular magnets 
respond more easily to changes of magnetic force by reducing 
their stability during the intervals when they recede from: each 
other, but tends indirectly towards the same result by setting them 
The effects of temperature which are common to the three 
magnetic metals may be stated thus:—Let any moderate may- 
netising force be applied, not strong enough to produce anything 
like an approach to magnetic saturation, and let the temperature 


be raised. ‘Then the permeability increases until the temperature | 


reaches a certain. (high) critical value, at which, almost suddenly, 
there is an almost complete disappearance of magnetic equality. 
As regards the first effect, it is clear that an increase of permea- 
bility is to be expected from the theory ; expansion with rise of 
temperature involves a separation of the molecular ‘centres, and 
therefore a reduction of stability. As regards the almost sudden 
loss of susceptibility which occurs at a high temperature, it may 
do no harm-to hazard a rather wild conjecture. We may suppose 
the molecular magnets to be swinging more or less, the violence 
of the swings increasing as the temperature rises, until finally it 
develops into rotation. Should this happen, all trace of polarity 
would of course disappear. The conjecture that the molecular 
magnets oscillate. more and more, as the temperature rises, is at 
least supported by the fact (carefully investigated by Hopkinson * 
in iron and nickel ; data for. cobalt also .have lately been supplied 
by du Bois +) that under strong: etic forces: rise of tem- 
perature reduces magnetism; for with strong forces the molecular 
magnets are already ranged so that their mean direction is nearly 
tape to # : hence the ‘earlier effect of heat (to diminish sta- 
ility and facilitate alignment) does not tell, and the increased 
swinging simply results in reducing the mean value for each 
molecule of its moment resolved parallel to the magnetising force. 
Before referring to effects of stress we may consider shortly the 
stability of a pair or line of magnets, treating each as a pair of 
poles subject tothe. law of inverse squares. Take first a single 
pair of equal magnets with centres at c and o’ (fig. 7). The poles, 
P, P’, would lie in the line c c’, but for the imposed force #, which 
produces a deflection, cc’ P’ore’c P= 0, .. 
Let a be the angle which :& makes with the line of centres, m 


the pole strength, and r the half length of the magnetic axis of 


each magnet. The deflecting momentis 
2H mrsin(a— 
and the restoring moment is 


mcn 

CN being drawn normal to PP. The | restoring moment at first 
increases with @, but ses a maximum at a value of @ which 
depends on the relation of r. to the distance between the centres. 
The condition of equilibrium is 


* “ Roy. Soc. Proc,” June 1889. ee vin 
Phil. Trans.” 1889, A, 443; * Roy, Soc. Proc.’ June, 
t “ Phil Mag.,” April, 1890, | | 
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constraining forces are required. Inthe 


ecular centres do not change (except in 


with the single pair, or m/4 a? with the row.) 


a value sufficient to make the most suscepti 
no very great increase ts required: to: bring about instability in by 
far the greater. number of ‘the other: rows. . One general effect of 
‘increasing the di 


bar of iron or steel 


and as @ and @ are increased the equilibrium’ becomes neutral, 

that is to say, the condition of instability is reached, when 

ao (2.9 mr.sin (a — 0) = 


tyoccurs. If we have to deal with.a long line 


‘magnets instead of a single pair, we have to write 2 m’ instead 
-m* in the restoring moment..: 


A éonsiderable amount of -stable deflection is possible when the 


_ distance ‘between the poles is not small. compared: with r. When 
the direction cf & is notmuch. inclined. to: o c’ (that is; when “hee 


a value approaching: 0) -there. is. no. instability. TOWS | 
various inclinations to 4, the first. to become unstable as % is in- 
creased will be that for which a + 4 is equal to kr. . i asl 
If a, the half. distance {| between. the; poles in: the undeflected 
tion, be small | with, r, there is but little deflection 
before instability occurs, and in that case, be not small, 
nee to the occurrence of bility is defined by. 


e case of a group of rows, uniform: in @ ah MR. 


‘between the centres, but various as regards: their direction with 


to 2, these’ considerations show that after @'has reached 
ble members unstable, 


distance between all the centres is to reduce the 
range of variation: of: 8 within which most of the. different rows 
become unstable as the force is progressively incre gi {its 
In annealed metal, where we may'expect considerable general 
homogeneity, as regards distance between. the centres of: the 
molecular magnets, we find that practically the whole of. the 
abrupt stage in the process of magnetisation is.included within 
narrow limits of magnetising force. We accordingly obtain curves 
When the metal is strained sufficiently to: receive. aie 
set the curves take more rounded outlines (such ass 5), showing 


. less susceptibility throughout, less residual ney Cp and more . 
this, on 


coercive force. : Thé most natural explanati the. basis 


of the molecular theory; appears to. be: that set produces on the 


whole a shortening of ‘thé’ distances'' between molecular centres, 
hence greater stability and more coercive force; but this is 
associated with heterogeneity, that ‘is variety in the distances, 
hence the rounded outlines of the curves. :We know that set tends 
to develop, or at least to emphasize, heterogeneity ; for instance, a 
pulled: in the testing machine stretches 

Lena after the elastic limit is passed. = 
The effects of stress and consequent elastic strain on magnetic 
quality are so complex and so various in iron, nickel, and cobalt, 
that it would be premature to attempt any full discussion of them 
from the point of view of the theory now sketched. Only a few 


| | 
| 
| 
| | 
2 mr sin (a — 8) | 
| 
These two | 
| 
| 
| | 
| which is aatiefied when tan = # the inclination of 
P P’ to the line of centres. »,Henee, 15 mé (a not 
nearly 0 or to r, and a small compated the value of © | 
which causes the instability M: 
| for a single pair of magnets, and twice this: quamitity for the 
middle members of a on This is, of courted, least for 
magnets which lie normal to 
| 1 
‘ 
A 
| rf 
Fire. 7. | 
In the special case when a = 7, instability occurs when 
À m | | 
respec 
} 
| 
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general features need be referred to at pease Some of these 
can be traced experimentally in the mode! 
of the magnets upon a sheet of thin India-rubber, which may be 


stretched or distorted to imitate the conditions of longitudinal or 


torsional strain. 
When pulling stress is applied, those rows of molecular magnets 
which lie more or less along the direction of the stress, have their 


stability reduced b 
similarly, rows whi 
‘their stability’ increased. The resultin 
susceptibility: of ‘the material will depend on which of these con- 
flicting influences preponderates. Let pull be applied before 
magnetisation begins, while the metal is still in a neutral state. 
The stretching of longitudinal lines and the contraction of trans- 
verse lines will not only alter the stability of those molecules 
which continue to lie in their original rows, but will tend to make 
the members of those rows which are much lengthened swing 
round.and form transverse lines in which they will be more stable 
than before. We may therefore that the 
permeability with regard to strong fields will be reduced by pull, 
as it actually is both in iron and in nickel, though with regard to 
weak fields the permeability may be increased, as it 1s in iron... 


the lengthening of the lines of centres ; 
lie ss or less normal to the stress have 
effect on the general 


> Fic. 8. 


Again, the theory explains well why the effects of stress are by 
no means the same (1) when the stress is applied first and the 
magnetic force after, and (2) when the magnetic force is applied 
me te tising force be applied and then begin 

ta erate magnetising force be applied and then begin to 
apply stress. The first effects are in general large, for the strain 
precipitates into instability those molecular magnets which were 
already on the verge of instability. This is beautifully apparent 
in iron (see “ Phil. Trans.” 1885, part 2, plates 63 and 64); and 
the theory shows why the first effects are not reversible, why they 
do not disappear when the stress is removed. and why it is only in 
subsequent applications and removals of the stress that the mag- 
netic changes become cyclic. 

The same remark evidently applies to the first effects of stress 
on residual magnetism ; also to the first effects cf temperature- 

ge either on induced or residual magnetism. Again, the 
rg Sgr that when a cyclic change of stress is repeated, there 
will be hysteresis in the corresponding changes of magnetism, 
_ whether induced or residual, unless either the cyclic range is ve 
small or the magnetism approaches saturation. During cach 

lication of the stress, some molecular magnets will swin 

gh unstable positions ; during the removal of stress they will 
swing back, but not at the same values of stress. And it will be 
characteristic of this hysteresis that the variation in magnetism 
will begin slowly when the change from applying to removing 
stress, or from removing to applying stress, begins. All this 
agrees with the facts. es. eee 

Moreover, the théory shows that even in the absence of any 
. resultant magnetisation à cycle of stress makes the molecular 


configuration pass through a series of changes which will at first — 
. not be cyclic, but will become cyclic when the stress-cycle is | 


repeated, and in which any intermediate value of the stress will 
be associated with different configurations during the going and 
OP the process. In other res À we see that 

ere 
ration to stress when a cycle of stress is repeated. Hence, 
certain rather obscure effects which have been observed in 

— experiments; for instance, where an iron wire is 
| and partially unloaded down to a given load before being 
magnetised, its permeability is not the same as when the 
wire is completely unloaded and reloaded up to the same load. 
Experimental results of this kind led me in 1884 to write :—* If 
we apply and remove stress in a wire whose magnetic state is 
entirely neutral, we cause some kind of molecular displacement in 
the relation of which to the applied stress there is hystereris.’* The 


* « Phil. Trans.,” 1885, part ii, p. 614. 


by setting the supports 


ill be hysteresis in the relation of molecular configu- 


theory now offered shows how this happens. Hence, also, the re. 
markable hysteresis which the thermoelectric quality of iron 
exhibits with regard to cyclic changes of stress, discovered by 
Cohn, and more fully described in “ Phil. Trans.” 1886, p. 361, 
The hysteresis of molecular configuration with respect to stress 
has been proved to be removable or reducible by vibration. 

From this theoretical explanation of hysteresis in the effects of 
stress, it at once follows that a cyclic change of stress (provided 
it be not very small) involves some dissipation of energy in a 
magnetic metal, whether the piece be etised or not. We 

this dissipation to be most considerable under. conditions 
which make the magnetic hysteresis large. But it will ocoup 
even when there is no trace of magnetism. i 1 

This of course implies that, in a cyclic process of loading and 
unloading, work must be spent. There is no perfect elasticity in 
a magnetic motal, however slowly the process of straining be per. 
formed. Under any load there is less strain during application 
than during removal. This is borne out by experiments on the 
extension of iron wires (Brit. Assoc. , 1889, p. 502). | 
_ The same action occurs to a marked degree in torsional strains. 
In a twisted specimen there will be a tendency on the part of the . 
molecular magnets lo range themselves along lines agreeing more 


_ or less with the direction of maximum contraction. Alternate 


twisting to opposite sides should therefore cause much molecular — 
swinging through unstable positions, with consequent dissipation 
of energy, even in a piece which is not magnetised. 
Without going at present into details, it may be added that the 
phenomena of molecular “accommodation” studied by Wiede- 


mann and by H. Tomlinson accord with the theory, and that it 


seems to lend itself well to explain the very remarkable results 
which have been obtained by Nagaoka* in experiments with 
nickel wire under twist or under a combination of. pull and twist. 
It also agrees with what little is known as to the influence that 
previous magnetisation in one direction has upon subsequent mag- 
netisation in another direction. 
_ To sum up, I have endeavoured to show :— 7 

(1) That in considering the magnetisation of iron and other 
, etic metals to be caused by the turning of permanent | 
molecular ets, we may look simply to the magnetic forces 
which the molecular magnets exert on one another as the cause 
of their directional stability. There is no need to suppose the 


existence of any quasi-elastic directing force or of any quasi- 


fractional resistance to rotation. 

(2) That the intermolecular magnetic forces are sufficient to 
account for all the general characteristics of the ess of mag- 
metisation, including the variations of susceptibility which occur 


as the magnetising force is increased. - 
(8) That the intermolecular magnetic forces are equally compe- 
tent to account for the known facts of retentiveness and re 2 


force and the characteristics of cyclic magnetic processes. 

(4) That magnetic hysteresis and the dissipation of energy 
which hysteresis involves are due to molecular instability result- 
ing from intermolecular magnetic actions, and are not due to - 
anything in the nature of frictional resistance to the rotation of 
the molecular magnets. | 

(5) That this theory is wide enough to admit explanation of the 
differences in magnetic quality which are shown by different sub- 


stances or by the same substance in different states. 


(6) That it accounts in a general way for the known effects of 
vibration, of temperature, and of stress upon magnetic quality. 

(7) That in particular it accounts for the known fact that there 
is hysteresis in the relation of magnetism to stress. | 

& That it further explains why there is, in magnetic metals, 
hysteresis in physical quality generally with respect to stress, 
apart from the existence of magnetisation. 

(9) That, in consequence, any (not very small) cycle of stress 
occurring in a magnetic metal involves dissipation of energy. - 


Discussion. 


Sir Wm. THomson spoke of the extreme beauty and importance 
of the experiments shown by Prof. Ewing, and of the theory 


founded upon them. The fundamental idea of instability of the 


molecular magnetism seemed to be of very great importance 
indeed in explaining those puzzling phenomena which they had 
known in magnetic induction. The great amount of residual 
magnetism which Prof. Ewing himself showed to a higher degree 
than it had been shown before, was always one of the most difficult 
things to understand. But now that they saw an actual model in 
which those phenomena were produced, and in such an intelligible 
way, he thought that they might yet believe that the reality of the 
molecular constitution involved in a magnet was perfectly illus- 
trated in that model. Who was to say that they had molecules 
pivotted round points ? On the contrary, they were to believe more 
in the currents in cores theory, molecular currents. But they 
did not believe in magnetism as being merely translated from 
large models into a small scale to account for molecular pheno- 
mena. But he did say that if they had produced a model which ~ 
illustrated any one part of the properties of matter, they had gone 
a certain distance towards explaining that property.. What could 


-be realised in steel and iron and wood and paper, was surely 
_ realisable in the wonderful and marvellous structure (let them 


not call it mechanism) of the molecule itself. They had numerous 
models to explain phenomena, but nothing he had seen had such 


*“ Journal of the College of Science of the University of 
Tokio,” vol. ii., 1888. 
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completeness as that they had been fortunate enough to see that 


day. 
Mr. Osporn Reynoups expressed his admiration for Prof. 
Ewing’s work, and the happy- discovery he had made of a simple 
by which to illustrate a fact. Prof. Ewing said he thought 


friction had nothing to do with the phenomena of 


m 

ut was Prof, Ewi repared to say that that model 
a nothing to do with the explanation of friction just as it 
had to do with magnetism; and was there not à further 
step before them to explain friction by magnetism instead of 
magnetism by friction? It seemed to that Professor Ewing 
had there an opportunity, not brought forward before in any way, 
of illustrating the action which for want of opportunity they lost. 
In an infinitely multiple system of mag of limited stability 
they had virtually a friction, and if they place it in any number 


"of positions of limited stability it fell out of one to another. 
There they had it with very much more marked effect as regarded 


tisation. | 
| Prof. FitzGERALD thought it would be very unfortunate if the 


general question were supposed to be confined merely to that of 
magnetisation. 


Prof. Ew1ne, in acknowledging the thanks of the section, said ‘ 


that for some years back he had been much impressed with the 


phenomenon, to which the name of hysteresis had been given, and — 


as soon as this explanation of it occurred to him, it also seemed to 
him that the same thing had to be worked out in the way sug- 
gested by Prof. Reynolds and Prof. FitzGerald as to friction. 

Mr. Mattock (Torquay), said that Prof. Ewing had referred to 
the fact that there was a cyclic change in metals. He had experi- 


mented with many substances besides magnetic metals, and in 


only very few had he found anything like similarity between the 
first half the up side of the curve and the down side. Sapphire 
and topaz were very nearly the same, but he only noticed it in 
them. | 


APPENDIX II. | 
. ON THE AIR CONDENSERS OF THE BRITISH 
ASSOCIATION. 

By R. T. Guazesroox (with a Note by Dr. A. Murexeap). 

(Presented in Section A, September 9th, in conjunction with the report 
the Committee on Electrical Standards) 
Tue question of issuing certificates of capacity has from time to 
time been discussed by the committee. The following paper gives 
an account of some experiments that have been in progress during 
the past two years with this object in view. 

In the report for 1887 the committee e the opinion that it 
is desirable to proceed with fhe construction of an air condenser. 


In conformity with this opinion a meeting was held in London, at 


which Dr. A. Muirhead exhibited an air condenser consisting of a 
series of concentric brass cylinders insulated by glass rods, which 
appeared to the committee we pr. great merits; and it was 
decided that the secre should test this and two similar con- 
densers which Dr. Muirhead offered to lend, before proceeding 
further with the construction of condensers for the Association. 
The tests were carried out with satisfactory results. 

The capacity of each condenser was determined cg onan 4 
using the method of a vibrating commutator, due to Maxwell, 
already employed by J. J. Thomson, “ Phil. Trans.,” 1883, and 
Glazebrook, ‘‘ Phil. Mag.,” August, 1884. The values found 


were— 
= ‘0030514 microfarads. 
C3 = ‘0031258 
C3 = ‘0033288 99 


It was found that the capacities remain constant from day to 
day, and that the accuracy of a single determination was about 1 
in 1,000, although the capacity to be measured was so small. 

A mica condenser belonging to the Cavendish Laboratory was 
compared with these—details of the method will be given shortly 


—and it was found that when comparing a condenser of 1 micro- 


farad with the three air condensers combined, having thus a 


capacity of ‘009506 microfarads, so that the ratio of the two was _ 


about 100 to 1, an accuracy of about 1 in 1,000 was attained. It 
was also shown that the capacity of the mica condensers as thus 


_ found, differed by nearly 2 per cent. from its value as determined | 


by the rapid commutator, thus proving that the commutator 
method was unsuitable for a condenser showing absorption. 


. zone for three mica condensers the following values were 
ound :— 7 | 


With commutator By ee of 


800. 


4934 4994, 


| | ‘09548 ‘0964 


These results make the necessity for an air standard all the 
‘More apparent. A report on the experiments, made up to that 
date, was laid before the committee at a meeting in London, in 
April, 1889. It was then decided to adopt Dr. Muirhead’s form 
of condenser, and to have two made on the same pattern for the 
Association. These have been constructed by the Cambridge 
Scientific Instrument Company, following Dr. Muirhead’s plan, 
but on an enlarged scale. Each has a capacity of about "02 
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miémoferade, or about six times that of one of the original com- 


Fig. 1 shows the arrangement. | fa 

The condensers consist of 24 concentric tubes ; the outer tube is 
about 2 feet 9 inches high and 6 inches in diameter. Each 
succeeding tube diminishes in diameter by half-an-inch ; the tubes 
are about .j,nd inch in thickness, and the air space between the 
inside of one tube and the outside of the next is about And inch, 
but it was found impossible to get all the tubes of exactly the 
same thickness, so that in some cases the distance between the 
tubes is less than the above. These tubes are carried by two 
conical brass castings; the outside surface of each ing forms a 
pong ste ores which t. Each 
tube is held in position by screws. e.upper cone is supported 
by the outside casing of the condenser, and twelve of the tubes 
hang vertically from it. The lower cone is carried by three ebo- 
nite pillars, about 3 inches in height ; the twelve tubes which are 
a to it come respectively between those which are sus- 


casing, by a door, by means of wh | 
cleaned; the whole is dried by placing inside a small vessel 
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_of sulphuric acid. In the centre of the upper cone there is a hole 
through which a rod passes. The rod is connected with the lower 

cone and forms the electrode for the insulated cylinders. An 
ebonite plug, fitting tightly round the rod, can be pushed down so 
as to close the hole and prevent the ingress of dust when the con- 
cme are not in use; when they are being used the plug is 
removed. 

The condensers are placed in the testing room at the Cavendish 
Laboratory and covered by a wood and canvas case to protect them 
from dust. It is not intended that they should be movable. — 

_ After this description of the condensers we will proceed to 


an 
account of the tests to which they have been subject. The first 


test was for leakage. | 
One set of cylinders was put to the earth while the other was 
connected wlth a gold leaf electroscope. An attempt was then 
‘ made to charge them with an electrophorus or a small electrical 
machine, but this failed entirely. The electricity either ed 
across at places where the tubes were very close t r, or 


\ 
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before the potential rose sufficiently to affect the electroscope small 
“fibres or dust: particles which adhered to the‘ tubes formed leaks 
across; it was. clear that the condenser could not be charged to 
the potential of the machine. Tests were then applied for leakage 
“when the potential was lower. One set of tubes were connected 
one pole of a battery-——about 36 storage cells were er d 
‘ émployed, having an E M.F. of 75 volts—the other set being in 
‘connection with'an'iñsulated key, the second pole of tre battery 
‘was ‘Cünneëté® through à galvanométer to the key and the con- 
‘Xeñser charged.: After an interval, usually about 5 minutes, con- 
tact was again’ madé at the key, the deflection: of the galvano- 
meter o—assuming the E.M.F. of the battery not to have 
-changed—was & measure of the quantity of electricity which had 
leaked from the condensers in the five minutes. sete 
- + Phe amount of leakage was very different in the two condensers 
md depended greatly on the dryness of the air and ebonite 
=: . Thus on March 11th, when strong acid had been enclosed 
“for some time, for condenser I. the leak per 1 minute amounted to 
‘about ‘1 per cent. of the whole charge, while with condenser II. it 
was about 10 times as great. ee 
2° The sulphuric acid was removed during the Easter vacation and 
“replaced by calcitim chloride and after this the leak in I. rose to 


about 1. cenit. per minute or 10 times its former value, while 


‘that in II, was from 3 to 4 per cent. of the charge. With the cal- 
cium chloride inside the leak was never reduced to less than about 
‘8 per cent. per minute. In August the condensers having been 
closed since June with calcium chloride there was a leak in I. of 
about 3 per cent. minute, while in the same time IT. lost about 
8 per cent. of its c e. 

On August 14th, ese apr after this test, the calcium chloride 
was replaced by sulphuric acid, and the leak was quickly reduced 
to about 1 per cent. per minute for I. For II., no improvement 
showed itself at once. The next day the leak in I. was about ‘4 
per cent. per minute, that in II. had not been greatly reduced. 

On August 16th the ebonite was, therefore, well cleaned, and air 


was blown through the tubes of IL., and the whole closed for about _ 


two hours; the leak had then fallen to about 2 per cent. 


minute. By August 18th, the leaks were still more reduced, that , 


in [. being ‘2 per cent. per minute, while that in IT. was ‘6 per 
cent. per minute. i | | | 

By the afternoon of this day, the u parts of the condensers 
having been open to the air of the laboratory for some six hours 
during other tests, the leaks had appreciably increased, but they 
had fallen again the next day when the condensers were left 
closed during the night... : 

Thus, during the observations in re, gg with the exception of 
those on Au 14th, the condenser I. was losing its charge at 
the rate of about ;},th part per 1 minute, while the leakage in 
II. was some five or six times as great, being about -1-th part of 
the c per 1 minute, rt 

As will be seen later, several mica condensers were compared 
with I. and II., the leaks in them were all small, and did not 
exceed more than ;},,th per minute. 7 

We come now to the experiments for determining the capacities 
of the two condensers. Of these, three independent series were 
= viz., in December, 1889, May and June, 1890, and August, 
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The method, already referred to, was used. Fig. 2 gives a 
diagram of the method; in fig. 3, the connexions actually em- 
ployed are shown. . With the notation employed, Phil. Mag., 
August, 1884. 
- We have, if c be the capacity of the condenser, n the number 
of times it is charged per 1 second, = 


. +5: b + 
afi + + 5} 


‘In most of the experiments about to be described, we had the 
following values in legal ohms:— 


= 10. = 1,000 


nc= 


- 


b = 18 ‘ g = 17,600 
ie ‘€, which was the adjustable arm, varied from 6,000 to 


‘With these values, the only correction which need be included, 

“ds the last factor in the denominator, and we may write — 

nc= ag 
The resistances were taken.from a legal ohm box belonging to 
the laboratory ; the various coils in this box were carefully com. 
pared with each other by Mr. Searle, and found to be consistent 
with each other, at any rate to within 1 in 10,000. The coils were 
also compared with the standards of the Association, and it was 
found that at 16° they were greater than legal ohms in the ratio 
of 1:0011 tol. Thestandard temperature adopted in the experiments 
was 17°, and since the coefficient of increase of resistance of the box 
is about ‘0003 per 1° C., the resistances require to be multiplied by 
10014, to reduce them to legal ohms. In some cases, in the value 
of c, coils from a B.A. unit box, containing coils of ten, twenty, 
thirty and forty thousand, B.A. units were employed. 

. The values found for these coils by myself in terms of the 


_ohm box showed that they were very consistent with each other, 
and that the nominal 10,000 B.A.U. was equal to 9,880 legal ohms 


as measured by the legal ohm box. 
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_ In the comparisons of two condensers certain coils from a 


megohm box were used; the value of each of these was also de 
termined. They were as follows :— ré ee? 


1 se 98,731 Legal ohms of standard box. 


_ Inthe experiments on Dr. Muirhead’s condensers, the vibrating 


commutator described in Prof. Thomson’s paper, “ Phil. Trans.,” 


NS 


Fie. 4. 


1883, or in my paper, “ Phil. Mag.,” 1884 was used, and that 
with complete success. In the experiments about to be described, 
this was replaced by a rotating commutator which had been fitted 
up by Prof. Thomson and Mr. Searle for their experiments on the 
other value of “ v,”’ and which es certain advantages over the 
other form. Dr. Muirhead and Dr. Fleming have also used a 
somewhat similar arrangement of apparatus. Fig. 4 shows the 


arrangement. The split ring commutator is carried on the axle, _ 


H K, which is driven by a water motor. Two wire springs, Q, B, 
are in contact with the two halves of the commutator respectively, 
and as it rotates the brush, P, made of very fine brass wire, is 
brought into communication alternately with Q andr. The disc, 


iL, M, was of iron, and its mass helped to steady the motion. On 


one face. of the disc a series of circles were drawn forming a 
- number of annuli. The successive annuli were divided each into 


_@ different number of divisions by radial marks. Thus in the 


innermost annulus there were four on the next five, and so on. 
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The disc, .as.it. obosoopic 
din, ne om two pieces of thin metal carried 


the prongs of «tuning fork, which made about 64 vibrations per 


When the anid of the fork: were in certain 
simple ratios to. cach other the | 


: position ; this: position was easily maintained by 
varying the friction on: the string. . The tuning fork drove a 
second fork an octave’ above: itsélf in. y. This fork was 
mounted near the standard fork of: the. ratory, and the beats 
between the two w cy ag ge The! frequency of the standard. 
fork was determined by Prof. Thomson and Mr. Searle for their 
ents on ‘recently communicated to the Royal Society. 
a found that it had changed slightly, since it was determined 
Lord Rayleigh, and give as the result of their experiments. 
at temperature t° 


= 128-105 {1 — (t — - 16) 00011} 


The driven fork was always adjusted to a slightly lower frequency 
than that of the standard, so that there were about 20 beats to the 
minute between the two. During any series of observations 10 
beats were repeatedly counted, but they rarely varied during the 


_series sufficiently to affect the result. The commutator was de- 


signed and y constructed by Mr. Searle, who observed at the 
tuning fork throughout. A little attention was required to secure 
good contact between the spri 
and also to adjust the brush, r, but with moderate care 
ges the apparatus worked perfectly. 


e galvanometer was one constructed in the laboratory ; it had 


a resistance of 17,600 ohms, with a long silk fibre suspension—a 
quartz fibre would have been an. improvement. - 

Its sensitiveness was such that 1 scale division corresponded to 
‘83 x 10-19 C.G.S. units of current ; the time of swing was 7:2 
seconds, so that the sudden discharge the galvanometer 
of 1071 C.G.S. units of electricity produced a throw of one divi- 
sion, or, in other words, the quantity which, when disc 
suddenly through, gave a ‘throw of. Bdivisions was& x 10-10, 
was determined by discharging through the galvanometer a con- 
denser of capacity ‘1 microfarad when charged to 1 volt, the 
throw observed was 100 divisions, while the steady current due to 
an E.M.F. of -001 volt produced a deflection of 72 divisions... 

The observations were made by varying c. There was a.commu- 
tator in the battery circuit ; in each position of this commutator 
two values of c were taken and the corresponding resting points 
of the spot on the scale observed.. From these the value of ¢ 
which corresponded to the zero position of the spot, was obtained 
by interpolation. 

These observations were made twice ke. each ale of the 
commutator and the mean taken. . |. 

We will give one series. as an ‘example :— ed 


Augüst 27th, 1890. 


Temperature of fork 18:8° 
Beats  …. in 65:4 sec. 
20 in 65°2 sec. 


eee eee 


CONDENSER No. 


Frequency, 80 approximately. 
Zero reading, | | Resting point, 

\ 48 à 5890 49 

| 5890 48 

/ ul | 5880 51 

( 5880 46 

\ 49 À 5899 50 

| 
Temperature of coils 17°5°. 


Beats 20 in 64'8 at 19°3°. 
It will be seen that between the third and fourth series the 
galvanometer zero has shifted slightly. 
From these we get as the four values of c, the following : 
5887°5 


Mean 5887: 5 at 5 
Correction to 


. Value co = 58884 1. 


while the beats are 20 in 65 seconds at 19° or : +807 per 1 sd : at 
19° the frequency of. the standard, | is 128-066, thas the frequency 
ve is = 90%, ie. 127°759. Thus tor the 
8 tork we have the octave below this or 63°879, wh e 
frequency of the commutator r is 5/4 of this. D sae 


ngs, Q, 8, and the rotating us pees | 
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| à fair of the whole. 
ith those ofthe hl 


fovur, showing -the dite, thd valués of aid the resul 
value of c. The wits: by which the eéndensér was 
‘together with the commutator itself, had a certain 


a hich was d rely 
capacity which was determined in. the same way, merely discon- 
necting the froth the “condéneer, “In the’ ébservations in 
December à an 


nd June we found 

| ‘a s10 4 = 98780, = 28460 = 689. 
state the capacity of the wires is 0000625, miorofarads, while in 
Angust after the apparatus had been set up afresh à in a different 
position with new connecting wires, the valué of € was 22,200 and 
tbe ty ‘0000799 microfarads; for tbe wires the values of c 
could be determined to about 1 pér cent. 

Py the taie the value of ¢ has been, correstad for’ the’ 


Date. ©: Viine ci! | 


1 


Dec. 3st, "4 7625 | 

May 20th; 1890 .: 
| | 78766 


June 16th, 
Aug. 27th, 1890...| 147459 


Men of the whole; 021024 miierofarads, 
bodager 


Dec, 31st, 1889 ...| 13,9574 | -91: 
May 20th, 1890 | 13,945°3 31°93 ‘022271 
6,957°4. 63°86 ‘022283 ‘022273 
5,568'2 79°825 ‘022266 


June 16th, 1890... 6,953:4 | 63°86 | ‘022296 | ‘022206 
Aug. 27th, 1890 13,7746 | 31-939 | ‘022523 
6,8786 | 63879 | ‘022515 | ‘022519 
5,500°4 | 79849 | ‘022518 


Aug. 28th, 1890... 68786 | 63881 | ‘022515 | 022515 


TABLE IIL, ns giving the capacity of two Mica condensers for various 
frequencies of charge. 


CONDENSER A. 


Frequency. June 12, | | June d : June 16, | Man. 
21 04885 : ‘04886 04886 
82 ‘04883 ‘04884. ‘04884 
64 ‘04868 ‘01868 ‘01864 ‘04867 
80 | 04859 04859 


B. 


Le 


| 


“eee | 09642 | | 09642 | | 


‘Taking the air condensers first the tables show that at any + Hite 
for. frequencies between 32 and 80 per second, the time of charging 
oa no effect on the capacity, while the individual observations in 

h series are within 1 Fin 2,000 of each other. | 

For condenser I. the observations at frequency 64 are in all the 
series the least, but this is not the case with condenser II. 

The capacity of condenser I. shows no change between December 
1889 and June 1890. The observations in August 1890 are all 
rather greater than the earlier series but the increase about lin 


| | 
| | 
band;-which:passed over an: idle pulley near the | 
| server at - nins : i the | | | | and hence | 
| 
Mean of | 
series. 
| 081028 | 
021016 021020 | 
| "021019 | 
021028 | 
"|" ‘021022 | 
021025 | 
"021088 | 081022 | 
31-039 021038 | | 
a | 
le | 
| 
| 
| 
| | k | | 
| 
| 
| 
ne 
ne / 5886'6 | 
a 5888:3 | 
ne 5887°5 64 "09634 2 | 
e, 1 | | 
R, | | 
is | 
Cc, | 
)n 
a 
16 
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2,000 is almost within the error of the experiments, With regard 
to condenser II. there is an indication of a rise in its capacity all 


through. It will be remembered that we have already shown that 
the insulation resistance of IT. is i 
but it is easy to see that this leak was not sufficient to account for 
the change, for if 2 be the resistance of the leak, then our approxi- 
mate formula becomes | 
no + 1 instead of nc = | 

RB cd cd 

Now the current through the condenser when leaking most was 
about ‘0002 = c, where z is the E.M.F. to which it is charged and 
c the capacity of the condenser. 


Thus the resistance of the leak is © or ‘25 x 10% 0.G.S. 
units, since the value of c is ‘02 x 10-%. This resistance is 

Hence the correction to the capacity = 1/n R = ‘0002 x c/n, 
and this is far too small to affect us. | 

There is no doubt then that the capacity of II. altered during 
the experiments by about 1 per cent. and it will be necessary to 
and set it up again 


It will be remembered that, in the early of August, the 
leak in II. was very great, and it seems probable that the ste 


taken to discover the cause of the leak have produced a change 
capacity. The experiments on II. then serve merely to show 
that the capacity can be found by the rotating commutator method 
to a high d of acc , while those on I. prove that an air 
condenser, of ‘02 microfarad capacity, has been constructed, which 
has retained its capacity, unaltered, for the eight months between 
January, 1889, and August, 1890. 

The effect of the leak in condenser II., was still further investi- 
gated on August 28th. The plates of II. were connected by a 
resistance of 30 megohms. Hence the correction to c, which is 


a = becomes — ‘000520 x 10-15, when n = 64. 


. The value of c found with the leak in was ‘023813 x 10-15, 
Hence, making the correction, c = ‘02249 microfarads, which is 
sufficiently close to the value found without the artificial leak. 
Table III. shows that with miva condensers not very much 
ter in separate capacity than the air condensers, a change in the 
Remi of the charge from 21 to 80, produces an appreciable 
change in the ca i 
absorption. With large condensers, as we have already seen, the 
effect is more marked. 


It remains then to give an account of the experiments under- 


taken for the p of comparing mica or paraffin condensers, 
as ordinarily with the air condensers, and of investigating 
some of the effects of absorption. - 


The two well-known methods of De Sauty and Sir William 
Thomson have both been employed. 
_The arrangements are shown in figs. 5 and 6. 


B; A; 
Ri 

R, Co 

B, Ae 
K 
Fig. 5. | 
The first of these is not r suitable for use in cases in which | 
there is absorption, though with care a fairly accurate measure of 


the instantaneous capacity can be found. The resistances, B,, Eo, 
can always be arranged so that the effect of the charge rushing 
into the air condenser shows itself, as a sharp kick of the spot of 
pe Ps the left, say—followed by a-slower deflection in the 
other direction due to the absorption charge soaking into the mica 
or paraffin. The resistance for which this sharp kick’ practically 
. disappears is fairly definite, and from it the instantaneous ca acity 

can be found, while an observation of the resulting kick ins to 
the absorption enables us to calculate the increase of capacity 
which arises from that cause. This can be done in various ways ; 
the simplest, perhaps, is to disconnect the condensers from the 
circuit, and replacing the mica condenser by a variable condenser 
of small capacity, observe the kick this produces in the galvano- 
meter when charged with the same battery. From this the 
capacity to which the absorption is equivalent can be approxi- 
mately calculated. 

Thus a condenser of about ‘1 microfarad was compared with 


less than that of I 


pacity ; this, of course, is in consequence of the 


Dr. Muirhead’s three condensers combined, Taking c., 2, to refer 
to the air condenser,wehad = 
R, =, 898650 ohms. — 


- and with &, = 89300 there was a slight tremor to the left and a 
movement of three divisions to the right; on 


1 changing 2, by 100 
ohms the change in the motion of the spot was marked. 
This gives for the instantaneous capacity o, = ‘09550, the value 
found by the commutator at frequency 64 was ‘09543 microfarads. 

To evaluate the 5 divisions the air condenser was disconnected 
and the mica ‘condenser replaced by one of ape “001 micro-. 
farads ; the kick observed was 4°8 divisions, while with 002 micro- 
farads it was 9 divisions, thus a kick of 5 divisions corresponds to 


about ‘0011 microfarad capacity. Hence the capacity of the mica 
condenser, including the full effect of absorption, is ‘0966 micro- 


farads. 
- The second method, about to be described, in which the absorp- 
tion effect is included, gave ‘0965 microfarads. | DR 


Fig. 6. 


ttery flows ugh a large resistance, R, + Re, B, P B; (fig. 6). 
One plate of each condenser is in contact with B, and 3B, respec- 
tively, let v,, v, be the potentials at these points. The other 
plates, A,, Ag, are insulated and connected together and to.the 
galvanometer &, the other pole of the galvanometer can be con- 
nected to Pp, through the insulated key k,. The galvanometér can 
be replaced by an electrometer. Let Rr, be the resistance, P, B, B, 
the resistance, P B,. Suppose the pe P, be put to earth, the 
rest of the circuit being insulated. Then if c;, c,, be the capacities 
it is easy to see that there will be no current through the galvano- 
meter on making the key K,,ifc, = 
Now in the case of a mica or paraffin condenser the capacity is 
a function of the immediate past history of the condenser and : 
different values will be found for the 8, R., according to the time 
the charging has lasted. Dr. Muirhead, however, who uses the 


method largely has shown how to obtain the instantaneous | 
capacity from the observations. His method is described in the 


st extract from a letter to myself.* In the method as 
~— , one pole of the battery is to earth instead of the point 

Dr. FMuirhead writes :—“ I have ‘05 microfarad nearly in air 
condensers, and a series of mica condensers of ‘1, ‘2, ‘3, °331 
(original 1/3) and ‘498 (original ‘5) mf. capacity, all enclosed ina 


_ double air-tight box to keep the temperature as umform as 


possible. The capacity of these standards is determined periodi- 
cally by both the rete fr fork method (using a revolving com- 


| 


Fig. a. 


mutator instead of the tuning fork), and by the ballistic galvano- , 
meter method. One can make comparison of these condensers 
among themselves and with other condensers by the method I 
adopt to an accuracy of 4 in 10,000. The temperature. coefficient 
of shellacced mica condensers is about ‘018 per degree centigrade 


and of paraffined mica ‘034 per cent. | 
Let 8, be the capacity of the air condensers : : 
»  »» condenser to be compared: with air 


* See also Electrician, September 5th, 1890. : 
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After making battery contact, supposing the charging of the 


-gondensers to be instantaneous and the absorption nil, then w 


have 
= (Vv — 

where v is the potential of the junction of the two condensers. 

Should there be any delay in obtaining the balance, the position 

of von the slides will vary—say to v,—then the charges on the 


two condensers will be 


“Uy By and (v v;) [CA + ©). 


respectively where o is the apparent increase of capacity of s, due 


to absorption or soaking in of charge. On disconnecting the 
armature of 8, from the slides and putting it to o, or earth, 


Fie. b. 


the potential falls from v to o, and immediately afterwards the 
potential of the junction of the two condensers becomes, say, v2, 
so that 

+ 8; — V) = (8; + 8) ve 


. Hence | (8; + 8) — V 8 = (8, + 


or — Uo 


v and v, are known, and v, is indicated at once on an electro- 
meter, or when a galvanometer is used it can be measured quickly 


. thus :—As soon as v, has been observed, break the galvanometer 


contact and move the index of the slides down to o, then directly 
after bringing the armature of s, from the full potential of the 
slides to zero, close the galvanometer circuit and observe the 


- throw, a, which is a measure of v,, the potential of the junction 


of the two condensers.” | 

In my own experiments, which were made after consultation 
with Dr. Muirhead, I adopted a method practically the same as 
his ; but before describing it, it will be better to consider rather 
more the effects of absorption. Let us suppose, at first, that the 
leakage from either condenser is inappreciable. If there be no 
absorption, each condenser is charged to its full potential practi- 
cally instantaneously, and it does not matter when or in what 
order the keys, K, K2, are put down, the position of P on the slide 
is not affected. 3 | 

Suppose, now, that c, shows absorption, the capacity increases 
with the time of regs ie à We can get the instantaneous capacity 
by depressing, first, the key x, and then K,, but in this case we 
are troubled with the effect of the slow after charging as in the 
other method. - Still the resistance, for which the kick due to the 
initial charging disappears, is, with the condensers I employed, 
fairly marked, and a value for the instantaneous capacity can be 
thus fairly accurately obtained. — 

If, now, K, be made for 1 second and then x, depressed, a dif- 
ferent position will be found for Pp. With this interval of charge 
the apparent capacity differs appreciably from its instantaneous 
value, and the after effects of the absorption can still be observed. 


_ The same is true for intervals.of 2, 3.or 4 seconds, the value ob- 


tained for the capacity increases, and the after effect is still 
noticeable ; but with the condensers and battery [ used, if the time 
of charging was prolonged to 5 seconds, the after effect was inap- 
preciable, and the position of P on the slide, and hence the 
apparent value of the capacity, were hardly affected by further in- 
creasing the time of charge. In the experiments on a cable recorded 


in Dr. Muirhead’s paper already referred to, the absorption 


effects continue much longer. In the observations recorded below, 
then, unless the contrary is stated, the key, k:, was held down for 
5 seconds, and then, x, Rs depressed, the position of P deter- 
mined, for which the galvanometer remained unaffected. The 
value of the capacity deduced, then, is the full capacity for the 
potential to which the condenser is nr ge It is of course pos- 
sible, though further experiments would, be wanted to prove it, 
that the full effect of absorption is not merely to increase by a 
definite amount, independent of the potential, the apparent in- 
stantaneous capacity, but that the increase maÿ depend on the 
tential to which in each case the condenser is being, charged. 
It will of course depend on the purposes for which the condenser 
is to be used whether the instantaneous capacity or the. full 
capacity is required, and it probably will be best, when issuing 
certificates, tu state both the instantaneous capacity and the 
maximum increase due to absorption—mentioning at the same 
time the potential used in the iments for determining this 
correction, and also the time of charging’ in which this maximum 
increase is practically attained. — ae | 


The method I employed in determining the correction due to 
absorption was the following :—Suppose the plates, a, A>, to be at 
potential zero and uncharged. e the battery key, K:, and 
after keeping it made for some little time break it ‘ge 
there be no absorption a, and A, will still be at zero potential and 
uncharged ; but let there be absorption in one of the two, A;, 
and let B, be the positive pole of the battery ; then, while the ba 
is on, negative electricity is being absorbed by the dielectric near 
A1, and positive electricity is left free over the plates, A, 4, and 
the wires connecting them. When the battery is broken the 
negative electricity begins to soak out, but the process takes 
time. Hence, if immediately on breaking the battery key, x,, the 
galvanometer key, K,, is made for an instant, there is a throw of 
the galvanometer needle indicating the passage to the earth of the 
positive set free by the absorption. If, after @ time, the gal- 
vanometer key be again depressed, there is an equal throw in the 
opposite direction caused by the passage of the negative which 
has again soaked out of the condenser. The required correction 
is obtained from either of these throws. , | 

For, let i be the current between B, and 8, ; let c, be the instan- 
taneous capacity of the one condenser and c, of the other ; .and let 
Q be the quantity of electricity absorbed. Then the quantity of 
negative electricity on the plate, a;, is c, R à + Q, and the 
quantity of positive prem Ose the plate, Ag, is Co Roi, if we 
assume the potential of these plates to be still zero. 

Therefore, 

t + Q = 

Ca. Co Ri 


Then neglecting the battery resistance 


E 
© 
R + Re 
If g be the E.M.F. of the battery. 


Now, we have seen that with the galvanometer as I used it, if 
g is the throw produced by the passage of a quantity 9, then 
Q = 10 . ’ 

The battery consisted of 36 small storage cells, which, when 
fully charged, had an E.M.F. of about 75 volts, so that _ ; 


75 x 10°. 
Also, C, = ‘021 microfarads 
= 21 x 
Hence, with these numbers, 
Or, writing it as a correction to c;, 


Examples of the method of applying this correction will be 
given shortly. 

It will be noticed that a leak in one of the condensers may be 
corrected for in the same way. For, suppose the mica condenser 
to leak, then a quantity of q' of positive electricity es through 
to the plate, a,, while the battery current is on, and the condition 
that the galvanometer should not be deflected is, 


Co Rg — C, 


‘the same onan as previously. 


There will, however, be this difference: on depressing the key, 
K, after breaking the battery circuit, a positive c will in both 
cases pass from a to B through the galvanometer ; if this charge 
be due to absorption, there will, when the key is again depressed 
after an interval, be a current through the galvanométer in the 
opposite direction ; while if the first charge. be due entirely to a 
leak, there will be no effect when the key is the second time 
depressed. In practice, the leak and the absorption may exist 
together either in the same or different condensers. In the 
second case the leak will tend to produce opposite effects to those 
caused by the absorption; the quantity, Q’, however, increases 
nearly in the ratio of the time of peus 3 while Q increases for 
the first few seconds, but soon reaches a maximum and then 
remains constant. 

These considerations are illustrated by some experiments in 
which the condensers I. and II. were compared with various 


mica condensers. The battery key was in each case made for 30 


seconds ; it was then broken, and the galvanometer key was made 
for an instant, the resulting throw was the sum of those. due to (1) 
the leak in the mica condenser OO say ; (2) the absorption in that 
condenser (a) say; and (3) the leak in the air condenser, which 
produces an effect in the opposite direction — À', say. : 
After about 30 seconds more the key was again d , the 
resulting throw is due to the absorbed electricity which has again 


leaked out, and will give us — a. 


The following table gives the results; each observation entered 
is the mean of three or four. 
| 
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Condenser | 
tandard pa I II 
05 À +a — À! | 2:3 _ 73 
‘5 | À! | | 33 = 


If we take the comparisons with condenser I. first, it appears 
that throughout À — À! is small. For the ‘05 and ‘1 microfarad it 
may be about — ‘5 divisions, while a is about 3 divisions; for 
the °5 microfarad, a is rather larger being about 3°3 and À — À! is 
zero, While for the 1 microfarad a the absorption effect is dis- 
= tinctly larger, being 5 divisions, and À — À! is about — 1. All 

this is of course quite consistent with the fact that condenser I. 
and the mica condensers insulate well while there is absorption 
by the mica. 

When, however, we come tothe condenser II. the results are 
quite different. While the absorption effects are comparable, as of 
course they ought to be, with those obtained in the comparison 
with I. the leakage effects are very large. . 

The values of X-= À! in order are as follows, —9, —12, —10°5, 


—6:5, —8. Now we know that thé micà condenser shows very _ 


little leak effect, the above leaks are therefore almost entirely in 
the air condenser II. If we suppose the total leak to be propor- 
tional to the time, then for the 5 second charges used in the 
experiments the corresponding values of y in the corrections to be 
introduced for leakage will be 1/6 of the above, and thus we get 
the following results :— | 


Correction to 
Condensers. : Value of x. capacity in micro- 
farads ior the leak. 
05 1°5 ‘00007 
3 2 ‘00016 
‘5 1 ‘0003 
1:0 1 | 0007 


It is clear that the corrections are in all cases small, being not 
much over 1 in 1,000, but they serve to illustrate the method. 
. The above corrections are only those for the leak, the correction 
for absorption could be found in the same way. 

With a view to testing the method in a case in which a leak only 
_existed i as absorption, a number of comparisons of I. and II. 
were made. 


In these experiments the resistance with I. was 296,240 The 


resistances with II. and the deflections due to the leak obtained 
by breaking the battéry and then making the galvanometer, are 


given below together with the ratio of the two capacities corrected © 
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for the leak. 
_ Interval between 5 | | 
| Resistance. Bi | Correction. 
contacts. | divisions. R;) | (A 
| 
à 275,980 .| 0 |1‘0784 | O | 1-0734 
5” 275,180. 2°5 1:0765 | —'0032  1'0733 
30” 271,380 14°5 10916 | —‘0184 | 1°0732 
60” 267,180 __22:5 | 11088 | —"0286  1:0802 
5" 91,870 | 5 | 43223 | ‘0168 43391 
30” 92,670 | 22 42617 | “0743 | 4:3360 
|: 94,170 _42 | 41988 ‘1415 43353 


The last three lines of the table give the results of a series of 
comparisons between II., which had a leak, and a condenser of 
‘1 microfarad, which showed absorption. The resistance with II. 
was 394,930 ohms. | 7 

In the first four lines the corrections are negative for the 
capacity of the leaky ‘conderiser is being found in terms of the 
- standard. In the next three lines they are positive, for the ratio 
of the mica condenser to the leaky standard II., is being found. 

A comparison of the fourth and sixth columns shows the results 


- - of the correction. In the fourth line it is clear that the correction 


_is not large enough. This probably arises from the difficulty of 

- making contact with the galvanometer circuit sufficiently soon 
after the battery is broken to ensure that the whole of the charge 

accumulated by the leak should pass through the galvanometer. 


The leak correction was also tested: with similar results by 
putting an artificial leak in I. 


We will now give some specimens of the observations made to 
compare I. with a mica condenser in order to show the accuracy 


attained. ‘Condenser I. compared with ‘1 microfarad; resistance 


with I., 493,560 ohms; resistance with ‘1 microfarad, 105,800 + a 


variable resistance given below. 


In the table in which the effect of the galvanometer is shown 
by the letters pr, L, in the last column, R means there was a deflec. 


_ tion to the right, L to the left. . 
| | 
galvanometer Variable resistance ‘Effect on 
and to be added above. galvanometer. 
battery contact. 
700 : R 
5” 400 L | 
500 very small zr 
400 L 
2" 700 R 
600 L | 
1200 
1300 Tremor z,then | 
0” hy swing to R 
1400 R ! 
| 


Thus in this case the effect of an alteration of 190 in the resist” 
ance, 1.e., Toes of the whole, is very marked, and we may take the 
va 


following values for R :— 
5’ interval ... 105,800 + 500 
105,800 + 650 
+ | 105,800 + 1300 


Other series of observations showed that the resistance for 
10 seconds interval was the same as for 5 seconds ; if the interval 
was prolonged to 30 seconds a very small increase in capacity was 
noticeable. Thus the effect of absorption is to increase the 


- capacity of the ‘1 microfarad by about 8 in 1,000, or ‘008 of the 


whole, of this ‘0065 shows itself in the first 2 seconds of charging 
and ‘0015 afterwards, the increase after 5 seconds, if any, being 
extremely small. | | 

. When comparing I. with ‘5 microfarad the resistances used were 
592,290 and 24,910 respectively. In this case an alteration in the 
latter resistance of 10 ohins, or 5,45, was easily seen. The follow- 
ing are the results :— “4 | 


Interval. | Resistance. 
| | 
| | 
10” 24,900 
24,900 
24,930 
0” | 25,060 


Showing again that the absorption effect disappears after 
5 seconds, and that the effect of absorption in 2 seconds is about 
‘0052, and in 5 seconds about ‘0064 of the whole capacity. 

When comparing with 1 microfarad, the resistances were 592,290 
and 12,580, the last number being accurate’ to about 5 ohms, or 
about the same proportion as before. 

The results of the various observations are given-in the follow- 
ing table, the observations made with II. have been corrected for 
the leak as already explained. 


TABLE giving the capacities of certain mica condensers as compared | 


with the air condensers. | 


: | Value found by 
Date. | Value from I. Value from IL co tator 
| at frequency 6t. 
Aug. 19 04934 04938 *04867 
23 ‘04934 04936 
June 17 ‘09772 09780 09638 
Aug. 14 09751 
18 ‘09773 09786 | 
21 ‘09773 09781 | 
Aug.18(m)...| “5005 5008 
*5007 5009 
21 *5006 ‘6010 
Aug. 18 ‘9910 ‘9912 
21 ‘9913 ‘9912 


It will be noticed that, for either condenser I. or II., the results 
are in very close accordance ; with the exception of one observa- 


- tion, on August 14th, the differences are barely as great as 1 in 


| 
| 
| 
| 
| 
| 
| 
| 
| | 
| 
| | 
| | 
| 
| 
| 
| 
| 
| 
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5,000, and the method is clearly capable of giving the value of a 
mica condenser in terms of the air condenser. to this accuracy. 
The reason for the low result on Augnst 14th, is to be found in 
the fact that, on that day, the leak in I. was considerable, being, 
as we have seen, over 1 per cent. per minute. Full observations 
for the correction were not taken; it would, however, amount to 
about ‘0002, judged by the correction required to observations on 
II., when leaking at a similar rate. | 
The results from II. are equally consistent among themselves, 
but all slightly greater than those from I. This would indicate 
that the correction applied for the leak in II. is rather too large. 
The capacities given in the table are those found witb a five 
seconds interval, by which time, as we have seen, the absorption 


_ on the mica condensers used is practically complete. We have 


already discussed the method of determining the instantaneous 
capacity, and a table of the corresponding values could easily be 
ven. | 
"he our present purpose it is hardly necessary to do this and 
indeed for many purposes for which condensers are employed, a 
knowledge of the full capacity is more useful than one of the 
instantaneous one. In the last column the values of the 
capacities found by the commutator method are given the 
differences in both cases amount to about 1‘3 per cent. of the 


ty. 2 
During the forthcoming year condenser IL. will be again set up 


and tested and the permanent arrangements for rapidly com- 
paring condensers and for issuing certificates will, I hope, be 


completed. | 
. The discussion on this paper and the whole of the series will be 


- given next week. | 


LONDON COUNTY COUNCIL. 


Tux Autumn Session was commenced on Tuesday last, Sir Joun 
Lussock in the chair. 


The report of the Highways Committee stated the council, on 
the 29th July last, authorised the committee to deal, during the 
vacation, with any matter within the scope of their reference, 
which might require immediate action on behalf of the council. 
Acting under this authority, they have considered the undermen- 


- tioned notices under the Electric Lighting Orders and Acts, and 


have, subject to the conditions stated below in each case, sanc- 


- tioned, on behalf of the council, the works referred to therein. 


Notice, dated 25th July, 1890, from the Notting Hill Electric 
Lighting Company, of intention to lay mains on the west side of 
Aubrey Road, from Notting Hill Square to Aubrey House, was 


agreed to on condition that the company shall give three days’ 


notice to the council’s engineer before commencing the works. 
Notice, dated 31st Ju y, 1890, from the same company, of inten- 
tion to lay mains in Victoria Gardens, Ladbroke Road, Horbury 
Crescent, and Kensington Park Road, in substitution for the 
works in those thoroughfares sanctioned by the council on 24th 


_ June last, on condition that the company shall give three days’ 


notice to the council’s engineer before commencing the work ; that 
the cover stones of the culverts under 20 inches wide shall not be 
less than 2 inches thick, and of the wider culverts not less than 
23 inches; and that where the culverts cross the carriage way, 
there shall be at least 9 inches thickness of Portland cement con- 
crete above the cover stones of the culvert, in addition to the road 
material. 

Notice, dated 31st July, 1890, from the Westminster Electric 


: Supply Corporation, of intention to lay mains in Eaton Square, 


Eaton Place, Chester Square, and Ebury Street. This notice is 
for an alteration of the route of the mains sanctioned by the 
council on 6th May last, the alteration being made to meet the 


_ wishes of the inhabitants of the locality. The company shall give 


three days’ notice to the council’s engineer before commencing 
the work: the mains shall be laid under the footways wherever 
it is found practicable to do so; and that the covers of the boxes 


- to be used shall consist of iron frames, filled in with material to 


suit the paving. 

Notice, dated 1st August, 1890, from the London Electric 
Supply Corporation, of intention to lay distributing mains in 
Great George Street, Princes Street and Victoria Street. That 


the company do give two days’ notice to the council’s engineer 


before commencing the work; that the mains shall be laid under 
the footway whenever it is found practicable to do so, and be kept 
at least 9 inches beneath the under side of the paving; and that 
where it is found necessary to lay the mains under the carriage- 
way, they shall be kept at least 9 inches below the concrete or the 
road material, as the case may be. 

Notice, dated 31st J uly, 1890, from the St. James and Pall Mall 


Electric Light Company, under its order of 1890, of intention to — 


ay mains in Burlington Gardens, Sackville Street, Swallow 
Street, Bury Street, St. James’s Place, and part of Shaftesbury 
Avenue. On condition that a proper plan of the proposed works 
be supplied by the com pany before any of them are commenced ; 
that the company do give two days’ notice to the council’s 
engineer before commencing the work in any street; that the 
mains in Shaftesbury Avenue be laid in the subway of that 
thoroughfare ; that the positions to be occupied by the mains in 


‘the subway be subject to the approval of the engineer of the 


council, and that the work of placing them there be carried out to 
his satisfaction. 

The committee also directed the clerk to give a formal notice to 
the company requiring it to lay the mains for Shaftesbury Avenue 
in the subway of that thoroughfare. 
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‘ An application was also considered of the Westminster Electric 
Supply Corporation for sanction to the laying of a 9-inch wrought : 
iron pipe (to be used asa water main) from Victoria Station to the 
company’s premises in Eccleston Place, along Wilton Road, Buck- 


‘ingham Palace Road, Eccleston Street and Eccleston Place, as 


shown upon a plan submitted by the company, in addition to the 
electric mains in those thoroughfares sanctioned by the council 
on lsat April last. The laying of the pipe referred to was sanctioned 
on condition that it shall be laid at the same time as the mains 
already sanctioned for those thoroughfares. | 

The committee had to report that the electric testing station 
at Nos. 42 and 43, Cranbourne Street is approaching com- 
pletion, aud that they have arranged for Messrs. Hampton 
and Sons to supply the necessary ‘furniture, fittings, blinds, 
&c., for the station, in accordance with an estimate submitted 
by that firm, for the sum of £169 93. 9d. This expenditure 


was included in the estimate of £2,100 for apparatus and other 


necessary incidental expenses approved by the council on 3rd 


- December last. 


It was reported that Mr. J. Somers, who.on 18th. February last 
was appointed, at a salary of £2 a week to act as caretaker at the 
testing station, and to assist the inspector, has resigned his ap- 
pointment. The committee have appointed a person, temporarily, 
to take charge of the premises until the end of the year; and will 
in due course submit to the council the name of a person for ap- 
pointment as successor to Mr. Somers. : | 

The council, on the 22ad of April last, authorised the continued 
employment in the engineer’s department, until the first meeting 
after the recess, of a person, at a salary of £3 33. a week, who has 
been since 25th February last assisting with the work connected | 


- with the business of which the committee has charge. The time 


referred to has now elapsed; but the engineer reports that the 
assistance is still necessary, in consequence of the large extent of 
the works being carried out in the public thoroughfares by the 


electric lighting companies, and of the extra work devolving upon 


the department in connection with the establishment of the elec- 
tric testing station. The engineer also states that in order to cope 


with the work arising out of applications of tramway companies 


for sanction to the use of mechanical power, and also for the pur- 
pose of obtaining information and preparing a reliable plan of the 


- existing tramways io London, in connection with the report on 
_ the subject prepared by the vice-chairman of the committee, he 


requires the assistarice of a competent surveyor for a period of 
three months. They recommended “ That the services of the 


- temporary assistant now employed at a salary of £3 33. a week in 
’. the engineer’s department, be retained for a further period of 


three months, and that a competent surveyor be employed for the 
same period, at'a salary not exceeding £4 4s. a week.” — 

The committee have considered a notice, dated 18th August, 
1890, from the Metropolitan Electric Supply Company, of 
intention to lay mains in Queen’s Road and Gardens, Picker- 
ing Place and Terrace, Bishop’s Road, Inverness Road, Place, 
and Terrace, Porchester Gardens, Terrace, and Place, Lower 
Porchester Street, Queensborough Terrace, James Street 
West, Gloucester Gardens, Square, Place, and ‘Terrace, Leinster 
Street, Terrace, and Gardens, Craven Road, Hill, and: Terrace, 
Craven Hill Gardens, Cleveland Square and Gardens, Westbourne 


‘ Terrace, Crescent, and Street, Uxbridge Road, Upper Hyde Park 


Gardens and Street, Kensington Gardens Terrace, Sussex Ter- 
race, Square, Place, and Gardens, Eastbourne Terrace, Spring 


' Street, London Street, Stanley Street, Talbot Square and Street, 


Grand Junction Road, Cambridge Terrace, Street and Square, 
Norfolk Square and Crescent, Oxford Square and Terrace, Radnor 
Place, Somer’s- Place, Southwick Crescent, Street, aud Place, 
Upper Southwick Street, Hyde Park Street, Square, and Gardens, 


- Albion Street, Connaught Square, Portsea Place, Edgware Road, 


Albion Place, Upper Berkeley Place, Upper Seymour Street 
West, Stanhope Street and Place, Lancaster Gate, Street, and 
Terrace, Star Street, Charles Street, Charles Street West, 
Bathurst Street, Chester Place, Clarendon Place, Clifton Place, 
Devonshire Terrace, and Devonport Street (2 plans). This notice 


is in respect of an extensive area, but the proposed works are of 


the same description as those of the same company which have been 


_ sanctioned by the council on previous notices; and recommend : 


“ That the sanction of the council be given to the works referred 
to in the notice (Registered No. 103) of thé Metropolitan Electric 
Supply Company, dated 18th August, 1890, upon condition that 
the company give two days’ notice to the couneil’s engineer 
before commencing the works in any of the thoroughfares specified 


‘in the notice; that the mains be enclosed in 5-inch iron pipe, and 


be laid under the footways wherever it is found practicable to do 
so; that the covers of the boxes to be used shall consist of iron 
frames filled in with material to suit the paving ; and that the 
works generally shall be of the description approved by the 


_ council on Ist October, 1889.” 


The following ntices from the Notting Hill Electric Lighting 
Company were considered :— 
August 20th, 1890, of intention to lay mains in Campden Hill 


Road; and to reduce the size of the culvert for the main in 


Campden Hill Gardens, already sanctioned by the council 

( 23rd August, 1890, of intention to lay mains in Linden Gardens 
1 plan). 

5th September, 1890, of intention to lay pipes crossing High 


street, Notting Hill, Pembridge Gardens, Linden Grove and Daw- 


son Place (1 plan). | 
22nd September, 1890, of intention to lay mains across Holland 


Park and Aubrey Road (1 plan). 
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24th tember, 1890, of intention to lay a main on the east side be executed to the satisfaction of the council’s engineer. The 


of Pembridge Gardens (1 plan). : 

The proposed reduction in the size of the culvert in Campden 
Hill Gardens will be an advantage, inasmuch as the culvert will 
take up less space in the street ; and the other works referred to 
in the notices are of the same character as those previously 
sanctioned by the council. The committee recommend: ‘‘ That 
the sanction of the council be given to the works referred to in the 
notices (Registered Nos. 104, 105, 106, 107 and 108), dated 20th 
and 23rd August, and 5th, 220d, and 24th September, 1890, respec- 
tively, of the Notting Hill Electric Qi Company, upon con- 
dition that the company do give two days’ notice to the council’s 
engineer before commencing the work in any of the thoroughfares 
specified in the notices; that the cover stones of the culverts 
under 20 inches wide shall be not less than 2 inches thick, and of 
the wider culverts not less than 21 inches ; and that where the 
culverts cross the carriage-way, there shall be at least 9 inches 
thickness of Portland cement concrete above the cover-stones of 
the culvert, in addition to the road material.” 

The London Electric Supply Corporation has given a notice, 
dated 2nd September, 1890, of intention to lay trunk mains from 
Victoria Station (District Railway) across Buckingham Palace 


Road, and cp | Grosvenor Gardens to Ebury Street. The com- | 


y bas submitted a plan, which, in the opinion of the committee, 
is satisfactory, showing the manner in which the mains are to be 
protected from external injury ; and there appears to be no objec- 


_ tion to the proposed works, provided that the distributing mains 
. for this route, for which notice has been given by the company 


(Registered No. 111), be laid, if possible, at the same time as the 
trunk mains. It was therefore recommended : ‘ That the sanction 
of the council be given to the works referred to in the notice, 
dated 2nd September, 1890, of the London Electric vig ml Corpo- 
ration, upon condition that the company do give two days’ notice 
to the council’s engineer before commencing the works ; that the 
mains be laid under the footways, and be kept two feet below the 
underside of the paving, wherever it is found practicable to do so ; 
and that, if possible, the distributing mains for these thorough- 
fares be laid at the same time as the trunk mains.” 


The same company has also given the two notices under- 


2nd September, 1890, of intention to lay distributing mains in 
1, James Street, Little James Street, 


Buckingham Row, York Street, and Queen Aune’s Gate. 


3rd September, 1890, of intention to lay distributing, mains. in 
Knightsbridge Road, Wilton Place, Crescent and Road, Belgrave 
Square and Road, Upper and Lower Belgrave Streets, Hobart 


Place, Arabella Row, Grosvenor Place, Crescent and Gardens, 


Eaton Square and Place, Chesham Place, Lyall Street, Elizabeth 
Street, Chester Square, Eccleston Square and Street, Upper 


. Eccleston Street, Ebury Street, Buckingham Palace Road, Eaton 


Lane North, St. George’s Square and Warwick Square, _ 

The committee, seeing no objection to the proposed works, re- 
commend: ‘ That the sanction of the council be given to the 
works referred to in the notices respectively, upon condition that 
the company do give two days’ notice to the council’s engineer 
before commencing the works in any of the thoroughfares specified 
in the notices ; that the mains be laid under the footways, and be 
kept 9 inches below the underside of the pavement wherever it is 
found practicable to do so; and that were the mains cross carriage 
ways, they be kept at the same depth below the concrete or the 
road material, as the case may be.” | 

The following: notices of the Kensington and Knightsbridge 
Electric Lighting Company have also been considered : 

3rd September, 1890, of intended extension in Montpelier 
Square, Rutland Gate, Cornwall Gardens, and Victoria Road 
(4 plans). 

September 17th, 1890, of intended extensions in Young Street, 
and Exhibition Road (2 plans). | 

September 20th, 1890, of proposed extension in Queen’s Gate 
Terrace (1 plan). | | | 

23rd September, of proposed extension in Cromwell Place 


plan). | 
The works referred to in these notices are of the usual character, 
and it is recommended that the sanction of the council be given 


- to the works referred to in the notices. à 


Notice dated September 4tb, 1890, from the Chelsea Elec- 
tricity Supply Company of intention to lay distributing 
mains in Bute Street, Sumner Place, Fulham Road, Alex- 
ander Square, Old Brompton Road, Onsiow Square and 
Crescent, Pelham Street, Place, and Crescent, Thurloe Square, 
Alfred Place, East, South Street, Harrington Road, and road over 
Metropolitan Railway between Pelham Street and l'hurloe Square 
(1 plan). The company states that.the works will be carried out 
in the same manner as those previously approved by the council, 
but that it is not yet able to fix definitely the positions in which 
the various boxes are to be placed, received the sanction of the 
council on condition that a plan showing the positions to be occu- 
pied by the boxes, when decided upon, shall be submitted to the 
committee, and that the company do give two days’ notice to the 
council’s engineer before the works are commenced in any of the 
thoroughfares referred to in the notice. 

The Westminster Electric Supply Corporation has given a 
notice, dated September 22nd, 1890, of intention to lay mains in 
Artillery Row, Old Rochester Row, Rochester Row, Great Peter 
Street, Vincent Square, and Churton Street. ‘These works are 
such as have been approved by the council on former notices; but 
some of them will be-in close proximity to the King’s Scholar’s 
Pond sewer, and the committee are of opinion that these should 


. the council’s engineer.” 


committee recommend : “ That the sanction of the council be given 
to the works referred to in the notice on condition that the com- 
pany do give two days’ notice to the council’s engineer before com- 
mening the work; that the mains be laid under the footways 
wherever it is found practicable to do so; that the covers of the 
boxes to be used shall consist of iron frames, filled in with material 
to suit the paving; and that the works in the vicinity of the 
King’s Scholar’s Pond sewer be carried out to the satisfaction of 


The committee have considered a notice, dated August 27th, . 
1890, from Mr. H. Chadwick, on behalf of the Electricity Supply — 
Corporation and Messrs. Gatti, of their intention to lay an electric 
cable along the Strand and Bedford Street. They were informed 
that the company has acquired, or is about to acquire, the right 
of lighting under the St. Martin’s provisional order, 1889, and also 
the existing works of Messrs. Gatti, but that it is not clear that 
the necessary consents to such acquisition had yet been given. 


- The committee have directed that further information be asked 


Corporation and Messrs. Gatti.” 3 


for ; and pending the receipt of this, and having regard to the 
uncertainty as to the powers of the company, recommend: ‘ That 
the council do give formal notice of disapproval of the works re- 
ferred to in the notice (Registered No. 118), dated August 27th, 
1890, of Mr. H. Chadwick, on behalf of the Electricity Supply 
The committee have, in accordance with the reference made to 
them by the council on 8th of July last, considered the following pro- 
position by Mr. Leon: That inasmuch as many railway and other 
companies purpose making subways under “ streets” in the Coun 


_ of London without paying compensation for such right of user, an 


whereas they will appropriate that property in the “ streets” which’ 
is vested in the local authorities, and which may be required for 
the purpose of doing those things which nan À gr one in or 
uader the streets (such as subways and other works), the council 


resolves to recommend the local authorities not to consent to such 


user of the streets without compensation, and to petition Parlia- 
ment against such Bills. That the Parliamentary Committee be in- 
structed on all petitions of the councilagainst Subway gg à Bills, 
to maintain the principle of compensation for such user, and assist 


as far as practicable any petitions presented by local authorities for 


' that purpose. While agreeing with the principle of Mr. Leon’s 
_ proposition, they were of opinion that it would be inexpedient for the _ 


council to pass any abstract resolution binding it to petition in a 


_ particular form in all cases, while the circumstances may be of 


infinite variety. When application is made to Parliament for com- 


_ pulsory powers to deal with the streets, the consent of the local 


authorities is not requisite if Parliament sees fit to grant the 
powers sought, but such bodies may, of course, oppose the granting 


. of such powers. It was finally decided: “ That it be an instruc- 


tion to the Parliamentary Committee that, with reference to any 


_ railway or subway Bill for compulsory powers to carry out works 


under streets in the County of London, the committee do consider 
whether a petition should be presented against such Bill with a 
view to secure the insertion of proper provisions for payment of 
compensation to the public bodies in which such streets are vested, 
in respect of the beneficial user of the subsoil of such streets by 
the railway or other company or persons so using the same.” 


REVIEWS. 


- Screw Threads and Methods of producing them 3 with 


numerous Tables and complete directions for using 
Screw-Cutting Lathes. By PAUL HASLUCK. Third 
edition, rewritten and enlarged. London: Crosby, 
Lockwood & Son. 


We are not surprised at the success which has 


- attended this pocket-book, as it is extremely complete 


and concise. The work consists of seven chapters, 


_ dealing respectively with ‘ Introductory Observations 


&c. 


and Definitions,” ‘ Various Standard Screw Threads,” 
‘ Plates, Die Stocks and Dies,” ‘ Screw-Cutting or Self- 
Acting Lathe,” Complex Rates and Hand Chasing,” 
‘Taps and Tap Making,” “Tables of Screw Threads,” 
The importance of the subject of screw threads 
does not require enforcing, as it is almost self-evident ; 
but how to practically deal with the question requires 
to be plainly set forth, as there are numerous points 


' which have to be considered in order that the threads 


may bé properly and easily formed. Examine under 
a magnifying glass the threads of screws cut by in- 
differently formed taps and dies, and the sight is not 
an attractive one, yet it is by no means difficult to so 
shape the taps and dies that the threads they.cut are a 
pleasure to see. Anyone who carefully. studies Mr. 
Hasluck’s book shall have no difficulty in executing 
good work. As regards hardening and tempering, for 
example, we have the following precise instructions :— 


“Get plenty of water, such as a bucketful, add a hand- 
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ful of salt, and heat the taps one at a time in a clear 


fire till they are well red hot, but don’t allow any of — 


them to get hot enough to blister. When at the right 
heat stir round the water so as to make a small 
whirlpool in the bucket ; take the tap and plunga it per- 
pendicularly, threaded end first, quickly but steadily, 
into the centre of the whirlpool. If this is done care- 
fully there will be little fear of the taps going out of 


shape, if they have been thoroughly annealed at least 


twice,” &c. . 


. Journal of the Institution of Electrical Engineers. 


: No. 89, Vol. XIX. London: E. & F. N. Spon, 125, 
: The general contents of this number are as follows :— 
“On some chief features of the Edinburgh Exhibition, 
and mainly of the Electrical Section,” by Prof. R. M. 
Walmsley ; “ Observations on Currents originating in 


ordinary Aerial Telegraph Conductors,” by A. R. 


Bennett; “The Working Efficiency of Secondary 


Cells,” by Prof. W. E. Ayrton ; “ On some Experiments 
. in Radiometry,” by A. R. Bennett ; reply of Mr. K. L. 


Murray to the discussion on his paper “ On the Lighting 
of the Centennial International Exhibition, Melbourne, 


1888-89 ;” “A proposed system of Alarm Wires in 
Submarine Cables,” by H. Kingsford, | 


Water Purification for Manufacturers and | Steam 
Users. By SAWREY and COLLET. HO 


This is a small book issued by the Stanhope Com- 


pany, Limited, of patent telephone and water softener 


fame. The work is a very useful one, and of consider- 
able value to those who have to deal with steam boilers, 


as the loss through scaling in the latter is often ex- 
tremely heavy, being as much as 25 per cent. increase 
in the quantity of coal used when the scale is 4th inch 
thick; this means about 22 pence extra per 1,000 
gallons of water evaporated. | 


ELECTRIC TRAMCAR SYNDICATE, 
| LIMITED, 


ON the afternoons of Tuesday and Thursday of this 
week, the Electric Tramcar Syndicate, Limited, who 


are working the Jarman patents, were enabled to run 
one of their new cars on the section of tram line between 
Clapham Common and Tooting. The London Tram- 
ways Company kindly gave the syndicate permission 


to use their line ; but as the trips made by the electric 


car were sandwiched between those of the horse cars, 
apparently with a minimum of interruption to or inter- 


ference with the ordinary traffic, and as each run was 


accomplished without a hitch or contrelemps of any 
kind, we shall look forward to a time in the near future 
when these electrically-driven cars will take their 
regular place in the daily service between the above 
suburban districts. The road is well adapted for a 


tram line, being sufficiently wide for a double set of 


rails, with room on each side to allow carriages con- 
veniently to pass. The gradients, for the most part, 
are not heavy, with the exception of a rise of 1 in 18 
for a short distance, coming from Balham towards 
Clapham Common. The length of the line from the 
“ Plough,” High Street, Clapham, to the terminus at 
Tooting, is about two miles and a furlong. 

In our issue of May 30th, 1890, we gave a full 
description of the car in an article entitled, “The 
Jarman System of Electric Traction.” It will, there- 
fore, suffice to briefly state that the car is of a similar 


pattern outwardly to the new two-horse tramcars, pro- 


viding accommodation for 44 passengers, the outside 
being fitted with garden seats. The motor is double, 
the two armatures being carried on one spindle. The 
field magnets are wound on the “gamut” ‘plan, to 


facilitate the regulation of the motor and the con- 
sumption of power in proportion to the work to be 
done. The gearing consists of a single set,of mortise. 
wheels and pinions ; the mortise wheels are of special 


* construction, with vulcanised fibre teeth. The reduc- 


tion in speed from the normal 650 revolutions per 
minute by the motor axle to 90 by the car wheels, pro- 
vides for the propulsion of the car at the rate of. 
between 7 and 8 miles per hour. This speed can be 
increased, when necessary, by using the fall power of 


_ the motors in parallel to a maximum of about 16 miles 
- per hour on the level. The motor and gearing are fixed 


to a steel frame attached to the axle boxes, _—. 

The driving arrangement is contained in a vertical 
case, enclosing a cylindrical commutator switch. By 
means of this switch all the manipulations requisite in 
working the car, whether for varying the cutting — 
off the current, or reversing the motor, et 
turning one handle. Mr. Jarman has e a decided 
improvement by altering the position of the brake 
spindle, and placing it close alongside of the electrical 
switch ; the brake handle is on a somewhat higher 
level than the driving one, to avoid the chance of any 
interference one with the other. The driver thus 
having both just under his hands should, certainly, 
ee some advantage in controlling the working of © 

The battery of E.P.S. accumulators supplying the 
current to the motor consists. of 52.double.cells of;the 
E type—19 plates in each cell—the whole coupled; in 
series. The capacity of the cell is 140 ampére hours. .. 

To enable the car to turn sharp curves, one of the 
wheels on the trailing axle is loose ; this furnishes end 
play enough to allow. the wheel base to accommodate 
itself to the different degrees of curvature to be found — 


in the track usualy laid down in this country. 


. The car which made the runs to Tooting was fitted 


‘with an ampéremeter and a Patterson and Cooper dead- 


beat magnet. voltmeter, consequently we were. able, to 
take down a few readings to show the amount.of elec: 
trical energy consumed during the journey. Of course, 
nothing more is shown than what may be termed, the 
maxima and minima of consumption, . The ground 
undulates, and some stretches on. the road are worked 
by gravity alone ; this applies in whichever direction 
the car is running, 
The electric tramcar, with a full load of passengers, 
started from Clapham at 2.20 on Tuesday afternoon. 
The grade from thence is a gentle rise until the brow 
of the hill is reached above the.down grade of ‘lin 18 ; 
this steep declivity is of no great length, while the 
remainder of the distance to the fire station at Tooting 
is comparatively smooth, and only slightly variable. 
The journey, was completed in 16 minutes; on the 
return, the time —including a wait to permit a horse- | 
car to get a clear lead—was 19 minutes to Clapham. 
The second in ai@ out journeys were accomplished in 
18 and 16 minutes, respectively. . 
We append the actual time taken in ranning between 
certain landmarks on the road both going and returning. 
These figures exhibit what will prove to be the average 
time in which a distance of a little over.2 miles will be | 
covered in everyday work where the general traffic may 
cause occasional delay. 


1st Journey. 
m. 
Started from “ Plough ” 2 20 | 
Cavendish Road ...| 2 25) = 
“George,” Balhara ...| 2 27 | £ 
Balham Station ... ... 2 33) 3 
Fire Station, Tooting ...| 2 86, 3 
| | 
Return, 
Leave Tooting 3 40! = | 10 
Balham Station ... ... 2 46 | = 
“George,” Balham 2 54) 
Cavendish Road |2 66) 3 
“Plough,” arrive... ... 2 59 3 
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Started from “Plough” | 3 3 
Cavendish Road’... ...| 3. = e electrical power varied from 
| r | 15 at pressure of 110 
“ George,” Balham 3 10! & | volte, to 50 am ren at 175 volts, 
Balham Station ...| 3 15 | with when no Current 
Q wus required, 
Fire Station, Tooting ...| 3 21 | | 
ve Tooting’ ... ‘| & | 10 amperes at 120 volte, to 25 at 190 
Balham Station ... ...|/ 3 42! The gradient of Lin 18 
> .| tinted at a slow sperd.wit nm- 
George,” Balham. 8 48 |. | pares at a premure of volts : 
Cavendish Road ... 3 50) > the ran across Clapham Common 
n 
En 


We ‘understand that the officials of the Board of 


Trade are well satisfied with the working of the car, 


and the Jarman system generally. -We also hear that 
the Electric Tramcar Syndicate has been requested by 
an influential firm in Spain to give it the option of 
introducing the system into that country. RE 


NOTES. 


The Electric Light at Folkestone.— After all the time 
and labour which the Folkestone Town Council have 
spent upon the question of lighting the town by elec- 
tricity, the contract between them and Messrs. Cromp- 
ton and Co. has been completely upset. It was stated 
at the last meeting of the corporation that the nego- 
tiations with Messrs, Crompton had cost something like 
£200, and it was strongly urged that the corporation 
should bring an action against the contractors to recover 
the money. The mayor was asked by Councillor 
Thompson to call a special meeting of the Electric 
Lighting Committee together in order that they might 
consider the advisability of taking proceedings, and 
the mayor promised to call it together at an early date. 
There can be no doubt that Messrs. Crompton & Co. 
will be very willing to contest the matter in a court of 
law ; for after the treatment they received from the 
Folkestone corporation, they must be armed with every 
rg for their reluctance in carrying out their con- 


The Electric Light at Exeter.—At a meeting of the — 


Town Council of Exeter, the special committee on 


Electric Lighting reported that they had received a 


letter from Mr. C. T. K. Roberts (solicitor to the Exeter 
Electric Light Company) enclosing two copies of the 
draft of the provisional order which the company in- 
tended applying for in the ensuing session. The 
draft was stated to be based on model order issued by 
the Board of Trade, and contained the latest modifica- 
tions of such order. The committee, after considering 
the draft, were of opinion that the council should, in 
the interests of the citizens, itself apply for a provi- 
sional order to be confirmed by Parliament in the 
ensuing session for the supply of electricity within the 
city, and that the consent of the council should not be 
given to such an order being given to the Exeter Elec- 
tric Light Company. After objection had been taken 
that the procedure suggested. might involve an expen- 
diture on the part of the council of possibly £30,000, it 
bone — to hold a special meeting to consider the 
matter. | 


The Electric Light in Godalming.—The Electric 
Lighting Commission, after visiting Bath, have reported 
favourably on the employment of electric light. It 
is intended to canvass the town to see if the majority 
of the inhabitants will support a scheme. | 


Castleford and Street Lighting,—Tho Local Board is 
asking for estimates for the lighting of the streets by 
electricity. | 


_ Ship Lighting,—The “ Royal. Steamship Packet Com. 


pany.” have just.added to their fleet three or four large 


steamers, well equipped with electric lighting plant. 
The Clyde, the largest of the four, has: an. installation 


. fitted by.Siemens Brothers.: The ship is wired on the 


single wire system, the ship giving the return. The 
dynamo is placed in the engine-room, and is driven 
by one of Tangye’s vertical, engines, coupled direct; 
At 200 revolutions the dynamos give an ‘electro- 
motive force of 115 volts with 220 ampéres; and 
is sufficient to run 354 lights of 16 candle-power. 
There is a spare armature provided in case of break- 
down. There are six main circuits, and throughont the 
ship are ‘placed 36 ten-light: distributing boxes. The 
principal advantage of the arrangement is that there 
are no joints in the system. From the one switch in 
the box the lights are controlled, and it isan easy matter 
to ascertain the position of any defect. Some of the 
lights are arranged to run independently of the switch, 
providing a night or police circuit. The rooms are all 
fitted with Edison-Swan lamps with frosted globes, and 
there are several cargo lamps of 4, 4 and 8 lights. | 
The ss. Aranmore, built for thé. Clyde Shippin 

Company, and intended for the South of England and — 
South of Ireland trade, ran her trial trip on the Clyde 

on Saturday. The Aranmore has a complete. instal- 


lation of electric light in every part. _ 


._ Something Wrong.—The Standard, on Tuesday, had 


a notice to the following effect :—“ Owing to the inter- 
ruption of telegraphic communication, we are this 
morning without a portion of our despatches from the 


Continent.” Can it be that the Ferranti mains had 


anything to do with this interruption in the tele- 
graphic service ? | | 


Magdalen Islands Cables, — We learn from. the 
Canadian Gazette that the cable Jaid in 1880 between 
Cape Breton and Bird Rock, Gulf of St. Lawrence, is 
to be taken up and relaid to St. Paul’s Islands. Itisa 
coincidence that at the moment the cable is to be 
removed the daily journals should be discussing the 


gale of. the Magdalen Islands to certain French 
capitalists. | 


The Anticosti Cable,—The Anticosti cable, just laid 
by Mr. Gisborne, commences at Mechestic Bay, Anti- 
costi, and terminates at Tongue Pointe, on the north 
shore. The land lines to connect the cable with the 


existing telegraph system are being pushed forward, 


and, when completed, Anticosti will have cable com- 
munication with both shores of the gulf, and a land 
line round the south shore of the island, which has the 
reputation of being the graveyard of vessels. The 


cable referred to is 21 nautical miles in length, and was 


manufactured by the Silvertown Company. The lay- 
ing was effected by the Government telegraph steamer 
Newfield. | | 2 


The Bahamas,—In view of the success attending the 
more recent development of the fibre industry in the 
Bahamas, endeavours are being made to establish 
direct steam communication between Halifax and 


_ Nassau, and to subsidise steamers making the latter a 


port of call on the West Indian route. Steps are also 
being taken with the view of affording telegraphic 
facilities to the Bahamas by means of a cable between 
Nassau and Florida. 


Motors in Germany.—The use of electro-motors in 
Germany is extending. Messrs. Ludwig, Liwe & Co. 
of Berlin, obtain current from the town electric light 
company’s mains for driving the tools and machines in 
their workshops. The large steel works of Henkel, in 
Solingen, have an installation in which Lahmeyer 
dynamos and motors are employed. The whole of the 
works is lighted electrically, and the motors actuate 40 
steel presses, lathes, and drilling machines. It is pro- 


- posed to operate all the machinery by motors. 


THE TELEGRAPHIC JOURNAL AND 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| | 
| | 
| a 
| 
| 


QotoRER 3,, 1890.) 


TELEGRAPHIC JOURNAD- AND — 


ELECTRICAL REVIEW. 


Base-Ball Reporting.—Reporters of cricket, football, 


tennis, &c., matches, must look to their electrical educa- 


tion, or the sporting journals they represent will be out | 


‘of the hunt when compared with the enterprise and 
linguistic attainments shown by contributors to the 
technical Press. We select, as an éxample, a descrip- 
‘tion of a base-ball match as reported in the columns’ 6f 
the New York Electrical Engineer :—“An exciting 
contest took place at- Jackson Park, on Saturday. last, 
between: the Okonites and Kerites teams, composed, 
respectively, of the employés of the Central Electric 
. Company and the Western Electric Company. The 

score was 21 to 6 in favour of the Kerites, and through- 
out the game their megohm capacity was never lowered 
in the slightest. The victors claim that their success 
was entirely due to the high insulation resistance they 
maintained. They short-circuited the bases in remark- 
able style, and no faults appeared, even under the high 
pressure current of the Okonites. The Okonites made 
a gallant struggle, but. were unsuccessful in their 
endeavours to ground: their opponents. The specific 
inductive capacity. of both sides for hits of high voltage 
was enormous, and some fine work was witnessed by 
the numerous spectators, who said they had never seen 
a game so free from unnecessary retardation.” 


The Advance in Rubber,—The Gutta-Percha and 


Rabber Manufacturing Association of New York, at a 


meeting lately held, confirmed ‘the advance of 10 per 


‘cent. on rubber goods made atthe previous meeting. 
‘Prices of crude rubber had advanced 5 per cent., and 
some kinds were-very scarce. The output from Brazil 
was as large this year as formerly, but the demand, both 


in the States and Europe, had “increased enormously. 


‘It was announced that there would not be any further 
rise in the price of manufactured rubber for at Jeast a 


Remedy for Vibration.—It is said that felt made 
from hair, placed in the foundations of engines, effec- 
tively remedies the noise and vibration so often a cause 
of complaint. An electric company recently removed 
‘one of its 90 H.P. engines from its foundations, which 
-were taken up to the depth of 4 feet. A layer of hair- 
‘felt, tothe thickness of 5 inches, was then laid down, 
‘and run up round the sides to the height of 2 feet. The 
_ brickwork was then built up on the top of this. ~ 


New Insulating Materials; — Messrs. Alexander, 
Barney and Chapin, of New York, have introduced a 
new insulating material called “alexite.” It can be 
made into any shape, and has the qualities necessary 
for cut-outs, switches, &c., being water, fire, and acid 
proof. Any colour of wood, paper; or marble can be 
closely imitated, so that, for interior wiring, harmony 
‘with the general upholstery can be maintained. 

We have noticed in American technical journals very 
favourable reports as to the qualities of “ fibrone ” as 
an insulating material. It is a solid and plastic sub- 
stance, said to present many of the most desirable 
characteristics of rubber. It is stated to be a perfect 
non-conductor, to be absolutely waterproof, and able to 
resist the weaker acids. It can be sawn, planed, drilled, 
tapped, or turned in a lathe, can be given delicate and 
bright colours, and can be made to represent natural 
woods, marble, stone, and metals, Under. ordinary 
temperatures it does not expand or contract, blister, 
flake, or crack, and it is asserted that it can be made 


absolutely fire-proof. It is said that its cost is exceed- 
ingly low. | 


Church Service by Telephone.—As mentioned in our 


Jast issue, Christ Church, Birmingham, was to be con- 


nected by telephone. The experiment proved to be a 
distinct success, the service being well heard in London, 
Manchester, Derby, and other places. A local paper 
says when the morning service began there was what 
‘appeared to be an unseemly clamour to hear the ser- 
vice, and the opening prayer was interrupted on the 
wires by irreverent cries of “Hallothere.” “Are you 
there.” No, I don’t want the church.” | 


surfaces whith’ 


40 


Laying a Telephone Cable,—The New York Llec- 
trical Engineer of Séptember' 17th, coritainñs an article . 
on thé laying of a telephone ‘cable across the Hudson 
River. It appears that the \Wertern Union “Tele- 
graph Company maintains an especially equipped 
cable steamer for the purpose of laying and répair- 
ing the numerous ‘cables’ crossing - the North River. 
This boat is called the Western’ Union, has’ much 
the appearance of a river tug, and is about 50 
feet in length by 14 feet beam, and is provided with 


twin propellers. | She has been in commission: from 


January last, and, was built to replace the old Orion, a 
vessel which had a-long :career of usefulness. On the 
main deck forward of the pilot house is the cable drum, 
set vertically, the lower side bearing on a number of 


small rollers fixed to the deck. ..Round the edge. of the 


lower side of the drum, is a brake strap to regulate the 
speed. The wheel for operating ,the brake, and a 
sliding rod by which the valve of the drum engine is 


_ opened or closed are placed .on the bridge. forward of 


the pilot house, A small iron pulley is attached:to the 


Creeping on Cells, M. Girard has suggested a 
simple process for preventing the ing: of ‘salts, 
which weakens and destroys a cell. The idea is to 
apply with a brush a ‘light coating of vaseline over the 
3 require protection. Vaseline is un- 
changeable in ‘air, is easily applied, and resists the 
action of a great number of chemical agents, ‘An ob- 
jection, we think, to the employment of this material 
lies in its stickinése—dust and all ‘kinds of dirt being 
liable to adhere. A very ready method is the employ- 
ment of melted wax ; it has the advantage of present- 
ing a smooth and hard surface. 


‘Telephony in Italy;—Acting Consul F. T. Turner, of 
Naples, states that the number’ of subscribers ‘to ‘the 
telephone in that locality has not changed ‘during the 


. past two years, new subscribers having taken the place 
of those retiring. He believes it probable that the 


public are waiting. before joining, in‘the expectancy 
that the Government will acquire thé telephone ser- 


@ se: 
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Electric Bath Chair.—The Vaughan-Sherrin 'Elec- 
trical Engineering Company, to which reference _ is 
made in another column, (pe another. demonstration 
this week at their works of the applicability of primary 
battery power to the propulsion of. Bath chairs. A 
strong chair, weighing about 2 cwt., fitted with a bat- 
tery at the back of the seat, went through some adjacent 
streets at a rate of about 5 miles an hour, and passed 
over a canal bridge with very little reduction of speed. 
As it is calculated that the cost of maintenance of the 
battery does not exceed 2d. per hour, and’as no renewal 
would be required during an ordinary day’s use, the 
application of electric propulsion to the Bath chair 
may prove both an improvement and an economy, if 


the claims put forward can be sustained. - 


Treating Sewage by Electricity.—In answer to the 
questions of a correspondent, we beg to refer him to the 
Lt of the ELECTRICAL REVIEW for October 11tb, 


Electric Bells for Jamaica.— Messrs. Cox & Co. have 
just completed a large installation of electric bells for 
the Constant Spring Hotel, Jamaica, including two of — 
their an electric reversing annunciators of 75 
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| hangs clear of the vessel’s side by abont 8 or 10 feet. | 
| This pulley serves as a paying out or picking up sheave. 
| A small steam winch forward, of the drum completes 
the outfit. This arrangement would appear to serve 
ee very well for paying out, but for picking up we should | 
imagine it to be a rather awkward method. The cable 
| EES referred to was made for the Metropolitan Telephone 
| Company, it contains 18 conductors and is of the 
| Kerite type ; the length laid was about one mile, ‘and 
the weight nearly 20 tons. | 
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Gutta-percha.—At the meeting of the Paris Academy 
of Sciences, on September 15th, M. Serullas read a 
-_paper on the Zsonandra Gutla. The author gives an 
account of this plant, both as to its discovery and as to 
the growth of certain varieties. Some interesting in- 
formation with regard to the employment of gutta- 
=— for industrial and commercial purposes is also 
given. | 


Personal:—Mr. A. Grundy has retired from the firm: 


of Baily and Grundy, of Paddington and Cambridge, 
and joined the staff of the Giilcher Electric Light and 
Power Company, Limited. JRE | 


Newcastle-upon-Tyne Electric Supply Company.— 
The offices of this company are removed to the works 
_ at Pandon Dene, Newcastle. — 3 | | 


Telephonie. —An important test of the capabilities of 


the Berthon telephone to work on telegraph wires is 
about to be made on the railway telegraph wires between 
Perth and Inverness. — | 


Electric Tramway.—Bailies Paton and M’Farlane, of 
Glasgow, accompanied by Mr. Rankine, engineer, are 
in Birmingham gathering information about the elec- 
tric tramways. | 


Woodhouse and Rawson ve Appleton, Burbey, and 


Williamson.—This cricket match was played at Brent- — 


wood, Essex, on Saturday last, and, after an enjoyable 
es ended in an easy win for the former by nearly 
300 runs. 


A Telegraph Superintendent Killed.—William York, 
an employé of the Midland Railway, in charge of the 
telegraph extensions, met with a fearful death last 
week at Thwaites, a village near Bradford. He was 
engaged supervising the workmen under his control, 


and, not noticing the advance of the 10.30 express 


from Leeds, stepped on the line in front of it. His 
body was cut into two pieces in ths sight of his work- 
men. ‘ 


New Electrical Journal.—To-morrow there is to be 
started a penny weekly paper, entitled, Ælectricity. The 
editor is Dr. Julius Maier, and the publishers Messrs. 
‘Swan, Sonnenchein & Co. | 


_ Seasonable Caution.—Æectrical Plant wonders when 


young and aspiring electricians, at the beginning or 
early period of their experience as masters, will learn 
that the manufacture of dynamos is not the certainroad 


to fortune. Reckoning up the present number of — 


dynamo manufacturers, our contemporary concludes 
that the capacity for supply greatly exceeds the demand, 
and advises young electricians to eschew any attempts 
to add to the number already in the market. | 


“ Martin ” Wires.—The Telegraph Ad ministrations | 


of Greece, Sweden and Switzerland have, following the 
lead of France, adopted the bi-métallic “ Martin” wires 
for their telegraph and telephone systems. 


Electricity in Australia.—The Australian papers by 
the last mail say that it is intended to place the electric 
light in the New South Wales Parliament. Previously 
gas has been used, but numerous has been the com- 
plaints against the heat, so it is resolved to adopt elec- 
tricity. An interesting exhibition was given in the 
central station of the electric light company in Mel- 
bourne some nightsago. At the invitation of the engi- 
neer, prominent citizens had gathered to witness, as far 

as Australia is concerned, a new departure made by 


electricity. It was nothing more than making a cook- . 
shop of the station. By a method which was not com- 


municated, beef steaks were well cooked, toast was 
made, water boiled, and most of the culinary arts re- 
ceived attention. 


. into with the Elmore Foreign and Colonial Depositing 


- Roscoe & Co., 36, Lincoln’s Inn Fields. 


., 14th June, 1890, and was filed on 20th September. 


Buller, Jobson & Co., Limited.—This company has : 
acquired a site for extensive new works at Cheston 
Road, Birmingham. The company is to be recon- 
structed with extended powers and the capital has been 
increased. The proprietary remains the same, but the 
name is to be changed to Bullers, Limited. 


The Madrid School of Mines,—It has been determined 
by the Official Inspectors of the Madrid School of 
Mines to devote a class for the instruction of pupils in 
electricity as applied to mining and metallurgy. There _ 
seems, however, to be some difficulty as to the appoint- 
ment of a thoroughly qualified professor in this par- 
ticular branch of electro-technics. — 


Reduction in the Price of Tabes and Fittings,— 
Joseph Aird, Tabe Works, Great Bridge, Staffordshire, 
and 46, Queen Victoria Street, E.C., gives notice that he 
has increased his discounts 5 per cent. gross upon gas, 
steam, galvanised, and water tubes and fittings. 


NEW COMPANIES REGISTERED. 


Elmore’s Austro-Hungarian Patent Copper Deposit 
ing Company, Limited.—Capital £200,000,. in £2 
shares. Objects: To carry out an agreement entered 


Company, Limited,and Woodhouse and Rawson United, 
Limited. To carry on in Austria, Hungary, and else- 
where the business of manufacturers of and dealers in 
copper and other metals, and all metallic alloys or com- 
pounds of the same. To supply electricity in. all 
branches, and to carry on the business of electricians, 
electrical contractors, electrical and mechanical engi- 
neers. Signatories (with 1 share each): G. Worrall, 29, 
Percy Road, Forest Gate; J. Mumford, 50, Trinity 
Square, Borough ; A. M. G. Carter, 40, Denning Road, 
Hampstead ; B. F. Howard, Beckenham ; H. Villars, 6, 
Penshurst Road, N.E.; A. W. Taylor, 53, Bloemfontein 
Avenue, Shepherd’s Bush ; and E. W. Clayton, South- 
fields, S.W. The signatories appoint the first directors, 
any shareholder being eligible ; remuneration £200 per 
annum each, with an additional £200 for the chairman 
and £100 for the vice-chairman, also 24 per cent. com- 
mission upon the net profits made from manufacturing 
and upon the revenue accruing from licensing or sub- 
licensing the company’s patents, and 1 per cent. upon 
the net profits made from sales of patents, licenses, or 
businesses. Registered 26th ult. by Ashurst, Morris 
and Co., 6, Old Jewry, E.C. - 


Unsworth and Richmond, Limited.—Capital £20,000, 
in £10 shares. Objects: To take over the business of 
manufacturer of gas cooking and heating appliances 
carried on by Wm. Unsworth at Warrington. To carry | 
on business as gas, electrical, and general engineers. 
Signatories (with 1 share each): *Wm. Mortimer, 
*Wm. Unsworth,-*L. Voisey, W. D. Jeans, all of War- 
rington ; E. Richmond, Laicester; Wm. Atkins, Mat- 
lock ; *E. W.T. Richmond, Southport. The signatories 
denoted by an asterisk are the first directors ; qualifica- 
tion, 50 shares ; the company in general meeting will 
appoint remuneration. Registered 26th ult. by Field, 


OFFICIAL RETURNS OF ELECTRICAL 
COMPANIES. | 


| 


Buenos Ayres Electrie Light Company, Limited.— 
The annual return of this company, made up to the 
14th June, 1889, was filed on the 20th ult. The nominal 
capital is £100,000, divided into 9,986 shares of £10 
each and 70 founders’ shares of £2 each. At the date 
of the return the founders’ shares had been allotted, 
but no call had been made in respect thereof. 

The return for the present year is made up to the 


The only shares recorded as taken up are the 70 founders’ 
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shares, upon which no amount has been called or paid, 
so that the company continues without an actual paid 
up capital. | 

MacMahon’s Electric Automatic Registering Com- 
pany, Limited.—At a meeting of this company, held 
on the 18th of August, an account was given as to the 
way in which the winding up of the company has been 
conducted, and its property disposed of. The notifica- 
tion of such meeting was filed on the 23rd ult. 


Exeter Electric Light Company, Limited.—An agree- 


ment of 9th September, filed 27th September, between 


this company and the Brush Electrical Engineering 
Company, Limited, cites, that the latter company had 
agreed to sell and deliver to the Exeter Company, 
certain machinery and articles, and would accept 
payment of one-third of the price by an allotment 
of shares to the amount of one-third of the price. 
in the ordinary share capital of this company. 


Machinery and articles to the value of £2,160 have 


been supplied, and, in accordance with such arrange- 


ment, 72 fully paid shares of £10 each will form part of 


the purchase consideration. _ | | 
Provincial Electric Light and Power Supply 
Limited.—The registered office of this company is at 
Westminster Chambers, 5, Victoria Street, West- 
minster. 
Stamford Hill, Tottenham and Edmonton Electric 
Light and Power Supply, Limited.—Th8 registered 


office of this company is at Westminster Chambers, 5, 


Victoria Street, S.W. | 
Camberwell and Islington Electric Light and Power 


Supply, Limited.—The registered office of this com- 
pany is. situate at Westminster Chambers, 5, Victoria 


Street, S.W. 


Devonshire Electric Light and Power Supply, 
Limited.—The registered office of this company is 
ea at Westminster Chambers, 5, Victoria Street, 


Barry and Cardiff Electric Light and Power Supply, 
Limited.—The registered office of this company is 
situate at Westminster Chambers, 5, Victoria Street, 
Westminster. | 

East Coast Electric Light and Power Supply, Limited, 
—The registered office is at Westminster Chambers, 5, 
Victoria Street, Westminster. 

Kidderminster Electric Light and Power Supply, 
Limited,—The registered office is situate at West- 
minster Chambers, 5, Victoria Street, Westminster. 

Maxim-Weston Electric Company, Limited (ia 
Liquidation).—The registered office of this company is 
now situate at the Works, Boleyn Road, Kingsland 


Green, N.E. 


CITY NOTES, REPORTS, MEETINGS, &c. 


The Direct Spanish Telegraph Company, Limited, 
Siz JAMES ANDEBSON presided at the half-yearly meeting of 


’ shareholders held at Winchester House on Tuesday last, and, in 


presenting the directors’ report (printed in our last issue), and 
accounts for the half year, said: '[he shareholders would remem- 
ber that at the last meeting he spoke of the approaching Tele- 
graphic Conference as having some new terrors for the company, 
especially as regards its tariff of 44d.a word. The odd half-penny 
had in fact been taken away, and but for the good offices of the 
Post Office delegate, and the Spanish delegates, the company 
might have fared even worse. It seemed a small matter to cry 
over, but that half-penny with other small adjustments, repre- 
sented a sum of £3,500 a year. It required some confidence in 
order to feel sanguine that it would be recouped by an increase of 
traffic, still he thought that toa large extent it would be recouped. 
During the last three years the company’s traffic had been steadily 


Increasing ; the commercial interests of Spain seemed to have 


taken a very promising start in the company’s interests. He 
spoke last year of the use of code language and the effect it had 
in reducing the tariffs of cable companies. Codes were so scientifi- 
cally arranged that whole circulars could be telegraphed in one or 
two words. He believed he spoke within bounds when he said 


that the average of every word of code language was nearly ten 
ordinary words. Indeed, he had known some to express 24 and 25 
words of plain language. That seemed at one time to threaten a 
reduction in the company’s revenue, and in the me + of messages 
at the rate of one word per message per annum. This year, how- 
ever, he was happy to tell them there had been a slight increase 
in the length of messages. He was sorry to say that the company’s 
mavagers would not let him attribute it to causes connected with 
the ordinary conditions of commerce. They attributed it to other 
causes which he would not dwell upon. Fur the last two years the 
company’s earnings had been at about the same level, and if the 
traffic continued to increase, and code language remained un- 
changed, it would get along fairly well. Last year the-company 
made a round £1,500 more money carried one hundred and 
sixty thousand more words at a cost of £600:odd. This year it 
had carried two hundred thousand and odd words more, and had 
increased its revenue by £2,000 odd ata smaller outlay of £300 odd. 
Apparently it was on the right track. All its cables were in good 
order. On the other hand, they had to face the necessity for 
duplexing their cable at a costof nearly £800, For that andsome 
other reasons he advised them not to make use of the money. With 
a 6 per cent. dividend and an inerease in the commercial revenue, 
he thought the directors would not act prudently if they failed to 


_keep before them the fact that the company had a debenture 


debt of £62,000, carrying interest at 6 per cent. It was not a 
sound position to be in, and therefore they ought to allow their 
directors to devote any surplus to wiping off this debenture deb‘ 
and duplexing their cable. They could then look forward to 1894, 
when the debentures fell due; and they might possibly be in « 
position to lay down an additional cable if the traffic continued t 
increase. The £20,000 they had in reserve would not go very far — 
towards the cost of a new cable. The directors were very anxiou ; 
to have a sum in hand for contingencies without trenching upon 
the reserve fund. If in 1894 these conditions—a sound property — 
and an increasing traffic, with a 6 per cent. dividend—continued, 
he anticipated no difficulty in finding money amongst themselve: 


to pay off their debenture debt. By that time their reserve 


would be £40,000 or with the cash in hand £50,000 ; and they 


would be able to say with confidence that the Direct Spanish wa: 


one of the soundest telegraph investments in London. | 
sa Etlinger seconded the motion which was carried unani- 

mously. . | | 

_ The Chairman also moved, seconded by Mr. Etlinger, the 

declaration of a dividend of 10 per cent. per annum, less income 

tax on the preference shares, and of 6 per cent. per annum on the 


ordinary shares, free of income tax, both for the cb a ending 
\ ARR 


30th June, 1890. The motion was carried unanimous 

An extraordinary meeting was then held and the following 
special resolution was unanimously passed :—‘‘ That Article 71 of 
the Articles of Association of the company be and is hereby 


_ repealed and instead thereof the following be a regulation of the 
company.” 


‘The directors shall receive as remuneration for their trouble 
in the execution of their office the sum of £600 per annum, or such 


other sum as the company in general meee may from time to 


time determine, and such remuneration shall be apportioned by 
the directors among themselves in such manner as they shall 
from time to time think fit.” ae oe 

The proceedings then closed with a vote of thanks to the Chair- 
man and directors. 


Elmore’s Austro-Hungarian Patent Copper Deposit- 
ing Company, Limited.—The capital is £200,000, of which 75,000 
shares of £2 each are now offered for subscription at a premium 
of 103. per share, and 25,000 are accepted in part payment of-the 
purchase money. This company has been formed to acquire the. 
patents for the Empire of Austria-Hungary relating to the dis- 
“very made by Messrs. Francis Edward Elmore and Alexande: | 
Starley Elmore, for manufacturing copper articles direct from 
rough copper bars, with right to the Messrs. Elmore to use the 
said patents for certain special applications. The invention, it is 
claimed, does away with the processes of melting, rolling, forging, 
drawing &c., and the present costly and laborious methods of 
manufacturing. | 


Anglo-American Telegrapli Company, Limited.— 
The directors declare an interim dividend for.the quarter ending 
30th September, 1890, of 15s. per cent. on the ordinary stock, and 
£1 103. per cent. on the preferred stock, less income tax, payable 
on the lst November, to the stockholders registered on the books 
of the company on the 30th September, 1890. 


Eastern Telegraph Company, Limited,—The directors 


announce the usual 2s. 6d. interim dividend. 


Submarine Cables Trust.—The payment on the 15th 


inst. of the coupons due in April last is notified. 


TRAFFIC RECEIPTS. 


The Brazilian Submarine Telegraph Company, Limited. The traffic receipts for 
the week ending September 26th, were £4,970. 


_ The Western and Braziliaa Telegraph Company, Limited. The receipts for the week — 


ending September 26th, after deducting the filth of the gross receipts payab!e 
te the London Platino-Brazilian Telegraph Company, Limited, were £3,869. 
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ee _. SHARE LIST OF ELECTRICAL COMPANIES. | 

Present | OG fs ca | Stock or Closing 

Share. . | (sdptember 35.) | (October 2). 

£ | = 3 Highest. | Lowest, 
250,000 | African Direct Telegraph Ltd. 4 p. c. ste La and ” Bearer, s,, 100 98 —101 | 98 —101 101 1004 
1,549,160 | Anglo-American Telegraph, Limited “Stock 51 — 52 61 — 52 51 
2,725,420 | Do. do.  6p.c. oferred . | .87}— 88} | 88} | | 873 : 
30,000 ‘Brazilian Submarine Telegraph 10 | 124 113-— 124 12 113 
99,000 Do. 5 p. c. Bonds... 100 | 100 —102 | 100 —102 | À 
75,000 Do. à “5p. e. ud Series, SEM J une, 1996 100 103 —107 103 —107 

63,416 | Brush Engineering Ordinary, Nos. 1 to 63,416... 
63,416. Preference, Nos. 1 to 63,416 2 

. $7,216,000 Caisse Cable, Capital Stock : $100 | 103 Whew? 102 —104 xd| 1034 co 

224,850 | Consolidated Telephone Construction and Maintenance, Ltd. . 14/- 
20,000 | Crompton & Co., Limited, 7 p. c. Pref. Shares, Nos. 1 to 20,000 Stock 5—. 54 | 6 53 
16,000 | Cuba Telegraph, Limited ... Fi 10 12 — 124 113-— 12} 113 | 

6,000 Do. do. 10 p.c. Preference 10 17 —_18 17 — 18 
12,931 | Direct Spanish Telegraph, Limited only paid) : 4 — 4} 2. | | 

- 6,000 Do. do. 10 p. c. Preference ....  … pad Bi 9 — 10 FER 10 | 
60,710 | Direct United States Cable, Limited, 1877 a aa ol 10ÿ— 10§ 10ÿ— 103 10%, 10} 

400,000 | Eastern Telegraph, Limited, Nos. 1 ag … 10 14 — 14} | 14 — l4} 144 | 14 
70,000 Do. 6 p. c. Preference 10 15 — 154: 15 — 15} af 

; 5 p. c. Debs. (1879 issue), repay. Aug., 1899 100 106 —109 106 —109 
1,290,000 Do.  4p. c. Mortgage Debenture Stock | 104—107 |‘104—107 | 

250,000 | Eastern Extension, Australasia and China Telegraph, Limited 10. | 14i-— 14$ | 143 14} 

320,000 Do. 6 p. c. Debentures, repay. February, 1891 __.... 100 100 —102 | 100 —102 KE 

446,100 Do.  5p. c. (Aus. Gov. Sub.),-Deb., 1900, red. ann. drgs. . 100 | 103 —106 | 101 —104 1021 ose 

12,600 Do. 5 p.c. Debentures, 1890, redeem. ann. drawings 100 103 —106 | 101 —104 

367,900 | Eastern and South African Tel., Ltd., 5 p. c. Mort. Deb., 1900... 100 102 —105 101 —104 
45,000-| Electric Construction, Limited, Nos. 101 to 45,100 10 8} 
19,900 | *Electricity Supply Co. of Spain, Nos. 101 to 20,000... - 5 - | 4- |. 

67,385 . issued at 1 pm. all paid (£14 paid) Ais 
19,700 | Fowler-Waring Cables, Nos. 301 to 20,000 only paid) 5 2 4 

180,227 | Globe Telegraph and Trust, Limited 10 9 |. Ss]. 8H. 

150,000 Great Northern Company of Copenhagen ... 15}— . 16} 15$— 16} | 163 | 154 
‘40,900 -Do. + 5 p. c. Debs. (issue of 1881) rs 100 100 —103 100 —103 101 rel 

250,000 Do. do. (issue of 1883)  … 100 104 —107 104 —107 | 

9,384 | Greenwood Ordinary, Nos. 4,667 to 14,000 |. 10 : 11i— 123 115— 12} 

6,334 Do. à Cumulative Preference, Nos. 2,667 to 8,000 | 10 114— 124 11}— 12} | | 
41,600 | India-Rubber, "Pitta Perche and Telegraph Works, Limited . a 18 — 19 | 18§— 19} 19 18} 

200,000 Do. do. 44 p. c. Deb., 1896... | 100 | 102 —104 | 100 —102 xd| Le | 
17,000 | Indo-European Telegraph, Limited... su im oe 25 | 36 — 38 36 — 38 37 35} | 
38,348 | London Platino-Brazilian Telegraph, Limited sv cé 10 6}— 74 64— 73 | | ; 

109,000 Do. do. do. 6p.c. Debentures — ci 100 105 —108 105 —108 | 
49,900 | *Metropolitan Electric Supply, Limited, Nos. 6,101 to 50,000 .. 10 4 — 4} 4 — 4} | 

436,700 | National Telephone, Limited, Nos. 1 to 436, 700 ... an is 5 4$— 4§ 4i— 4} ai 4} 
15,000 Do. 6 p. c. Cum. Ist Preference... 10 12 — 12 124— 12} ‘12% 
15,000 Do. 6 p. c. Cum. 2nd Preference - (28 only paid) 10 10 — 10} 10 — 104 

220,000 | Oriental Telephone, Ltd., Nos. 80,001 to 300,000 (11/- only paid) 1 s— à i— # 

South of England Tei lephone, Ltd., Ordinary, Nos. 1 to 2,000, 

uth of. En ele one, rdinary, Nos. 
20,000 Do. 6 p. c. Cum. Pref,, Nos. 1 to 20,000 (£34 only paid) 5 21— 3. 2;— 3 
3,381 | Submarine Cables Trust aa Cert. | 113 —117 113 —117 : 
78,949 | Swan United Electric Light, Limited only paid) “6 5 5}— ‘54 51 
37,350 | Telegraph Construction and Maintenance, Limi eee . 43 — 45 43 — 45 444 | 43} 
_ 150,000 Do. do. do. 5 p. c. Bonds, red. 1894 100 100 —102 100 —102 
55,000 | United River Plate Telephone, Limited … 5 -3;— 4 3i— 4 
146,000 Do. do. 5 p. c. Debenture Stock... … | Stock 90 — 94 | 90 — 94 
100,090 Do. do.  7p.c. Debs., Nos. 1 to 1,000 100 à 
= 15,609 | West African Telegraph, Limited, Nos. 7, 501 to 23,109 .. ‘a 10 9 — 10 9 — 10 

200,000 Do. do. do. 5p.c. Debentures ... sa 100 99 —102 99 —102 994 99 
30,000 | West Coast of America Telegraph, Limited par 10 5 5 41 4% 

150,000 Do. do. do. 8 p. c. Debs, repay. 1902 ... | 100 | 103 —108 102 —107 1044 | 1024 
64,572 Western and Brazilian Telegraph, Limited ss 15 11 — 11} 113— 113 11} 11} 
26,986 Do. do. do. 5p.c. Cum. Preferred .. 75 6j— 7 6f— 735 7 - 
26,986 Do. do. do. 5 p. c. Deferred .. 7à 4¢— 54 ._ 4f— 54 

200,000 Do. do. do. 6p.c. Debentures À ” 1910... 100 103 —106 103 —106 ; 

250,000 Do. 6p. é. Mort. Debs., series “ B” of ’80, red. Feb., 1910 100 : | 101 —104 103 —106 | | 
88,321 West India and Panama Telegraph, Limited 10 3} 3 — 3} 
34,563 Do. do. do. 6p.c. 1st Preference 10 | -Wg— 12 127 | 

4,669 Do. do. do, 6 p. c. 2nd Preference... 10 14 — 15 14 — 15 | 14} 143 
1,336,000 | Western Union of U.S. Tel., 7 p.c. lst Mort (Building) Bonds $1,000 22 —127 122 —127 F6 

179,300 Do. do. . 6p. c. Sterling Bonds 100 99 —103 | ° 99 —103 © 

42,853 |*Westmstr. Elec. oe Corp., Ord., Nos. 101 to 42, 953 (£2 only paid) 5 1}— 13 1— 1: 15 


* Subject to Founders Shares. 


LATEST PROCURABLE QUOTATIONS OF SECURITIES NOT OFFICIALLY QUOTED. 
Blackpool Electric Tramway Company, Limited, £10 (£6) paid), 73—7§.—Elmore Copper Depositing Priorities, 7 —74.—Elmore’s 
French Patent Copper Depositing shares of £2 (issued at 103. premium, 153. paid), 1,3,—1,3,.—House-to-House Company (£5 paid), 


5 —5}.—International Okonite, Ordinary of £10 (£7 paid), 63—73.—London Electric Supply Caen, Onions (£5 paid) 
23—2% -—Manchester Edison and Swan Company, £9 (£1 paid) 11/- —13/-. | 


Bank Ratz or Discount.—5 per cent. (25th Septentier 1890). 
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THÉ ELECTRO-MAGNET* 


By Prof. SILVANUS P. THOMPSON, D.Sc, BA, MLEE, 


| (Continued from page 376.) | a 
(C) Divided Bar Method.—This method, due to Dr, Hopkinson,+ 

is illustrated by fig. 17. 
‘I'he apparatus consists of a block of annealed wrought iron about 


18 inches long, 63 wide, 2 deep, out of the middle of which is cut 
out a rectangular space to receive the magnetising coils. 


SECTION 


"as 


Fie. 17.—Horxinson’s Divipep Bar MEetHop or MEASURING 
Magnetic PERMEABILITY. 


' The test samples of iron consist of two rods, each 12°65 milli- 


metres in diameter, turned carefully true, and slide in through © 


holes bored in the ends of the iron blocks. These two rods meet 
in the middle, their ends being faced true so as to make a good 


contact. One of them is secured firmly, and the other has a ~ 


handle fixed to it, by means of which it can be withdrawn. The 
two large magnetising coils do not meet, a space being left between 
them. Into this space is introduced the little exploring coil, 
wound upon an ivory bobbin, through the eye of which passes the 
end of the movable rod. The exploring coil is connected to the 


ballistic galvanometer, Ba, and is attached to an India-rubber © 


spring (not shown in the fig.), which, when the rod is sudden] 

pulled back, causes it to leap entirely out of the magnetic field. 
The exploring coil had 350 turns of fine wire ; the two magnetising 
coils had 2,008 effective turns. The magnetising current, gene- 
rated: by a battery, B, of eight Grove cells, was regulated by a 
variable liquid resistance, k, and by a-shunt resistance. A 
reversing switch and an ampéremeter, a, were included in the 


magnetising circuit. By means of this apparatus the sample rods | 


to be experimented upon could be submitted to any magnetising 
forces, small or large, and the actual magnetic condition could be 
examined at any time by breaking the circuit and simultaneously 
withdrawing the movable rod. This apparatus, therefore, per- 
mitted the observation separately of a series of increasing (or 
decreasing) magnetisations without any intermediate reversals of 
the entire current. Thirty-five samples of various irons of known 
chemical composition were protean by Hopkinson, the two most 
important for presentj purposes being an‘: n1ealed wrought iron 


Fig. 18—Curves or MAGNETISATION OF IRON. 


and a grey cast iron, such as are used by Messrs. Mather and Platt 
in the construction of dynamo machines. Hopkinson embodied 
his results in curves, from which it is possible to construct, for 
purposes of reference, numerical tables of sufficient. accuracy to 
serve for future calculations. The curves of these two samples of 
iron are reproduced in fig. 18, but with one simple modification. 


* Cantor Lecture. Delivered before the Society of Arts, 
January 20th, 1890. | 
Tt “Phil. Trans,” 1885, p. 564. | | 


British engineers who unfortunately are condemned by local 
circumstances to use inch measures instead of the international 
metric system, prefer to have the magnetic facts also stated in 
terms of square inch units instead ot square centimetre units. 
This change has been made in fig. 18, and the symbols B, and H, 
are chosen to indicate the numbers of magnetic lines to the square 
inch in iron and in air respectively. The permeability, or wulti- 
plying power of the iron is the same, of course, in either measure. 
a Table IT. are given the corresponding ‘data in square inch 
measure ; and in Table IIL.'the data in square centimetie measure 
for the same specimens of iron. 


TasLe I[.—(Square inch units.) 


Anveuled wrought ion. | Grey cast iron, 

B, H,, B, HES i al 

30,000 4650 65 25,000 763 27 

40,000 3877 10°3 30,000 756 39°7 
50,090 3031 16°5 40, 258 155 
2159 50,000 - | 114 439 
70,000 1921 304 60,000 74 807 
80,000 1409 56 8 70,000 40 1189 
90,000 907 J9 2 — — 
100,000 408 215 _ — — 
110,000 166 664 — — — 
120,000 76 1581 Sr — — 
130,000 39 3714 
140,000 27 5185 — — — 


TABLE II[.—(Square centimetie units.) 


Annealed wrought iron. Grey cast fron. 


B ye H B p H 
5,00) 30 |: 1:66 4,000 800 5 
9,000 225) 4 5,U0U 50) lu 
10,000 | 2001 5 6,000 ‘279 21°5 
11,000 1692 6:5 7,000 133 42 
12,000 1412 85 $8,000 
1:5,000 lus3 12 9, OV 71 127 
14,000 823 17 10,000 53. 188 
15,000 526 28-5 11,000 37 
16,000 320 |. 50 
17,000 161 | 105 
18,000 99 | Boo 
19,000 54 | 350 si 


| 


It will be noted that Hopkinson’s curves aie douvle, tuc.e beiag 


one curve for the ascending magnetisations, and a separate one, a 


little above the former, for descending magnetisations. This is a 
poiat of a little importance in designing electro-magnets. Iron, and 
particularly hard sorts of iron, and steel, after having been subjected 
to a high degree of magaetising force, are subsequently to a lesser 


magnetising fofca found to retain a higher degree of magnetisa- — 
_ tion than if the lower maynetising force had been simply applied, 


For example, refer fig. 18 shows that the wrought iron, 
where subjected to a magnetising force gradually rising from zero 
to H,, = 200, exhibits a magnetisation of B,, = 95,000; but after 
H, has been carried up to over 1,000, and then reduced again to 


200, B,, does not come down agaia to 95,000, but only to 98,000. 


Any sample of iron which showed great retentive qualities, or in 


_which the descending curve differs widely from the ascending 


curve, would be unsuitable for constructing electro-mayaets, for 
it is important that there should be az little residual mssactism 
a3 possible in the cores. It will be noted that the curves for cast 
iron show more of this residual effect than dé those for wrought 


iron. The numerical data in Tables II. and LIL. are means 


between the ascending and descending values. 

A3 an example of the use of the tables, we may take the follow- 
ing :—How strong mast the magnetising foree be in order to 
produce ia wrought iron a magnetisation of 110,000 lines to the 
square inch? Reference to Table II., or to fig. 18, showa that a 
magnetising field of 664 will be required, and that at this stage of 
the magnetisation the permeability of the iron is only 166. As 
there are 6:45 square centimetres to the square inch, 110,000 lines 
to the square inch correspond very nearly to 17,000 lines to the 
square centimetre; and 4, = 664 corresponds very nearly to 

= 100. | 


TRACTION MerHops. 


Another group.of methods of measuring permeability is based 
upon the law of magnetic traction. Of these there are several 
varieties. ay | | 

(D) Divided Ring Method.—Mr. Shelford Bidwell has kindly lent 
me the apparatus with which he carried out this method. It con- 
sists of a ring of very soft charcoal iron rod 6*4 millimetres in 
thickness, the external diameter being 8 centimetres, sawn into 
two half rings, and then each half carefully wound over with an 
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exciting coil of insulated co wire of 1,929 convolutions in 
total. 1e two halves fit neatly together ; and in this position it 
constitutes practically a continuous ring. When an exciting cur- 
rent is passed round the coils both halves become magnetised and 
attract one another. The force required to pull them asunder is 
then measured. According to the law of traction, which will 
occupy us in the second lecture, the tractive force (over a given 
area of contact) is proportional to the square of the number of 
magnetic lines that from one surface to the other through 
the contact joint. Hence the force of traction may be used to 
determine B ; and on calculating H as before, we can determine 
the permeability. The following Table IV. gives a summary of 
Mr. Bidwell’s results. 

E) Divided Rod Method.—In this method, also used by Mr. 
Bidwell, an iron rod hooked at both ends was divided across the 
middle, and placed within a vertical surrounding magnetising 
coil. One hook was hung up to an overhead support; to the 
lower hook was hung a scale-pan. Currents of gradually- 
increasing strength were sent around the magnetising coil from 
a battery of cells, and note was taken of the greatest weight which 


TABLE IV.— (Square centimetre measure.) 


Soft charcoul iron. 


H 


7,390 _ 18991 89. : 
11,550 1214 | 10°3 | 
15,460 386:4 40 | 
17,330 150 7 115 
18,470 £8 8 208 
19,330 453 427 
19,820 339 | 585 

| | | | 


could in each-case be placed in the scale-pan without tearing 
asunder the ends of the rods. 

(F) Permeameter Method.—This is a method which I have my- 
self devised for the purpose of testing specimens of iron. It is 
essentially a workshop method, as distinguished from a laboratory 
method. It requires no ballistic galvanometer, and the iron does 
not need to be forged into a ring or wound with a coil. For 


Spring balunce 
| | Big block of Iron 
Wires that bring 


Fia. 19.— PERMEAMETER. 


carrying it out a simple instrument is needed, which I venture to 
denominate as a permeameter. Outwardly, it has a general re- 
semblance to Dr. Hopkinson’s apparatus, and consists, as you sce 
(fig. 19), of a rectangular piece of soft wrought-iron, slotted out to 
receive a magnetising coil, down the axis of which passes a brass 
tube. The block is 12 inches long, 64. inches wide, and 3 inches 
in thickness. At one end tle block is bored to receive the sample 
of iron that is to be tested. This consists simply of a thin rod 
about a foot long, one end of which must be carefully surfaced up. 
When it is placed inside the magnetising coil, and the exciting 
current is turned on, the rod sticks tightly at its lower end to the 
surface of the iron block; and the force required tg detach it (or, 
rather, the square root of that force) is a measure of the permea- 


tion of the magnetic lines through its end-face. In the first 


permeameter which I constructed the magnetising coil is 13°64 
centimetres in length, and has 271 turns of wire. One ampére of 
exciting current consequently produces a magnetising force of 

= The wire is thick enough to carry 30 ampéres, so that 
itis easy to 1each a magnetising force of 1,000. The current Inow 


turn on is 25 ampéres. The two rods here are of “charcoal iron” — 


and “best iron” respectively; they are of quarter-inch square 


stuff. Here is a spring balance graduated carefully and provided 


with an automatic catch so that its index stops at the highest 
reading. The tractive force of the charcoal iron is about 12} lbs., 
while that of the “ best ” iron is only 7} lbs. B is about 19,000 in 
the charcoal iron, and H being 850, u is about 223. The law of 
traction which I use in calculating B will occupy us much in the 
next lecture, but meantime I content myself in stating it here for 
nse with the permeameter. The formula for calculating B when 
the core is thus detached by a pull of P pounds, the area of contact 
being A square inches, is as follows :— | | | 


21817 x 


I may add that the instrument, in its final form, is manufactured 


from my designs by Messrs Nalder Bros., the well-known makers 
of so many electrical instrtments. 


CurvEs OF MAGNETISATION AND PERMEABILITY. 


In reviewing the results obtained, it will be noted that the 


curves of magnetisation all possess the same general features, 
all tending toward a practical maximum, which, however, 
is different for different materials. Joule expressed the opinion 
that “no force of current could give an attraction equal to 
200 lbs. per square inch,” the greatest he actually attained 
being only 175 lbs. per square inch. Rowland was of 


opinion that the limit was about 177 lbs. per square inch 


for an ordinary good quality of iron, even with infinitely great 
exciting power. ‘This would correspond roughly to a limiting 
value of B of about 17,500 lines to the square centimetre. This 
value has, however, been often surpassed. Bidwell obtained 
19,820, or possibly a trifle more, as in Bidwell’s calculation the 


. value of H has been needlessly discounted. Hopkinson gives 


18,250 for wrought iron, and 19,840 for mild Withworth steel. 


Kapp gives 16,740 for wrought iron, 20,460 for charcoal iron in | 


sheet, and 23,250 for charcoal iron in wire. Bosanquet found the 

highest value in the middle bit of a long bar to run up in one 

ps. to 21,428, in another to 29,388, in a third to 27,688, 
wing 


, working with extrao:dinary magnetic power, forced up the: 


value of B in Lowmoor iron to. 31,560 (when » came down to), 
and subsequently to 45,350. This last figure corresponds to a 


traction exceeding 1,000 lbs. to the square inch. 


Cast iron falls far below these figures. Hopkinson, using a 
magnetising force of 240, found the values of B to be 10,783 in 
grey cast iron, 12,408 in malleable cast iron, and 10,546 in mottled 
cast.iron. Ewing, with a magnetising force nearly fifty times as 
great, forced up.the value of; B in cast iron to 31,760. Mitis 
metal, which is a sort of cast wrought iron, being a wrought iron 
rendered fluid by addition of a small percentage of aluminium, is, 
as I have found, more etisable than cast iron, and not far 
inferior to wrought iron. . It should form an excellent material for 
the cores of electro-magnets for many purposes where a cheap 


- manufacture is wanted. . 


Fic. 20.—CURVES OF PERMEABIBITY.- | 
A very useful alternative mode of studying:the : results obtained 
by experiment is to construct curves, such as‘those of ‘fig: 20, in 
which the values of the permeability are plotted out vertically in 
correspondence with the values of: B: plotted :horizontally. It 
will be noticed that in the case. of Hopkmeonjs specimen of 
annealed wrought iron, between the points'where:B-=*7,000 and 
B = 16,000, the mean values of : »!lie almost: on‘ aistraight line, 
and might be approximately calculated from‘the ‘equation :— 
= (17,000 — B) 


Tue Law oF THE ELECTRO-MAGNET, 


Many attempts have been made, by Müller, Lamont, Frélich, 
and others to discover a simple algebraic formula whereby to 
express the relation betweén the magnetising force and the mag- 
netism produced in the electro-magnet. According to Müller, 
these are related to one another in the same proportions as the 
natural tangent is related to the arc which it subtends. The 
formule of Lamont and Frélich, which are more nearly in keeping 
with the facts, are based upon the assumption of a relation between 
the permeability and the degree of magnetisation present. Suppose 
we assume the approximation stated above, that the permeability 
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is proportional to the difference between B and some higher limit- 
ing value (17,000 for wrought iron, 7,000 for cast iron). If this 
higher value is called 8 we may write : 


a 


where a is a constant that varies with the quality of the iron or 
steel 


. Now 3 B=+H:; 
giving by substitution and an easy. transformation. — | 


B =8 


_ which is one form of Frélich’s well-known formula. The constant, 
a, stands for the ‘‘ diacritical” value of the magnetising force, or 
that value which will bring up B to half the assumed limiting or 
“satural” value. | 

All such formule, however convenient, are insufficient, inasmuch 
as they fail to take into account the properties of the entire mag- 
netic circuit. 

~ (To be continued.) 


EDINBURGH EXHIBITION. 


(Continued from page 205.) 


| - No. 29.—Messrs. Laurence, Scott & Co., Limited, of 

Norwicb, show on the stand of their agents for 
Scotland (Messrs. Norman & Son, Limited, Glasgow) 
among other things, one of their “D7” dynamos 
driven by a long stroke engine by Messrs. Ransomes, 
Sims & Jefferies, of-Ipswich. In this dynamo the 
magnets are of the “Kapp” type, made of specially 
soft cast iron, and the machine has three very long 
bearings. The magnets are very massive and the 
whole thing makes a perfectly rigid combination. 
The armature is built up on the system which Messrs. 
Laurence, Scott & Co., Limited, have used successfully 
for several years ; it is a drum armature, and the plates 
are stamped with hexagonal holes placed, together 
with the insulating material between them, on a tem- 
porary hexagon mandril which, being removed, the 
hexagon spindle is driven into them very tightly 

with strips of valcanised fibre to insulate the plates 
| from the spindle. A section of this type of armature is 
shown with magnets of the ‘“ Manchester ” type, from 
which it can be seen that: the conductor is wound in 
deep and narrow slots milled into the plates. 

The output of the machine is 110 volts, 140 ampères, 
at 1,160 revolutions per minute. There are 70 sections 
in the commutator, and 70 turns of conductor on the 
armature, so that there is only one turn of condactor 
per section. The armature core is nearly square in 
longitudinal section, being 74 inches in diameter and 
7} inches long. The conductor on the armature con- 
sists of two parallels of ‘12 inch round wire braided, 


ohms. The shunt winding consists of 147 lbs. No. 17 
wire, and the series of 73 lbs. No. 6 wire, in four 
parallels, there being 8,560 ampére turns in the shunt 
and 5,520 in the series, total number of ampère turns, 
14,080. The watts lost in the field magnets are 408; 
the total electrical efficiency of the machine, 946 per 
cent. The total weight of conductor on the armature, 
including commutator connections, is only 21 lbs., 
being 733 watts per pound of copper. - 

There is also shown a ship-lighting plant by the 
same firm. The armature of the dynamo is of the 
Same type as that of the belt-driven one described 
above. This construction of armature is specially 
applicable to these slow speed direct-driven machines, 
in which the strains between the shaft and the arma- 

ture conductor are so much greater and more trying 
than in an ordinary belt-driven machine. The output 
of the dynamo is 60 volts, 75 ampéres, at the slow 


Scott & Co. always test these ship lighters before 


leaving their works for 6 hours at “load and-a-half,” 
| and for 12 hours at full load. The engine is by 


| site directions. 
the resistance of the armature when hot, being ‘024: 


speed of 260 revolutions per minute. Messrs. Laurence, 


Messrs. Sabberton Bros., of Norwich. The crank is 
of forged steel, slotted and fitted with balance weights : 
the connecting rod is also of forged steel. All the 
bearings and wearing surfaces. are very large and 
fitted with suitable lubricating arrangements to enable 


it to ran coutinuously at a high speed. The cylinders | 


are 6 inches diameter and 6 inches stroke, and the 


engine will run well up to 400 revolutions per 
minute. 


4 


TELEPHONE CABLES. 


Up to the year 1889, nearly every telephone company 
in the United States employed a different type of 
cable.. These types differed not only in construction, 
number of conductors, methods of insulating and pro- 
tecting, conduit systems, &c., but they also showed the 


: widest variations in their insulation resistances. To 


remedy this inconvenience and to determine upon 


some uniform type of cable and a standard resistance, 
a conference was assembled in May 1889, in New York, | 


at the invitation of the American Telephone and Tele- 
graph Company (the Long Distance Telephone Com- 


pany), an association which has generally taken the 
lead in all technical questions pertaining to telephony.. 
The decisions arrived at by the conference ‘were’ as 


follows :— 


The cables should be composed of 50 double wires. 
The wires to be 1:025 mm. diameter of copper, the con- 
ductivity to be not less than 98 per cent. pure copper. 
Each wire should be covered with a double coating of. 


braided cotton. The wires should be laid up in layers ; 


in cables of 50 double wires the centre layer to be of 
three double wires, the next of 9, the next cf.16 and 


the outside layer of 23 double wires. Each layer to be 
laid up in an opposite direction to the preceding. one. 


The cable thus formed should be placed in a pipe . 


made of 97 per cent. lead and 3 per cent. tin. This 
mixture of tin with lead was adopted in order to pre- 
serve the latter from the injurious action of creosote. 
The vacant space in the pipe should then be filled with 
some insulating compound. The inductive capacity of 
each wire, after laying down, should not exceed 0:18 


microfarads, and the insulation resistance should not 


be less than 100 megohms per mile. The pipes should: 
be protected by a coating of asphalt, with an external 
covering of two layers of fibrous material, impregnated 
with some preservative compound, and laid on in oppo- 

In the Patterson type of what was called the “ con- 
ference cable,” the insulating compound run into the 
pipe was paraffine impregnated with carbolic acid, and 
the external covering was of cotton tape. In the 


Faraday type of the same cable, pyroligneous oil was — 


used aS an insulator, and the cable was covered 
externally with jute impregnated with asphalt. 

The price of the “conference cable” of 100 wires, 
was 70 cents per foot in New York, and the laying in 
conduits, in the same town, cost from 5 to 73 cents the 
foot-run. | 

At the time the conference was assembled, experi- 


ments were being carried out by the Norwich Insulated. 


Wire Company, with Manilla paper as a covering for 
the wires instead of cotton. It was claimed that a 


diminution of 30 per cent. in the inductive capacity 


was obtained by the employment of the paper, and that 
it was of a far less hygroscopic nature than cotton. The 
price was stated to be about the same as that of the 
‘“ conference cable.” The conference came to the con- 
clusion that these experiments deserved every atten- 
tion, since the question of inductive capacity formed 80 
important an element in the working of telephone cables 
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THE ELECTRIC LIGHTING OF TEPLITZ. 


[FROM A CORRESPONDENT. | 


As. I recently informed you, the authorities of the 
Bohemian watering place have resolved not to renew 
the gas agreement which expires in August next, but 
to erect large municipal electric works. The official 

report of the committee for considering this project, 
. contains on the one hand many interesting data on 
the comparative cost of electric lighting and of gas, and 
on the other hand communications and revelations 
which throw a very peculiar light upon the endeavours 
of gas companies to maintain their former position 
under all circumstances, and without any regard to the 
-Ineans employed. | 

I will, in the first place, give the proposals of the 
“ Department of Works,” which explain the estimates 


of comparative cost, in consequence of which the 


erection of the municipal electrical works was resolved 
on. They are as follows :— | 

According to the.present and the probable circum- 
stances of the town, the following data may be laid 
down :— | | 

The renewal of the agreement for carrying out the 
lighting of the public streets and places with coal gas 
would in round numbers come to about 11,000 florins 
yearly. The lighting of the municipal buildings for- 
merly named* would require annually 1,950 florins, and 
_ private consumers would have to pay for the hourly 

service of a gas flame at 12 normal candles 2°88 
kreuzers. | 

If the present public lighting is increased by 60 
Wenham lamps, the town would have to pay, in addi- 
tion to the above-named 11,000 florins, and besides tha 
first cost of procuring and installing the lamps (5,175 
florins), 2,500 florins annually. : 

If the public lighting of the town were carried out 
with the electric light according to the proposal of the 
Teplitz-Schénan Gas Company (July 9th, 1890), ce. 
with 484 glow lamps at 16 normal candles, and with 
four arc lamps at 10 amperes, the cost would run up to 
18,594 florins 30 kreuzers. The light would then be 
stronger than it isat present by 33ird per cent. Private 
consumers, according as their consumption falls below 
4,500 glow lights, above 4,500 or above 7,000 glow 
lights, would have to pay for the burning-hour of a 16- 
candle glow lamp, respectively, 34, 24 or 2 kreuzers, 
ca Que a fundamental tax of 5 florins for each glow 

amp. 

To the cost of the electric lighting of the municipal 
buildings in certain streets would be also added the 
same tax of 5 florins per glow lamp. The-water for the 
central station would (within certain limits) have to be 
furnished gratuitously by the municipality. 

If a combined lighting were introduced according to 


the offer of the gas company, under date July 29th, 


1890, 7.e., 30 arc lamps at 10 ampères, in addition to the 
lights included in the proposals of July 9th, the outlay 
would amount to 21,500 florins yearly. 

If the proposals of the management of Prince 
Olary’s estates (May 15th, 1890), were accepted, 1.e., t 


light up the streets and squares with 16-candle lamps, | 


equal in number (484) to the present 12-candle gas 
flames, or an increase of the light by one-third the 
yearly expenditure, would reach 19,078 florins 30 
kreuzers. | 

Private consumers would then have to pay for the 
burning hour of a 16 normal candle glow lamp, 33, 21, 
or 2 kreuzers in addition to the fundamental tax of 6 
kreuzers per glow light. 

If, lastly, the municipality erects an electric central 
station for 5,000 glow lamps at 16 normal candles, and 
keeps this installation in its own hands, the electric 
lighting of the public streets and places 5} times more 
powerfully than at present, would come to 12,000 florins 
yearly, and that of the public buildings and theatres, 


* Not in the present report, 


pr a light increased by 4rd, would come to 2,000 
orins. 

If application is made by private consumers for 3,000 
glow lamps, there will be a clear profit of 12,000 floring 
yearly, or the cost of the public lighting will be com- 
pensated. | 

In addition, the municipality would be in a position 
to supply the inhabitants of Teplitz with electric cur- 
rent of a 16 normal candle glow lamp for 2 kreuzers per 
hour burning, 2.e., taking the strength of the light into 
account, for 50 per cent. cheaper than the previous gas 
light. The very cheap fundamental tax—3 florins per 
glow lamp, as against 5 and 6 florins of the two pro- 
posals—would make little difference. Thus, e.g., a gas 
flame at 16 normal candles, calculated as burning 1,900 
hours yearly, would come to 38 florins 40 kreuzers ; if 
burning 450 hours, to 17 florins 28 kreuzers, whilst a 
glow light at 16 normal candles, in the first case, would 
cost only 23 florins, and in the second, only 12 florins, 
which shows an economy of 15 florins 40 kreuzers in 
the first case, and of 5 florins 28 kreuzers in the second 
case. 

Considering the economical and financial conditions, 
and remembering how dangerous it would be for the 
town under present conditions to bind itself by an 
agreement extending for tens of years, and how in- 
jurious such a renewed agreement would be to the com- 


. munity who desire the cheap supply of a light on a 
level with the advances of the present day, the Depart- | 


ment proposes that. , | 

The representatives of the town should resolve ;— 
- 1. The municipality of Teplitz makes use of the 
right secured to it under Section 6 f. of the gas agree- 
ment of October 12th, 1860, not further to renew the 
contract entered into with the Teplitz-Schénan Gas 
Company. | éd 

2 (a). The municipality of Teplitz erects an electric 

central station of the provisional capacity of 5,000 glow 
lamps of 16 normal candles (burning simultaneously), 
for lighting up the public streets and places and the 
municipal buildings, including the theatre, and for 
supplying electric current to private consumers. 

(b). That a credit of 300,000 florins be granted for 
this purpose. 

(c). That the Finance Committee is authorised to make 
proper arrangements for procuring this sum. 


(d). The construction of this central installation is 


entrusted to the mayor, in conjunction with the com- 


mittee of works, just as was the case in the construc-. 


tion of the town waterworks. 

3. All the proposals for renewing the gas agreement, 
or for introducing any other kind of lighting, made by 
the gas company, or by the inspection of Prince Olary’s 


__ estates, are declined with thanks. | 


4, The Mayor is requested to negotiate with the 
Teplitz-Schénan Gas Company, and to ascertain if, and 
on what conditions, they are disposed to prolong their 


agreement for five months, that is, to the end of the 


year 1891. 

The report mentions, further, that the gas company 
seeks on the one hand to deny the right of the town to 
break off the agreement, and on the other hand it 
claims for itself the exclusive right to use the muni- 
cipal territory for laying down light conductors of 
whatever kind (therefore including electric light leads). 
_ As regards the latter question, it must be pointed out 
that in the year 1858 the town made an agreement with 
the gas company, and conceded to the latter the exclu- 
sive right of laying down the mains and branch pipes 
required for lighting the streets, public and private 
buildings, in the squares, streets and lanes of the terri- 
tory of the town of Teplitz. 

The sectior. concerned makes mention simply of 


main and bye-pipes, and not expressly of gas pipes. — 


But the object of the entire agreement is simply gas 
lighting, to which all the mutual rights and duties are 
referred. In particular the word pipes refers formally 
to gas conductions which are laid as pipes. Still, the 


.. gas company now seeks to extend the exclusive right, 
granted in the year 1858, to electric leads, regardless of 


the fact that such leads are not pipes, and that it cons 
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.sequently can raise no claim to them, even in the 
simple sense of the words. 

The former question raised is still more interesting, 
i.e., that as to the right of setting aside the agreement 
for public lighting. This question turns upon section 
b of section 6 of the agreement, which runs as follows :— 

“The municipality shall, however, at any time have 
the option, after the expiry of the first 20 years, to 
arrange for its own lighting, and on other illuminating 
material, if it considers that such will be cheaper, and, 
therefore, entirely to renounce this agreement after the 
lapse of the first 20 years.” 

Hence it appears that the town has the right at any. 
time after the lapse of the first 20 years to withdraw 
from the agreement. The gas company has, indeed, 


already recognised this right in a proposal handed in — 


on November 30th, 1889, for lighting the streets of 
Teplitz from August Ist, 1891, to July 31st, 1901. In 
this document we read :— 
“In considering our present proposal, we beg to 
point out that according to section 6 f (quoted above) 
of the agreement, extending to the year 1911, the 
municipality is, indeed, entitled from August 1st, 1891, 
to undertake its own lighting with another illuminating 
material; but, in this case, it cannot be demanded that 
the gas company should undertake the gas lighting for 
the other streets at the previous price of 20 florins 
yearly per burner.” | 

Nevertheless, the gas company, now threatened with 
the competition of a municipal electrical works, ven- 
tures on the impossible interpretation that the town 
Teplitz had the right of withdrawing from the agree- 
ment only after the first 20 years, but has lost this right, 
as it has not put it in force after the first 20 years. In 
other words, that it could have enforced this right only 
at the immeasurable moment of the lapse of the first 
20 years. | 

It may be taken for granted that gas companies can- 
not carry the day by dint of such ultra-pettifogging 
constructions. It was certainly superfluous to combat 
and to refute the pretensions of the Teplitz Gas Com- 
pany in a pamphlet of 18 pages; but it is instructive 
to see what we may expect on the part of gas companies, 
and how cautious town councils should be in drawing 
up agreements concerning lighting. 


CORRESPONDENCE. 


The Bremen Electric Tramway. 


We have read on page 319 of the REVIEW of Sep- : 


tember 19th, an editorial note to the effect that we have 
experienced a rebuff on the part of the Bremen Town 
Council, and that the tramway has worked unsatis- 
factorily. 

Wherever you obtained this information, it is abso- 
lutely incorrect, and is exactly what was said by the 
Elektro-Technischen Anzeiger, of Berlin, in their publi- 
cation of September 4th. 

Aside from the letter of correction which we imme- 
diately addressed to the Berlin journal, the Bremen 
Tramway Company, for whom we have made the 
electrical equipment in question, wrote as follows :— 


“To the Editor of the Hlektro-Technischen Anzeiger, 
“ Berlin. 7 | 

“In No. 71 of your esteemed journal, there is an 
article as follows :— 

“ «The request of the Thomson-Houston Company to 
erect an electric railway in Bremen was refused, 
because the trial plant did not satisfy the conditions 
during the Exhibition.’ 

“The undersigned Share Company, which has the 
concession for the line Biérse to Biirgerpark (Exhibi- 
tion), which road was installed by the Thomson- 
Houston International Electric Company, is directly 
interested that the shareholders be not led to believe 
the untrue statements contained in this. article, to the 


effect that this plant is a failure; further, that the 
public be not deterred, by mistaken or false statements 
in this article from using this electric road. | 

“ We therefore request you, on the basis of Sec., 11 
of the Press Law, to insert in your esteemed paper the 
following corrections :— | 

“1. It cannot be said that the demand of the 
Thomson-Houston Company was refused, because the 
Tramway Company has the allowance for electri 


running at present during the time of the Exhibition, 


and up to date the Thomson-Houston Company have 


never asked the municipality in question for permis- 
sion to continue running this road. : 

“2, It is farther stated in your article : — . 

‘“ « A specially objectionable feature is the unbearable 
rattling noise, and the strong sparking between wheels 
and rails.’ | 

“ The statement as to the unbearable rattling noise, is 
only an invention of the writer of the article, and the 
sparking is not stronger than with any electric road 


\ 


when the rails are not free from sand. The sparking 


is even considered to be minimum by all experts, and 
this electric road is so much liked by the public that 
they decidedly prefer the electric cars to the horse 
cars, notwithstanding the somewhat higher fare. 

‘ The article mentions the whole plant as defective, 
but, as a matter of fact, during the now nearly three 
months’ operation, not the slightest disturbance has 
happened which conld be referred to the T.H.I.E. Co. 
The substantial, simple and practical manner in which 
all the details are carried out, deserves our entire appro- 
bation. The whole installation is an excellent’ one, 
and finds great favour with all experts, as well as with 

“ We give you this detailed explanation: in order to 
prevent the misleading of the public by the article in 
your much read paper, and are convinced that you will 
correct such untrue statements made in the article in 


“ BREMER PFERDEBAHN-GESELLSCHAFT.” 


The facts of the case are that the road has been 


running continuously ever since June 23rd, and during 


that time the five motor cars, with occasional tow-cars, 
have carried over 453,491 paying passengers, not count- 
ing other passengers whose tickets, paid for on other 
divisions of the line, have entitled them to continue 
the trip over the electric line, and not including those 
having season tickets or free cards. 


There have been no interruptions to the service due 


to electrical causes. | io 

Inasmuch as the Society of Engineers and Architects 
of Germany, after their general meeting in Hamburg, 
also visited the Bremen Exhibition in great numbers, 
and inasmuch as Bremen has been the seat. of the 
annual meeting this year for the Physical Society of 
Germany, and the Exhibition itself being one of great 
merit, especially as to engineering details, has attracted 
many eminent technical men of North Earope, 


especially many practical street railway men, there 


has been ample opportunity for criticism and free 
expression of opinion regarding the tramway there, 
but in all the conversations that we have had with 
such judges, and all the notices that we have seen in 
the German press, adverse criticism has been lacking. 


Thomson-Houston International Electric Co. | 
Louis J. Mace. 
September 26th, 1890. 


Electricity v. Gas. 


I have read with gréat interest the article in last 
week’s ELECTRICAL REVIEW re “ The Relative Cost of 
Gas and Electricity in Cotton Mills,” and which, no 
doubt, many of your subscribers have also read ; but 
do you not think that this is far from what the average 
maintenance would be? It strikes me that it is much 


7 
| 
| 
| 
| 
| 
} 
| 
| 
| 
‘ 
| 
| | 
| 
| 
| 
| é 
| 
| 
| 
4 
$ 


THE TELEGRAPHIC JOURNAL AND 


410 te ELECTRICAL REVIEW. 


[OCTOBER 3, 1890, 


too low. Take, for instance, coal.. Where outside of 


Lancashire would you be able to get coal at 5s. per ton 


“average for 6 years ? This is, in my opinion, extremely 


low and somewhat misleading. I also observe that the 
power is put down at £150, or £5 per H.P. I presume 
this is the engine alone, if so what is the boiler worth, 
and what is the depreciation thereon. I should also 
suggest that something should be taken from the engi- 
neer’s account and put to the maintenance account, as I 
fail to see that the management of an installation of 
this size should cost practically nothing. Surely the 


time patting new lamps on alone should make a slight 


difference. 
A. Handley. 


September 22nd, 1890. 


Tesla’s New Alternating Motors. 


The following communication, which Mr. Tesla has 


sent to the New York Electrical Engineer, he desires . 


should also appear in the REVIEW :— | 
I hope you will allow me the privilege to say in the 


columns of your esteemed journal a few words in re- | 


gard to an article which appeared in Zndustries of 
August 22nd, to which my attention has been called. 


In this article an attempt is made to criticise some of 
my inventions, notably those which you have described - 


in your issue of August 22nd, 1890. 
The writer begins by stating: “The motor depends 
on a shifting of the poles under certain conditions, a 


principle which has been already* employed by Mr. 


A. Wright in his alternating current meter.” This is 
no surprise to me. It would rather have surprised me 
to learn that Mr. Wright has not yet employed the 
principle in his meter, considering what, before its 
appearance, was known of my work on motors, and 
more particularly of that of Schallenberger on meters. 


It has cost me years of thought to arrive at certain re- 


sults, by many believed unattainable, for which there 
are now numerous claimants, and the number of these 
is rapidly increasing, like that of the colonels in the 
South after the war. 

The writer then good-natured]y explains the theory 
of action of the motive device in Wright’s meter, which 


has greatly benefited me, for it is so long ago since I 


havearrived at this and similar theories that I had almost 
forgotten it. He then says: ‘“ Mr. Tesla has worked 
out some more or less complicated motors on this 
principle, but the curious point is that he has completely 
misunderstood the theory of the phenomena, and has 
got hold of the old fallacy of screening.” This may be 
curious, but how much more curious it is to find that 
the writer in Industries has completely misunderstood 


everything himself. I like nothing better than just 


criticism of my work, even if it be severe, but when 
the critic assumes a certain “l’état c’est moi” air of 
unquestioned competency I want him to know what he 
is writing about. How little the writer in Industries 
seems to know about the matter is painfully apparent 
when he connects the phenomenon in Wright’s meter 
with the subject he has under consideration. His 
further remark, “ He (Mr. Tesla) winds his secondary 


of iron instead of copper and thinks the effect is pro- | 


duced magnetically,” is illustrative of the care with 
which he has perused the description of the devices 
contained in the issue of the Electrical Engineer above 

I take a motor having, say, eight. poles, and wrap the 
exciting coils of four alternate cores with fine insulated 
iron wire. When the current is started in these coils 
it encounters the effect of the closed magneticcircuitand 
is retarded. The magnetic lines set up at the start 
close to the iron wire around the coils, and no free 
poles appear at first at the ends of the four cores. As 
the current rises in the coils more lines are set up, 
which crowd more and more in the fine iron wire until 
finally the same becomes saturated, or nearly so, when 


* All italics are mine. 


the shielding action of the iron wire ceases, and free 
poles appear at the ends of the four protected coreg, 
The effect of the iron wire, as will be seen, is two-fold, 
First, it retards the energising current ; and, second, it 
delays the appearance of the free poles. To producea 
still greater difference of phase in the magnetisation of 
the protected and unprotected cores, I connect the iron 
wire surrounding the coils of the former in series with 
the coils of the latter, in which case, of course, the iron 
wire is preferably wound or connected differentially, 
after the fashion of the resistance coils in a bridge, so 
as to have no appreciable self-induction. In other cases 


I obtain the desired retardation in the appearance of — 
‘the free poles on one set of cores by a magnetic shunt, 


which produces a greater retardation of the current and 


. takes up at the start a certain number of the lines set 


up, but becomes saturated when the current in the ex- 
citing coils reaches a predetermined strength. 7 

In the transformer the same principle of shielding is 
utilised. A primary conductor is surrounded with a 
fine layer of laminated iron, consisting of fine iron 
wire or plates properly insulated and interrupted. As 
long as the current in the primary conductor is so small 
that the iron enclosure can carry all the lines of force 
set up by the current there is very little action exerted 
upon a secondary conductor placed in vicinity to the 
first ; but just as soon as the iron enclosure becomes 


_ saturated, or nearly so, it loses the virtue of protecting 
the secondary, and the inducing action of the primary — 


practically begins. What, may I ask, has all this to do 
with the “old fallacy of screening ? ” 

With certain objects in view—the enumeration of 
which would lead me too far—an arrangement was 
shown in the Electrical Engineer, about which the 
writer of Industries says :— A ring of laminated iron 
is wound with a secondary. It is then encased in iron 
laminated in the wrong direction, and the primary is 
wound outside of this. The layer of iron between the 
primary and secondary is supposed to screen the coil. 
Of course it cannot do so; sucha thing is unthink- 
able.” This reminds me of the man who had com- 
mitted some offence, and engaged the services of an 
attorney. ‘They cannot commit you to prison for 


that,” said the attorney. Finally the man was im- ° 
prisoned. He sent for the attorney. “Sir,” said the | 


latter, “ I tell you they cannot imprison you for that.” 


But, sir,” retorted the prisoner, “ they have imprisoned 


me.” It may not screen, in the opinion of the writer 
of Industries, but just the same it does. According to 
the arrangement, the principal effect of the screen may 
be either a retardation of the action of the primary 


* current upon the secondary circuit, or a deformation of 


the secondary current wave with similar results for the 


purposes intended. In the arrangement referred to by 
_ the writer of /ndustries he seems to be certain that the 


iron layer acts like a choking coil ; there again he is 
mistaken ; it does not act like a choking coil, for then 
its capacity for maintaining constant current would be 


very limited. But it acts more like a magnetic shunt 


in constant current transformers and dynamos, as, in my 
opinion, it ought to act. | 

There are a good many more things to be said about 
the remarks contained in Jndustries. In regard to the 
magnetic time lag, the writer says: “If a bar of iron 
has a coil at one end, and if the core is perfectly 
laminated, on starting a current in the coil the induc- 
tion all along the iron corresponds to the excitation at 
that instant, unless there is a microscopic time lag, of 
which there is no evidence.” Yet a motor was described, 
the very operation of which is dependent on the time 
lag of magnetisation of the different parts of a core. It 
is true the writer uses the term “ perfectly laminated ” 
(which, by the way, I would like him to explain), but 
if he intends to make such a “perfectly laminated” 
core, I venture to say there is trouble in store for him. 
From his remarks I see that the writer completely ovér- 
looks the importance of the size of the core and of the 
number of the alternations pointed out; he fails to see 
the stress laid on the saturation of the screen, or shunt, 


‘’in some of the cases described ; he does not seem to 


recognise the fact that in the cases considered the 
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formation of current is reduced as far as practicable in 
‘the screen, and that the same, therefore, so far as its 
quality of screening is concerned, has no. rôle to per- 
form as a conductor. I also see that he would want 
considerable information about the time lag in the mag- 


planation why, in the transformer he refers to, the 
screen is laminated in the wrong direction, &c.—but the 
elucidation of all these points would require moretime 
than I am able to devote to the subject. It is distress- 


journal. 

In conclusion, the writer shows his true colours by 
making the following withering remarks : “ It is ques- 
tionable whether the Tesla motor will ever be a success. 
Such motors will go round, of course, and will give 
out-puts, but their efficiency is doubtful ; and if they 
need three-wire circuits and special generators there is 
no object in using them, as a direct current motor can 
be run instead with advantage.” 

No man of broad views will feel certain of the 
success of any invention, however good and original, in 


weare progressing the permanence of all our apparatus 
in its present forms becomes more and more pro- 
blematical. It is impossible to foretell what type of 
motor will crystallise out of the united efforts of many 
able men; but it is my conviction that at no distant 


Just how much the last-quoted remarks of the writer of 
Industries —considering the present state of the art—are 
justified, I will endeavour to show in a few lines. 

| First, take the transmission of power in isolated 
| places. A case frequently occurring in practice and 
attracting more and more the attention of engineers is 
the transmission of large powers at considerable dis- 
tances. In such a case the power is very likely to be 
cheap, and the cardinal requirements are then the re- 
duction of the cost of the leads, cheapness of construc- 
tion and maintenance of machinery and constant speed 
of the motors. Suppose a loss of only 25 per cent. in 
the leads, at a full load, be allowed. If a direct cur- 
rent motor be used, there will be, besides other diff- 
culties, considerable variation in the speed of the motor 
—even if the current is supplied from a series dynamo 


for many purposes, for instance, in cases where direct 
current transformation is contemplated with the object 
of running lights or other devices at constant poten- 
tial. It is true that the condition may be bettered by 


only further complicate the already complex system, 
and in all probability fail to secure such perfection ‘as 
will be desired. In using an ordinary single-circuit 
alternate current motor the disadvantage is that the 


its output and efficiency are more or less below that of 
a dire:t current motor. If, on the contrary, the arma- 
ture of any alternator or direct current machine—large, 
low-speed, two-pole machines will give the best results 
—18 wound with two circuits, a motor is at once 
obtained which possesses sufficient torque to start 
under considerable load, it runs in absolute syn- 
chronism with the generator—an advantage much de- 
sired and hardly ever to be attained with regulating 
devices ; it takes current in proportion to the load, and 
lis plant efficiency within a few per cent. is equal to 
that of a direct current motor of thesame size. It will 
be able, however, to perform more work than a direct 
current motor of the same size, first, because there will 
be no change of speed, even if the load be doubled or 
tripled, within the limits of available generator power ; 


motive force, the commutator and the complication and 
difficulties it involves in the construction and operation 
of the generators and motors being eliminated from the 
system. Such a system will, of course, require three 
leads, but since the plant efficiency is practically equal 
| to that of the direct current system, it will require the 


netisation of the different parts of a core, and an ex- 


ing to find all this in the columns of a leading technical 


this period of feverish activity, when every day may 
bring new and unforeseen developments, At the pace — 


time a motor having commutator and brushes will be 
looked upon as an antiquated piece of mechanism. 


—so much so that the motor may not be well adapted. 


employing proper regulating devices, but these will 


motor has no starting torque and that, for equal weight, 


and, second, because it can be run at a higher electro- 
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same amount of copper which would be required in the 
latter system, and the disadvantage of the third - lead 
will be comparatively small, if any, for three leads of 
smaller size may perhaps be more convenient to place. 
than two larger leads. When more machines have to 
be ,used there may be no disadvantage whatever con- 
nected with the third wire; however, since. the sim- 
plicity of the generators and motors allows the use of 
higher electromotive forces, the cost of the leads may 
be reduced below the figure practicable with the direct 
Considering all the practical advantages offered by — 
such an alternating system, I am of an opinion quite 
contrary to that of the author of the article in 
Industries, and think that it can quite successfully 
stand the competition of an direct current system, and 
this the more the larger the machines built, and the 
greater the distances. | | 
Another case frequently occurring in practice is the 
transmission of small powers in numerous isolated 
places, such as mines, &c. In many of these cases sim- 
plicity and reliability of the apparatus are the principal 
objects. I believe that in many places of this kind my 
motor has so far proved a perfect success. In such 
cases a type of motor is used possessing great starting 
torque, requiring for its operation only alternating cur- 
rent, and having no sliding contacts whatever on the- 
armature, this advantage over other types of motors 


being highly valued in such places. The plant effici- 


ency of this form of motor is, in the present state of 
perfection, inferior to that of the former form, but I 
am confident that improvements will be made in that 
direction. Besides, plant efficiency is, in. these. cases, 
of secondary importance, and in cases of transmission. 
at considerable distances, it is no drawback, since the 
electromotive force may be raised as high as practicable | 
on converters. I cannot lay enough stress on this ad- 
vañütageous feature of my motors, and should think that. 
it cught to be fully appreciated by engineers, for to. 
high electromotive forces we are surely coming, and if 
they must be used, then the fittest apparatus will. be 
employed. I believe that in the transmission of power. 
with such commutatorless machines, 10,000 volts, and 
even more, may be used, and would be glad to see Mr. 
Ferranti’s enterprise succeed. His work is in the right 
direction, and, in my opinion, it will be of great value 
for the advancement of the art. , | 

As regards the supply.of power from large central 


stations in cities or centres. of manufacture, the above 


arguments are applicable, and I see no reason why the 
three-wire motor system should not be successful. In 
putting up sucha station, the third wire would be but 
a very slight drawback, .and the systein  possesses* 
enough advantages to over-balance this and any other, 
disadvantage. But this question will be settled in the 
future, for as yet comparatively little has been done in | 
that direction, even with the direct-carrent system. 
The plant efficiency of such a three-wire system would 
be increased by using, in connection with the ordinary 
type of my motor, other types which act more like inert 
resistances. The plant efficiency of the whole system 
would, in all cases, be greater than that of each indi- 
vidual motor—if like motors are used—owing to the 
fact that they would possess different self-induction, — 
according to the load. | 
The supply of power from lighting mains is, I 
believe, in the opinion of most engineers; limited to 
comparatively small powers, for obvious reasons. As 
the present systems are built on the two-wire plan, an 


efficient two-wire motor without commutator is re- 


quired for this purpose, and also for traction purposes. 
A large number of these motors, embodying new prin- 
ciples, have been devised by me and are being con- 
stantly perfected. On lighting stations, however, my 

three-wire system may be advantageously carried out. 
A third wire may be run for motors and the old con- 
nections left undisturbed. The armatures of the 


generators may be re-wound, whereby the output of 


the machines will be increased about 35 per cent., or 
even more, in machines with cast iron field magnets. 
If the machines are worked at the same capacity, this 
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means an increased efficiency. If power is available 


at the station, the gain in current may be used in 
motors; . Those who object to the third wire, may re- 
member that the old two-wire direct system is almost 
entirely superseded by the three-wire system, yet my 
 three-wire system offers to the alternating system rela- 
tively greater advantages than the three-wire direct 
possesses over the two-wire. Perhaps, if the writer in 
Industries would have taken all this in consideration, 
he would have been less hasty in his conclusions. 


Nikola Tesla. | 
_ New York, September 10th, 1890. 


Re Mr. Varley’s New Photometer. 


.‘I have been much interested in reading the account 
of the new photometer invented by Mr. F. H. Varley ; 
and it is almost unnecessary to say that it is superior to 
the older forms in several respects ; but as I have been 
engaged in experimenting for some time past over a 
similar project, I trust my intentions may not be mis- 
understood in querying the absolute “mathematical ” 
accuracy with which measurements may be conducted 
by means of this apparatus. ; 
Errors which exist in the Bunsen photometer would, 
I believe, be found to occur, although possibly to a far 


lesser extent, in this instrument, due to the following : 


causes :— 

(1.) Spectral disparity between the two radiants. 

(2.) Irregularity of luminous intensity of the stan- 
dard 


ard. | | 

(3.) Inability of the human eye to estimate exactly 
when the neutralising action of the discs comes into 
play, for, it must be remembered, that in estimating 
the difference between, say, a white and a pale grey, 
the eye is not possessed of sensitive properties in a 
very exalted degree. This by itself would be but a 
trifling error, but might become more important if 
error No. 1 existed. Fox 

(4) Faulty adjustment of the mutual screen distance 
in regard to the two radiants. 

(5.) Slight external vibration or irregularity of rota- 
tion of the discs would tend to increase this error when 
the light to be measured has great luminosity compared 
with the standard, owing to the necessary disparity of 
slot width in such cases. me 

It will, I trust, be conceded that my intentions in 
pointing out what defects I believe to exist in this 
apparatus are not in any way due to mercenary ends, as 
I am not very desirous of commercially developing the 
_ instrument whose completion I expect shortly, and 
whose perfection (if it be found to possess such) is 
largely due to the friendly critique of the design of a 
former apparatus by Mr. 8. A. Varley, the brother of 
the inventor of the apparatus under discussion, which 
differs entirely in design from my own. 


Ralph Richards. 


Electrical Heterodoxy. 


Your correspondent, Mr. Henry Sutton is a maker of 


logomachies, and something more than this. He writes : 
“ It does not follow that because we speak of + and — 
electrification and polarisation that we believe, or even 
assume, there are two electricities.” Faraday was not 


80 foolish as to attempt to describe that which he called 


induction or polarisation of glass without assuming that 
there were two electric forces to produce the effect ; 
but what Mr. Sutton means by induction and polarisa- 
tion of glass without assuming that there are two 
electric forces to produce them, is beyond my compre- 
hension. 

Mr. Sutton writes : “Assuming the spark an evidence 
of conduction, and its passage an evidence of current, 
then if the conduction is absolute, the glass should be 


perforated.” Mr. Sutton would not have written this -: 


if he had studied the difference between Faraday’s 
theory of electricity and mine; but Mr. Sutton has 
rushed into print without reading my book. Glass isa 
porous body; through some kinds of it electricity 
passes with perfect freedom because the pores in it are 
so large that the particles of the electric matter can pass 
through without obstruction, and, consequently, with- 


out disrupting the glass ; but there are other kinds of ~ 


glass the pores in which are not so-large as to allow all 
the particles of a current of electricity to pass imme- 
diately through without some obstruction, and hence a 
Leyden jar becomes charged. The reasons for this I 
have assigned at length in my book, to which I must 
refer Mr. Sutton. | 

: James Johnstone, 
September 29th, 1890. 


A Recommendation. 


An Electrical Directory is just now collecting its 
information amongst the electrical and allied trades, 


‘but I think it will be news to the many eminent 
inventors and manufacturers who by right are included 


in its pages to learn that, judging by the issue of last 
year, they are exposed to classification with such spe- 
cialists as Mr. C. B. Harness and Mr. Edward Moross, 


- and such leading manufacturers as Messrs. Constantine 


and Jackson, whose announcements are usually to be 
met with in those public. edifices occupying advan- 
tageous sites in the centres of many of. our principal 
thoroughfares, either above or below the surface. 

I would take this opportunity of recommending the 
author and compiler of this directory to delete such: 
persons, it would hardly make his book less burly. 


 Anti-Harness. 


| Ship Wiring. ne 
The writer of the comments on the heating of the. 


electric light leads in the ss. Etruria, is evidently not, 


practically acquainted with either single wiring, double, 
wiring, or any other wiring systems for ship Jighting.. 
I have fitted out over a hundred steamships with elec-, 
tric light, some double wired and some single wired—. 
mostly single wired—and my experience goes to. 
prove that single wiring is the most expensive system, 
when carried out properly, and is very much safer as, 
regards fire risks and breakdown, | 

For single wiring on board ship, only iron armoured 
vulcanised rubber insulated copper wires should be. 
used, with malleable cast iron junctions ; lead sheathing. 


and wood casing is not good enough, except for 


branches to each lamp in the cabins, saloons, &c. As 
to fuses, I have known instances where a No. 20 lead 
fuse had been replaced by a No. 16 copper wire, and 
no doubt many fusible plugs are rendered valueless by 
careless replacing of the fuse by heavy copper wire. 
Everyone knows that a short-circuit on a ship is 


not at all dangerous if there are workable fuses in all — 
branches, and the danger is all in either not having fuses. 


all or in having a fuse spoiled by the insertion of 
good thick copper wire. | | 
Cheapness has ruined the business of ship lighting. 
In fact, in some cases, it is advisable not to offer for 
such work at all rather than put in the cheap installa- 
tions that are sometimes desired ; but, in fact, a single 
wired installation is dearer than a double wired one, 
the saving in copper being more than balanced by the 
extra labour in hole boring, and by the cost of iron wire 
sheathing and iron junctions. The fittings are much 
safer having only one wire in them, and centre contacts 
can be used throughout, the insulation being nowhere 
subjected to cutting or abrasion as is the case in double 


wired fittings, where the wires are pulled through and 


fixed into holders by screws. 


RR. Kennedy. 
September 29th, 1890. 


| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| | 
À 
| 
| 
4 
‘ 
| 


d | SPECIAI AGENTS FOR 


FOR SHOWING NAMES, &c., IN BOLD RELIEF. 


PRICES. 
Square Tablets with & 
lettered panes engraved 
to order, hinged clip for 
fixing to lamp, connec- 
tions and fittings com- 


These Tablets do not diminish 
the light, and are splendid adver- 
tisements by day and night. 


USED AT 


ALL THE | 
Oval Tablets with 2 bent 
| panes as above, clip and :. 
ANY LETTERING SUPPLIED, 


fittings complete - - 42s. 


LETTERING COLOURS. 


Opal Ground with Blue Letters (recommendiod)), Ruby Ground with Opal Letters, Opal Ground with — Letters. 


WOODHOUSE RAWSON UNITED, 


88, QUEEN VICTORIA STREET, LONDON EC. 
The WOODHOUSE & RAWSON WIRING TABLES, 1s. 2d., 15.194. and Qs. 9d. post free. 


REID BROTHERS, 


412. WHARF ROAD. CITY ROAD. LONDON. 


TELEGRAPH ENGINEERS AN D CONTRACTORS 
For the Supplying, Erecting, and Laying Down Under-Ground Wires both for 
TELEGRAPHS AND ELECTRIC LIGHTING 
- PNEUMATIC TUBES FITTED WITH ENGINES AND PUMPS COMPLETE. 
MAKERS OF RADCLIFFE’S PATENT ELECTRICAL SIGNAL LOCKING APPARATUS. 


PATENT TELEPHONIC WIRES ae 
TO PREVENT INDUCTION BOTH FOR UNDER-GROUND AND OVER-HEAD LINES. 


MANUFAOTURERS OF SUBMARINE OABLES, WIRE, IRON POLES, INSTRUMENTS, BATTERIES, INSULATORS AND STORES OF EVERY DESORIPTION. 


Contracts entered into for the Supply, Construction, and Maintenance of rr Lines. . si 


CALLENDER’S BITUMEN TELEGRAPH a WATERPROOF Co, 


101, Leadenhall Street, LONDON. telegrams: “CALLENDER, LONDON.” Telephone, No. 4,485, 
| re LIVERPOOL : 36, Dale Street. 
Works: ERITH, KENT.’ Telegrams: “CALLENDER, PICARDY.” 8,411. 
UNDERGROUND MAINS 
LAID COMPLETE ON CALLENDER-WEBBER OR SOLID BITUMEN S YSTEMS. 


LEAD SHEATHED WIRES AND CABLES 


FOR UNDERGROUND WORK, HOUSE AND FACTORY MAINS AND SHIP WORK. 
Concentric Cables—ARMOURED-—Metal Sheathed. 
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8B. VERITY & SONS, 


SHOWROOMS IN KING STREET, 


COVENT GARDEN, 


LONDON, 


Contain the LARGEST and FINEST SELECTION of 


ELECTRIC LIGHT FITTINGS. 


THE BERNSTEIN ELECTRIC LAMP C0. 


2, WARLBOROUGH MANSIONS, VICTORIA ST., LONDON, SW. 
OWNERS of the BERNSTEIN SYSTEM of ELECTRIC LIGHTING. 


6 The lamps of this Company are of low resistance, and 
entirely free from the claims of other companies. | 


1120 


INDINC APER 


1/6 


boue IMPORTER 


BOOK 


FORE LONDON Ec 


BRASS, GUN METAL, 


PHOSPHOR BRONZE 


CASTINGS 


INGOTS, 
PHOSPHOR TIN, 
‘6 ALBION” BRAND, 
BABBITT'S 


METAL, 
&e., &e. 


ESTABLISHED 
1830. 


ALBION METAL WORKS, 
WOODCOCK STREET, 


 EXCELSIOR 
ELECTRO-PLATING DYNAMOS 


For Nickel and Silver Plating, Brassing, Electro-typing, &c., 
as used by all the principal Platers in London. 


PRICES FROM £6. Numerous Testimonials. 
VATS, ANODES, AND COMPLETE OUTFITS. 


CARL OPPERMANK,H, Sigion Ri, Hackney, NE. 


NAME PLATES 


MACHINE BNGRAVIN 


DIVIDING 


ON BRASS, IVORY, EBONY, de. 4 
TO THE TRADE. 


GILKBS’ ENGRAVING HORKS, READING, BERKS 


STIFF & SONS. 


LAMBETE DO WDON, 
MANUFACTURERS OF 
PLUMBAGO CRUCIBLE Ss, 


Testimonials show 30 to 50 meltings each. 


STONEWARE INSULATORS, 
SWITCH BLOCKS, FUSE BLOCKS, 


Vitrified Tubes for Electric Wires, Porous Cells, Battery Jars. 
Every kind of Electrical Stoneware. 


3 AWARDS:—PARIS AND VIENNA ELECTRICAL BXHIBITIONS. 


Used for the last six years with the greatest success. 
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| GOLD MEDALS AWARDED. 


Cheap, Et Efficient, Strong, Silent. 


No Sparking! No Overheating: 


ILLUSTRATED CATALOGUES AND PRICES ON APPLICATION. 


J OHN & Wm. ROPER, Yorks. 
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; GÜLCHER ELECTRIC LIGHT & POWER COMPANY, Lro. 
ARE NOW MANUFACTURING SPECIALLY FOR TME 
| BATTERSEA —— Arc Lamps —— ELecrricac Ares 
| DYNAMOS. A | MOTORS, 
BAT | NAMo 4 EP. 290 
| LIN £16 9 HP. - £76 
THE GULCHER ELECTRIC LIGHT&POWER Coum EP. 2100 | 
— | | , s% BATTERSEA FOUNDRY LONDONs». 
For For Gatalogue and Particulars apply THE NANAGER, BATTERSEA FOUNDRY, 
AS BLECTRIC CRANES FOR CENTRAL STATIONS. 
RECENT IMPROVEMENTS. sent 
| ae R. BOLTON & CO., Engineers, 110, Leadenhall Street, LONDON, E.C. 
OSEPEL BOURNE & SON, 
& | STONEWARE TELEGRAPHIC INSULATORS AND BATTERY JARS. 
economy and Durability combined. edal, Paris Electrical Hahibition. — 
Special Shapes for Telephone and ecto "Tisâties Wires. 
es | Works: DENBY POTTERY, NEAR DERBY. |e 
| London Office: NEW ST. PANCRAS STATION EUSTON ROAD, NW. uc; 
KS 
É RAMSDEN, CAMM & CO. 
| BRIGHOUSH. YOREKSHIRG, 
Iron and Ateel Wire . Drawers Galvanizers. 
| @ | TELEGRAPH, TELEPHONE AND CABLE WIRE, 
| | Race Contractors to H.M. Postmaster-General, the Indian and Colouial Hovernments and leading Railway Companies 
| 5 ee” SPECIALITIES :—FINE SIZES OF H.C. COPPER, GERMAN SILVER, &c., WIRES. 00 
COX- WALKERS 
SELF-PROTECTED 
Ars. 3 inches to Bove inches diameter, 
A Z 
: 
| 
D 
THE “ EXCELSIOR” DYNAMO 
(PATENT ). À Are to be 
Simplicity, eficiency and durability at considerably reduced prices. 
1 | SOLE | THE BEST. 
STANLEY & DAVIES,| COX-WALKERS 
Glectrical Gugineers, 
AYDE NEAR NE. ELECTRIC WORKS. DARLINGTON. 
EDINBURGH BRANCH: | 
3 9, W. REGISTER STREET. ses 
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1840. 


STOKES. 


MANUFACTURERS MACHINERY 


Machine Scretus, Sinds, & Small Turned 
== Parts, — 


For TELEGRAPH ENGINEERS, OPTICIANS, MATHEMATICAL, SURGICAL, | 


MUSICAL INSTRUMENT, TRUSS and CHANDELIER 
STATIONERS, SUNDRYMEN, &c., &c. 


= BRASS AND COPPER SCREW WORKS,= 
GREEN STREET, 


DERITEND, BIRMINGHAM. 


‘ESTIMATES GIVEN TO PATTERNS. 


RODS, 


Pure Para Telegraph Strip, Insulating Tape, &c. 


Valves, Sheet Rubber:: Hose Pipes, Fire Hose, Chemical FRS Waterproof Garments, ad all kinds of 


2, 4, & 6, New Brown St., MANCHESTER. 
14, Aldermanbury Avenue, LONDON, E.C. 


Rubber Goods of all kinds for Electrical Purposes. 


For DYNAMO, MAIN, and OTHER DRIVYING. 


India-Rubber Goods in Stock, and to Order. 


‘PRICE LISTS ON APPLICATION TO 


CHAPEL FIELD WORKS, 


WARHEHOUSEHS: 


20, Rue des Marais, PARIS 


VULCANITE & EBONITE. 
CELLUVERT FIBRE. 


OR TUBES. SPECIAL REQUIREMENTS MADE TO ORDER. 
VULCANITE CELLS AND PATENTED SEPARATORS FOR SECONDARY BATTERIES. 


‘Patented Non- Stretching Pure Rubber Insulating Tape. 


PATENT COTTON “SIMPLEX ” BELTING 


DAVID MOSELEY SONS, 


29, Kl Reichenstrasse, HAM 


87, Miller Street, GLASGOW. 14, Place Sainte Gudule, BRUSSELS. — 
| BURG. | 
8600 L 
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Cheques and Post Office Orders (on Chief Office, London) to be made payable to Mr. H. ALABASTER, 22, Paternoster Bow, E. C. 
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THE FOWLER- WARING CABLES 


85, QUEEN STREET, CHEAPSIDE, LONDON, E.C., 


Sole Manufacturers Or 


CABLES, 


UNDER THE COMPANY'S PATENTS, 
FOR TELEPHONE, TELEGRAPH, ee LIGHT, 


TRANSMISSION OF POWER, 
And ee Installations of every kind. 


SPECIAL ANTI- TELEPHONE CABLES. 


STEAM SHIPS, DOCKS, 
CHEMICAL WORKS, | 
FACTORIES, MINES, 


UNAFFECTED BY HEAT, 

MECHANICAL STRENGTE, 
HIGH INSULATION 

LOW CAPACITY. 


PARIS EXHIBITION. 


GOLD MEDAL, 


REFERENCES AND PARTICULARS ON APPLICATION. 


ESTABLISHED ‘1872. 


THEE TELEGRAPHIC J OURNAL. AND 


ELECTRICAL REVIEW. 


Published every FRIDAY, Price 4d. 
TO BE OBTAINED BY ORDER FROM ANY NEWSAGENT IN TOWN OR COUNTRY. 


OF FICE, 22, PATERNOSTER HOW, LONDON. 


TELEGRAPHIC ADDRESS: AGEHEKRAY, LONDON.” CODE A BC. 


AU Letters should be addressed to the Propristors, H. Alabaster, Gatehouse & Oo. 


SUBSCRIPTION RATES.—In Gréat Britain, post free, per year, 19s. 6d. To all Foreign Countries (except those da 


below), per Year, £1 1s. 8d. na gg —Abyssinia, Aden, Borneo, Ceylon, India, Java, Labuan, Mozambique, mene, 
Persia (vid Brindisi), Philippine Islands, Singapore, Zanzibar, to which the rates are: per Year, £1 8s. 10d. 
VOLUME XXVI. can now be had bound in black cloth, gilt, at 128. 


BINDING. Tg yord numbers bound for $8. 6d. each volume, including case. CASES.—Cloth Cases for Binding can be had. 
price Be . each 


READING CASES, to hold from One to Twenty-six Numbers, gs LÀ Volume is complete for Binding, can now be had from 
the Publishers, Price Gs., or Free by Post (in Great Britain) 68 6d. 


FOREIGN AGENTS.—New York: D. Van 23, Paris: VEuvE J. Borvgav, 22, ‘Bue de la Banque 
Berlin: Asner & Co., 5, Unter den Linden. | 


NOTICE TO ADVERTISERS. 


The follewing are the latest times up to which Advertisements can be received: for Sein 
in current week’s issue:—New Advertisements, or Alterations to existing ones, Wednesday 2 p.m. 
Small Announcements for middle — Thursdav 2 p.m. 


ADVERTISEMENT RATES ON APPLICATION. ° 


DAMP PLACES, &o. 
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MOTORS 


Actuated by STEAM, WATER, HOT AIR, PETROLEUM OIL, &c. 


FOR ELECTRIC LIGHT INSTALLATIONS, INDUSTRIAL, DOMESTIC AND STABLE MACHINERY: WATER-RAISING, &c., &o. 


BAILEY’S PATENT HAAG’S PATENT 


“ ” | 
BAILEY-FRIEDRICH” SAFETY STEAM MOTORS. HOT-AIR ENGINE, = HIGH-SPEED STEAM ENGINE. 
inexplosible Steady-Running, Consumes 2 quarts of per H.P. per day only ! tight machinery. 


HAAGS’ PATENT HAAQ’S PATENT BAILEY’S PATENT BAILEY’S PATENT | BAILEY’S PATENT 
WATER MOTOR. HIGH-PRESSURE WATER MOTOR. _‘ THIRLMERE” WATER MOTOR.  HYDRAULIC ORGAN BLOWER WATER MOTOR PUMPING ENGINE 
May be driven by Town’s For use in Mines, and places Much used for Telephones, a- OR WATER ENGINE. For Lifting a portion of the uen 
Pressure or other Available where Le vet a mos, and smal] installations of the Mostly used for driving the wane drives the Engine to 
water supply. Electric Lig ~~ Feeders of Pipe Organs. higher elevation. 


JUST PUBLISHED.—“ BAILEY’S MOTORS,” an Illustrated Catalogue of the various Motors manufactured by W.H.B.&# Co. Post Free, 1s. 


W. H. BAILEY & Co. Ltd. Manchester. 


ROBEY 


GLOBE WORKS, LINCOLN, 
MANUFACTURERS OF 


CORNISH AND LANCASHIRE BOILERS 


BY SPECIAL MACHINERY OF PERFECT AND MOST 
MODERN CONSTRUCTION. 


Rivetted by 


== = = - Hydrauli M a chinery. 
. All Holes drilled in 


Constructed in sizes of 
from 4 to 40 H.P. 
and | 
SS + from 80 lbs. to 140 Ibs. 
| working pressure. 


STANDARD SIZES IN STOCK OR. PROGRESS FOR Quick DELIVERY. 


Estimates given on receipt of spect cation of requirements. 
9 p if pectfi req 


| ROBEY & CO. GLOBE WORKS, LINCOLN. 
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J. G&G. S'TAT TER at ED., 
L 


ALLIANCE ENGINEERING WORKS WEST DRAYTON NEA ONDON. 
London Office: PRINOE'S MANSIONS, 68, VIOTORIA ST., WESTMINSTER. 


46 99 for all All sizes | 
ALLIANCE’ DYNAMOS AND MOTORS for all purposes. sizce ready for immediate delivery. Made by special special machinery in the beet manner possible and 


THE STATTER PATENT CONSTANT CURRENT DYNAMO nas s higher commercial efficiency than any other, either English or American. 


SPECIAL AUTOMATIC ENGIN HS and DYNAMOS for LIGETING 
Everything Electrical, Write for Lists. of to Contractors.—Messrs, Statter do not tender for wiring jobs. “Statter West Drayton.” 1981 


ERNEST SCOTT 


NEWCASTLE-ON-TYNE, 
Glectrical and General 


TYNE DYNAMOS, 
ARC LAMPS, 
TYNE TRANSFORMERS. 


Completa Installations erected by FRERE men at 
home and abroad. 


SPECIAL TERMS TO THE TRADE. 
Complete Catalogue on application. : 


Sheets, Rods, Tubes, Cells, &e., for Electrical Purposes, 
THE NORTH BRITISH RUBBER CO., LIMITED, 


Edinburgh; London, 67, Moorgate St.; Manchester, 6, Charlotte St. ; 
Liverpool, 9, Lord Street; Glasgow, 106, Buchanan St; 
Newcastle-on-Tyne, 39, Grainger St. ; Leeds, 65 & 66, Briggate. 8747 


Telegraphic Addresses: — 
LONDON : 10. pos “ Roltonite,” London. 
MANCHESTER : Victoria Buildings. “ Ampère,” Manchester. 
HUDDERSFIELD : Yard, Cloth Hall St. “ Dyaamo,” Huddersfield, 
LASGOW : 53, Waterloo Street. * Roots,” Ql 
NEWCASTLE. TYNE: (lose Works, Newéastie-on- 
JOHANNESBURG SOUTH AFRICA. Johannes 


Britannia Iron Wonks, Gainsborough. 
LONDON OFFICES, SHOW ROOMS AND STORES :—MARSHALL’S BUILDINGS, 79, FARRINGDON ROAD EC. 


COMPOUND STATIONARY ENGINE & BOILER, 


WITH PATENT AUTOMATIC EXPANSION VALVE GEAR. 


Highest Award MELBOURNE INTERNATIONAL EXHIBITION, 1889.—First Prize and Special Mention for Excellence 
for Engines; First Prize and Special Mention for Excellence for Thrashing Machinery. : 


MARSHALL, SONS Co, 


= - 
— —— 


ff) Awarded First-Class Certificate and Gold Medal 


‘ 


| 


ith 


| 


for Strength Efficiency and Economy. 
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Calcutta International Exhibition, 1884, 
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Marshalls, Gatnsbore’ New with Current Prices, free on apulication. 
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| Made from 1-Ply for Cylinder and Faced Joints to any thickness for uneven surfaces. 


The above, which can only be obtained from this house,is | | The Centre from which the requisite elasticity is obtained ; 14 
recognised as the Most Efficient and Economical Jointing ies | __ will adapt itself to uneven surfaces to which it may be ap. | 
Material in use. It is composed of a specially-prepared plied, and allow the expansion and contraction to be fully A 

India-rubber Compound, protected by a covering of Yul- taken up. The covering being of Asbestos Cloth, imparts 
canised Asbestos Sheeting, as shown above, and asit a protection to the centre and so prolongs fts-elas- 


fs the only Jointing Material which adequately ticity. For Manhole, Mudhole, Steam ! A 
combines PERMANENT ELASTICITY WITH and Mash Tun Door Joints it is unequalled, 
HEAT RESISTANCE, the advantages it and if applied as directed a ring can be 
possesses will at once be seen. used many times over. : 
o! 
( h 
| 0 “ 
| DEPOTS | DEPOTS: : 
MANCHESTER: Cable Strert, HULL: Humber Dock Basin, || ! 
Blackfriars, GLASGOW: 35, Robertson Street, ! 
LIVERPOOL : 2, Strand St., James St, AMSTERDAM : 264, N. Z. Voorburgwal. | : 


BELFAST, DUBLIN, ANTWERP, BERLIN, | BARCELONA, TRIESTE, LISBON & GENOA, | 
AGENTS.— BIRMINGHAM—BELL & Co., 7, John Bright Street. CARDIFF: BELL & Co. West Bute Street. 


BELL'S ASBESTOS BELL’S ASBESTOS BELL’S ASBESTOS 
BOILER PRESERVATIVE | YARN & SOAPSTONE PACKING | NON-CONDUCTING COMPOSITION. | | | 
“Will effectually keep Boilers clean and re- Is the BEST LOCOMOTIVE PACKING made. : pee, | | 

move any Incrustation, without injury r | 7 
to the Boiler Plates or Fittings. Will reduce pour 
loss by radi- | 
saves 40 per | 
cent. of fuel = 
BELL’S | 
COMPOUND HYDRAULIC PACKING | 
HYDRAULIC MACHINERY, ACCUMULATORS, AND AMMONIA fi ; 
All bags are marked as above. 


| Any customer receiving , shown, Is earnestly re- 
| Ae 24 

i Oil soldas Bell's Asbestos quested to forward us 


sample and particulars 
of where obtained. 


Lubricant, & Cask, Drum, 
{| or Corks not marked as 


3 | Drums are marked as above, 


BE 
| 
| 
| 
| 
| 
| 
| 
| 
BELL’S ASBESTOS LUBRICANT. | 

| | | | 
| 
| | 
T 

| Every Cask sent ont à | All Corks are sealed as above. | à 


ASEROTOLING BELLS ASBESTOS. 


à 


8, 1890. 


REGISTERED. 

Mh ‘ASBESTOLINE is the most efficient Lubricant for all bearings. 


ES ASBESTOLINE is the cheapest Lubricant. 
‘aaa ASBESTOLINE saves from 50 to 90 per cent. don ot ON. 
| ASBESTOLINE is the Cleanest Lubricant. 


ASBESTOLINE is favoured by Insurance Companies. a = 4 
ASBESTOLINE is the most Inodorous<Lubricant. | 
ASBESTOLINE is the safest Lubricant; its flashing point being 700 F. ! 
ASBESTOLINE hes beaten all other Lubricants in making trials, 


ASBESTOLINE is applicable in and out doors in every climate. 


CONSISTENCY OF ASBESTOLINE. 


| ASBESTOLIEE, to meet all circumstances, is made in four | ASBESTOLINE (, is for use in tro ical climates, both ashore 
degrees of consistency, A, B, C, and CC. and afloat. It is also i high e in works in this country 
ASBESTOLINE A, is specially adapted to ordinary Land when the temperature is hig 
Engines and Machinery, in and out-door, in this country. ASBESTOLINE CC, is designed for .use. on calandre. paper 
ASB ESTOLINE B, a little more solid, is for use on Steamshi machines, &c., where the e bearings are~ heated by steam 
| in. temperate climates, also on land when it 1 is — passin through, and sometimes is oe used 
have Lubricant stiffer than A. : pero, of f C. 


The reputation of Asbestoline as a lubricant of the highest efficiency in every kind of machinery is established, and it has never been equalled by-any other ER 
in the numerous cases of special difficulty in which the best oils are ineffectual. This reputati nm is growing daily, because it is based on the experience of 
thousands of users under the severest circumstances any lubricant has ever been subjecte1 to, and not on mere laborato war À tests and professional analysis 
of insignificant quantities. It is used with marked success in Steel and Iron Works, Collieries, Cotton and Wool Mills, and other Textile Manufactories. In Corn Mills it 
has proved invaluable on the roller and other modern machines, In Saw Milla,on Machines going up to &,000 revolutions per minute, its work has never been appr oached 
by any. other lubricant. On Electric Lighting Machinery, and in Steamships of all sizes throughout the world, the success of Asbestoline is unequalled. Muny engines and 
machines of all descriptions give trouble and show bad results, both in working and — when the system of lubrication has not received due consideration. Engineering 
firms of the highest standing have given to it their powerful testimony and ~—. | | 


SUPPLIED IN KEGS, 28 lbs., 56 Ibs. or 112 Ibs. 


SPECIAL TERMS FOR LARGE QUANTITIES. 


IMPORTANT TO EXPORT MERCHANTS.—One Pound of “ Ashestoline | ” equals 2 gallons of Oil weighing 18 Ibs, 
consequently the saving in freight is very considerable. ‘Liberal Terms are conceded to Export Merchants, 


BELL S ASBESTOS 


SQUARE. 


hd 10 feet has label as above, and bears our Trade Mark. 


Under this registered title are included the inventions of: Mr. Field, and experience has RI 7 to de 


THE MOST EFFICIENT, DURABLE, AND ECONOMICAL. PACKINGS. ever made. They-constitute such: a 


combination of Asbestos and India-rubber as secures the maximum of elasticity and heat resistance, and they 


are therefore UNEQUALLED FOR EYERY KIND OF ENGINE. These Packings are being universally used by 


most of the leading Steamship Companies throughout the world for ordinary Compound, Triple, and Quadruple 


_ Expansion Engines of the latest type. These Packings are up of Rolled mene Cloth, but the India- 


rubber is placed in two forms to suit various cases. 


= In ordering, state whether square or round required. SA 


ASBESTOS COMPANY, LIMITED, 


SOUTHWARK, LONDON, BE. 


DEPOTS:— MANCHESTER : Cable Strot, Blackfriars, LIVERPOOL : 2, Strand St., dames St. HULL 
GLASGOW: 36, Robertson St. DUBLIN, BELFAST, ANTWERP, BERLIN, BARCELONA, TRIESTE, LISBON, & GENOA. 
No. 264, 2. VOORBURGWAL, AMSTERDAM, .. 


BELL & CD. 7, Bright ste, BELL & West Bute Street, sms 
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7 328 329 390 34 


303 304 305 306 307 308 


332 


333 


LIMITED, 


Blanufacturers, 
24. CHARLES ST, HATTON GARDEN, 
LONDON, E.C. | 


TWO MEDALS 


AWARDED 
For Excellency of Manufactures, 


PARIS INTERNATIONAL EXHIBITION, 1889. 
BRITISH/ASSOCIATION STANDARD THREADS, 


ALL’ THESE GOODS ARE SHOWN IN FULL SIZE AND KEPT IN STOCK. 
313 34 35 36 3/7 320 
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“ORIGINAL MAKERS OF THE 


| CARDEW VOLTMETER, | 


Rena Prof.  WEBER’S 


fe Jn the laboratories for alternating current work of the 

À Wiectrotechnical part in the new Physical Institute of the 

Federal School at’ Zurich, I use twelve 

‘Cardew voltmeters of MM. Paterson & Cooper to measure 
tial differences between 20 and 1,250 volts. 


Phenix 


à. | 


18, AERIAL AND SUBTERRANEAN. 
Telephone and Boll Werk, 


À 


ur, a be and Compound Wires of every description for 
| FANCY BRAIDED WIRES OF EVERY DESORIPTION. . 
WIRES FOR DENAMO MAGNETS, un 


AD 


AURENCE, SCOTT & Co. Ltd. 


LA 


the cheapest 


DYNAMOS | 


mioTrors. 


_ Equal in efficiency and superior in Mechanical 
market. 


PRICE ox 
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‘ After receiving these twelve voltmeters 1 have made very numerous “4 

‘ana exact measurements to get the differences between the indications of a 4 

these voltmeters and the true values of the potential differences. RS ae 4 

ALL “thése measurements were VERY BATISFTENS, 

as wil be soon from the following nies of | 

Zürich, april 1800. «Prof. H. WEBER? a 
a 
~__POWNALL ROAD, DALSTON, NE ia 

Telephone No. ESTABLISHED 1870. “Telegrams: “Flesible, London.’ | 
SILVER: MEDAL "INTERNATIONAL ELEOTAIO EXHIBITION, 1882. 
"OFFER AND WORKS: THE LEA TELEGRAPH WORKS, «| 
| MANUFACTURERS OF CABLES, WIRES, &c, TO ANY SPECIFICATION. a 
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odin Buber end Gatts-Porchs covered in all guages. | 


ne. 
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andi Warehouses: 106 & 100, CANNON LONDON, ! E 0. 


"TELEGRAPH ENGINEERS AND MANUFAGTORERS 


STRUMENTS.—* Morse” Inkers, pape. Wheatstone’s 
= Besistance Coils, Sir Thomaon’s, and other Galvanometers, Condensers, Testing Instruments, &e. 


use by the Post Office 

Porcelain, ke. | 
Mawvsacronms or TES MOT IMPROVED APPARATUS FOR RAILWAY BLOCK SIGNALLING. 


SEMAPHORE REPEATERS, LIGHT ” INDIGATORS, AND WALKER'S “ PASSENGER AND QUARD ” COMMUNICATOR. 


STORES AND APPARATUS OF HVERY DESCRIPTION. 


 TORPEDO APFARATUS. 


| rs INDIA-R UBBER, GUTTA-PEROHA, AND THLEGRAPH WORKS COMPANY 
| Patentess and of Defence; 


a Complete System of Torpedoes for Harbour and Ooast 


AND OF THE 
_SILVERTOWN PATENT FIRING BATTERY. 
Constant Battery fir Mining and Blasting Purposes. 


# 


| VULCANISED INDIA RUBBER. 


VALVES oie BUFFERS, SPRINGS WASHERS . WRKEL TYRES CORD TUBING, AND DOOR AND CARRIAGE MATS. 
INDIA RUBBER AND CANVAS SUCTION AND DELIVERY HOSE. | 


RUBBER and CANVAS STHAM PAOKING— ROUND, SQUARE, and SHERT. 
INDIA RUBBER MAOHINE DRIVING BANDS. 


| WATERPROOF GARMENTS AND FABRICS: 


| | Not affected by Vinsgor or or Arstia Acid. 


: 
à 
a 
: 


Taking, Baling Buckets, Bosses for Flax 


Works: SILVERTOWN, ESSEX LONDON, 2: PERSAN- BEAUMONT, | FRANOE. 
ae London Office—106, CANNON STREET, EC. 

| Warehouse—100, CANNON STREET, EC. 

BRANCHE WAREHOUSES 
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BULLER, JOBSON & Co. Lro, 


HANLEY, DUDLEY, LONDON and GLASGOW, 


Have pleasure in announcing to all connected with — 


TELEGRAPHIC, TELEPHONIC, ELECTRIC LIGHTING, 


AND KINDRED TRADES, 
That — to the large increase in their business since their amalgamation five years ago, 
they have now acquired an extensive site at | 


WHERE THEY ARE ERECTING NEW WORKS | 2 
And laying down the most improved plant for the production of their manufactures,  * 
| Finding it advantageous to reconstruct the company with extended powers “te 
they have increased the capital, but | 
EEE “WILL BE NO CHANGE IN THE PROPRIETARY. 
THE NEW NAME OF THE COMPANY WILL BE 


BULLERS, LIMITED. 


3988 


COMPANY, LIMITED. 


Offices: 106, CANNON STREET, LONDON, EC. 


a 
INSULATED ELECTRIC LIGHT WIRES AND CABLES, | 


Lamp Fittings, Switches and Testing Apparatus, Volt and Ampere Meters. | 
CONTRACTORS FOR THE SUPPLY AND FITTING UP OF = 


ELECTRIC LIGHT 


OF EVERY DESCRIPTION. 


INSTALLATIONS FOR CENTRAL STATIONS, SHIPS, HOUSES, OR FACTORIES. 


ESTIMATHS ON APPLICATION. 


Works: SILVERTOWN, LONDON, E.- 


TE 


LONDON WIRE 


ANCHOR WORKS, PLAYHOUSE YARD, GOLDEN LANE, LONDON E. G. 
Manufacturers of. 


COVERED WIRES & CABLES 


OF ALL DESCRIPTIONS 


FOR ELECTRICAL INSTRUMENTS, ELECTRIC LIGHTING, 


— 
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en. TERMINAL STAY RODS, | | 
| SCREW BOLT  SAODLES, 
CEMENTED BRACKETS, 
| A SHACKLES. BOLTS. 
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STEADINESS. ECONOMY. CHEAPNESS. 
LACOMBE & co — WORKS. PERRET, NEAR PARIS. 


il 


British hb Representative HOLLAND | DELL, 7, “Lil TLE ‘QUEEN WESTMINSTER 
Telegraphic Address: * LACOMBE, LONDON.” 


TELEGRAPH, 4 ATTERI FS AND ALL 
TELEPHONE; SUPPLIES. 


DYNAMO WIRES 


TELEGRAPH MFG. CO. 


HELSBY, NEAR AND 11, QUEEN ST., LONDON, E.C. 


COMPOUND ENGINE “THE COFHIN AVERAGING 


DURABLE. : ILL GIVE THE MEAN EFFECTIVE PRESSURE MEP 
USED FOR ALL PUR POSES | OF AN INDICATOR DIAGRAM WITHOUT COMPUTATION 
ALL SIZES 10 TO 350 H = ABSOLUTE ACCURACY. EASY TO MANIPULATE. 
ie WRITE FOR CIRCULAR | ; de NO CHANCE FOR ERROR. ONE DIAGRAM PER MINUTE 
| MEASURED WITHOUT EFFORT. 


| TD WRITE FOR CIRCULAR 
JOHN MUSGRAVE SONS JOHN MUSGRAVE & SONS 


BE IRON WO 


BOLTON, ENGLAND. BOLTON. ENGLAND. 
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THE PAISTE SWITCX. 
Record: 100 000 in daily . use. | 


The movement breaks and completes 
the circuit in an instantaneous manner, 
preventing arcing or charring of the con- 
tact parts. Mounted on China, with cover 
and handle of same material; also on 
Porcelain, with metal cover. Correspon- 
dence invited. 


. 


A. REYROLLE, 


10, UNION MEWS, UNION STREET, MIDDLE SEX 
HOSPITAL, LONDON, W. 3866 


SUNBEAM LAMP CO, 


LIMITED, 


GATESHEAD-ON-TYNE. 
NEBINGE Mo 


SILVER MEDAL, SILVER MEDAL, 
Newcastle Exhibition, PARIS EXHIBITION, 
1887. | isso. 


SOLE MAKERS OF 
“SUNBEAM” 


PRICES AND PARTICULARS 
ON APPLICATION. 


\ 


“SUNBEAM, GATESHEAD.” 
London Address: . 
121, FENCHURCH ST, EC, a0 000 CYCLOPS, LONDON." 


| 


A. 


+ ELECTRIC LIGHT ENGINES. 


Over 1SO Installations, 


INCLUDING 


STEAM SHIPS, WAR VESSELS, FACTORIES, MANSIONS, 


AND CENTRAL STATIONS, 
HAVE BEEN ENGINED BY 


_ BROWETT, LINDLEY & CO., 
MANCHESTER. 


: = ; Patentees and Sole Makers of thé ACME GOVERNOR. Hundreds are in 
= use for Electric Light Engines. Send for Lists. ne 


VERTICAL COMPOUND HIGH-SPEED ENGINE, C. S. TYPE. 
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ELECTRICAL STORES 


OF EVERY DESCRIPTION. 


“Okonite” Wire 


OF ONE QUALITY ONLY, 
1,000 MEGOHMS PER MILE. 


CURRENT ELECTRIC LIGHTING 


The Instalment of over 150 Central Station Plants has demonstrated the Alternating Transformer System to be Superior to all 
| others for distributing current from a Central Station over small or large areas for lighting and power purposes. : 


A 


THE 


MILITARY 
EXHIBITION 


LIGHTED THROUGHOUT 


ON THE 


THOMSON-HOUSTON SYSTEM 


| LIMITED, 
S2a, NEW BOND STREET, LONDON, W. =. 
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CONTRACTOR TO THE LORDS OF THE ADMIRALTY, | 
INDIAN GOVERNMENT, &e., 


“ACTON HILL ELECTRICAL WORKS, LONDON, 


DYNAMOS, MOTORS, ARC LAMPS. | 
SEARCH LIGHT RASRRES of every description. 
SWITCHES. | 

CUT-OUTS—ORDINARY, ‘MAGNETIC. 

SCOTT'S PATENT SWITCHBOARDS. 


» LAMPHOLDERS 
MIRRORS FOR PROJECTORS— ! 
| Unequalled. | : 


| 

NOTE.-Any of the above to be seen in stock at the Works, or in course of construction. The Acton Hill | 
Works is the only Establishment in the Kingdom where Projectors of three sizes, fitted complete 

with lamp and mirror, can be obtained from ‘stool. QE 


For Wiring, Laying of Mains, or Fitting | 
up Complete Installations with indepen- 
dent plant, consisting of Engines, ‘Boilers, 
Accumulators, &c. 


Is drawn to the facility for supplying, electrical plant. 

at short notice, and of perfect workmanship. Owing 
to the possession of the most modern machinery and 
appliances and a trained staff urgent work can have the 
best attention. | 


ELECTRICAL CONTRACTORS AND CON- 
SULTING ENGINEERS are invited to send particulars 
of Specifications and Specialities required. Dynamos, 
Motors, and Electrical Apparatus built to Inventors’ 
own instructions. 


DONT FORGET to inspect. exhibit at the 
Edinburgh Exhibition. Search Light Plant 3 
operating every evening. 3 
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WALSALL ELECTRICAL CO, WALSALL 


‘WALSALL ‘HOLDER, 
“BOSS” HOLDER. 


*SJIOA F JO 
‘SSP 491Hd 


 GUARANTEED CORRECT. 
Divided into pare" 


THE 


SPECIAL 


Specially suited for Testing the Conditions of Accumulators. 


IMPROVED, 
LARGER SCALE, 
NEARLY DEAD BEAT. 


ET LEATHER CASES, WITH SLING STRAP, 10s, EXTRA. 


UNDER LICENSE 
FROM THE EDISON-SWAN CO. 


 AMMETER, 
4 AMPS. IN TENTHS, 
42s. 


CUT-OUTS, SWITCHES, 


pnd &e. 
NEW LIST ON APPLICATION. 


NEW PUSE 5 SWITCH. 


by a Second Push, 


Patent 
CEILING ROSE. 


| 


ai a 
QE mee Ce. 


PRESSEL SWITCH, 
5S, À 


| Pressing the Button 
alternately Lights and 
Extinguishes a. Lamp, or 
group. 


Polished Brass 45s. per doz 
Holder, Shade, and Cord extra, 
according to Specification. 


Press Once to Light the 
Lamp. which is 


ELECTRICAL CO. | 
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SIR WILLIAM THOMSON'S ELECTRIC INSTRUMENTS. 


. STANDARD ELECTRIC BALANCES, of guaranteed: accuracy, to measure from 0°01 to 10,000 Amperes. 
DIRECT-READING AMPERE GAUGES, suitable for installation work __,, » 0°26 to 500 Amperes. 
à » .. ELECTROSTATIC YOLTMETERS, suitable forinstallation | 
+" © work, or as Laboratory Standards, use no current | 
and have no temperature error, to measure ,, 50 to 100, 000 volts 
à ; “ENGINE-ROOM YOLTMETER, with large Scale Divisions | | 
MARINE or PORTABLE VOLTMETER, suitable for Ship installations. = * 
NEW ELECTRIC SUPPLY METER, with range from 1 to 200. Re Li 
All are uccurate on Direct or Alternating Circuit. are very portable sn require no stand, ising. 


“JULUSTRATED PAMPHLET, with full description, my be bad Post Pree on application to the Maker: —? 


WHITE. 16020 Cambridge St. 


ANDREWS PREECE, 


~-BLRCTRICAL ENGINEERS & CONTRACTORS, 


MANUFACTURERS OF THE 


_ ARC LAMPS, SWITCHES, &c. 
| Estimates and prepared free of charge on application. 


BOROUGH WILLS, MANCHESTER ROAD, 


‘BRADFORD.  … 


“THE “SCHOOL OF SUBMARINE “TELEGRAPHY 


ELECTRICAL ENGINEERING 


ESTABLISHED 1868. 


12 PRINCES STREET, HANOVER SOUARE, LONDON, W. 


Manager:—-Wm. LANT CARPENTER, B.A., B. Bc., F. C.8. 
Secretary:—-LEON DRUGMAN, A-S.T.E. 
Senior Instructor:—-CHAS. CAPITO, M.ILM.E., MS.TE. and E. 

HIS Establishment is the largest and the ost fully uipped School of its kind. It possesses, amo recent additions, several 
T Machines fos Electric Motors, Oho Boiler and Steam Engine, a Gas anaes, | 42 "43 EP. 8. Accumulator Cells, 
Lathes, &c., as well aa several kinds of Arc and Incandescence Lamps and a Photometer Room. Theoretical and Practical 

can therefore be obtained. Since its opening in 1868 more than 8,000 Pupils have through the School. At 
the end of t the course of instruction, an Examination for the CzeTmicatz or THE ScHooL is conducted by an Examiner of 
high standing, unconnected with the School. New Courses usually commence early in January, May, and September. : 


For fall prospectus, terms, &c., apply to the Secretary, 12, Princes Street, Hanover Square, W. 3s xq 


ws. F. & Ge HARRIS, Manufacturers to the Trade. 


ELECTRIC LIGHT CASINGS 


OVER 159.000 FBET, readv for immediate delivery, TT 


J. F. & HARR IS 


MAHOGANY & GENERAL 
TIMBER MERCHANTS. 
MOULDING MANUFACTURERS, 


OFFI 588 60. WILSON STREET FINSBURY EC. 
) ORANGE STREET, GRAVEL LANE, SOUTHWARK. SE. 
AND MILLS, VICTORIA WHARF, TWIG FOLLY BRIDGE BETHNAL GREEN FE 


Special Quotations for Large Quantities. Sample Board, Catalogues and Price Lists forwarded on application. | 9958 
ALL ENGINEERS and CONTRACTORS should have our SAMPLE BOARD. It is recognised as the most complete yet issued. 
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TELEPHONES 


For Export. to all parte of the World. 


THE CONSOLIDATED TELEPHONE CONSTRUCTION 
~ AND MAINTENANCE CO, Ltd, 


Of No. 109, FARRINGDON ROAD. :. 
LONDON, E.C. arethe SOLE LICENSED 
MANUFACTURERS OF TELEPHONES 

IN ae for Export and for use in the United King- 
|| ri vi il dom, under LICENSE granted to the Com- 
_ lemme. pany by the UNITED TELEPHONE Co. 


of London (now the NATIONAL TELE- 
NO TELEPHONES can be 
by any person or Company (other than EEE 
the CONSOLIDATED TELEPHONE CO.) | Hii 
in the United Kingdom, and the said Com- | 
pany offer a substantial reward for suffi- À 
cient evidence as will enable proceedings to 4m 
be taken against infringers of these nait Dr - 


CATALOGUES AND PRICE LISTS ARE TO BE 
ig HAD FREE ON APPLICATION. 


THE Co. 
are prepared to supply the celebrated 
SIMPLEX Arc Lamp, which burns with 


great brilliancy and stondinees in parallel | 
circuits. | 


Sizes from 5 Upwards, 
SINGLE LAMP COMPLETE, WITH GLOBE ns And smal un from _ 


GAS EN GIN E. plant of Madine 24 H.P. Nominal. 


SIZES :—20 HP. to 400 H.P, TUBE FIRING. 


= 
4 


»- le : 


Manchester, —5, Todd Street. 
Glasgow.—i#4, Buchanan Street. 
Dublin.—62, Middle Abbey Street. 


THE SIMPLEST GAS ENGINE MADE. 


SPECIALLY ADAPTED FOR ELECTRIC LIGHTING. 


London Office._so0, QUEEN YWICTORIA ST., E.C. 


ANDREW & Coy., Ltd., REDDISH, STOCKPORT. 
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NUMEROUS HIGH CLASS 


TELEPHONE, No. 3120. Telegraph Address: “SECOHM, LONDON.” 


MANUFACTURERS OF 


y AMMETERS 
/VOLTMETERS, YŸ 


FOR DIRECT OR ALTERNATING CURRENTS. ° 


7 
4 


A SPHCIALITY IN HIGH- CLASS ‘ 


SWITCH, FUSE DISTRIBUTION 


RESISTANCE FRAMES, 


SINGLE, DOUBLE TREBLE POLE 


FOR HIGH OR LOW PRESSURE SYSTEMS OF DISTRIBUTION. 


NALDER BROS. Ce. 


HORSEFERRY ROAD, WESTMINSTER. | 


Awarded the GOLD MEDAL of the Society of arts, in Competition, 1889. 


UNEQUALLED FOR DRIVING ELECTRIC LIGHT MACHINERY. 


DOUBLE “Cylinder Type up to 300 Horse-Power, 
SIMPLE, 


RELIABLE, 
ECONOMICAL. 


TESTIMONIALS. 


Full Guarantee given : 
with every Engine. 


WORK EQUALLY WELL WITH) 


| OIL, OR WATER GAS. 


SOLE MAKERS: 


DICK KERR & CO., Limited, London, Bristol, and Glasgow. 
LONDON SHOWROOM :—76, Queen Victoria Street, E.C. 


| Sizes from 1 to 150 Indicated Horse Power in ONE Cylinder only. Also SPECIAL |. 


3839 Wrorks:—KILMARNOCK. 
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London : — 
1h; QUEEN VICTORIA STREET, 
| -E.c. 


Works :—45, CHAPEL STREET, 

SALFORD, MANCHESTER. 
Branch +7, BOTHWELL STREET, 


-G. BINSWANGER, MANAGING DIRECTOR. 


Telephone No. 1887. 


Telegrams: 
LONDON : ELECTRICITY.” “MANCHESTER: INDUCTION.” “GLASGOW: APPARATUS.” 


CEILING ROSES » 


(FOR 16 OR 32 C.P. LAMPS.) 


Our Patent “H. L ” type is without question the best 

on the market, both for mechanical and electrical design, and 
is at the same time of neat and elegant appearance. Its great 
advantages are that there are no conducting metal parts at 
back; short circuit or leakage are impossible; it is easily -— 
‘wired and Seen. The Flexible Cord is fixed so that the 
a + weight of the lamps and fittings 

is carried by the China indepen- 
dent of the Terminal Screws. | 
Our “Falcon” type is made — 

of best porcelain, all the brass = 
parts are very substantial, and is 
generally constructed in a man- 
ner to meet all requirements of a 
good and cheap Ceiling Rose, 
and can be thoroughly relied 
upon in dry places, such as 
mills, &c., for which we recom- 


No. 2111/2114. mend them. — No. 2101/2103. 
PRICES. 
Désoription. | List No. Plain China. No, (Rouge ) | List No. 
Pate MU | 1 6 | 406 | 1 | 181 | 0 
3 Do. do. do | 2402 | 2 S | 2106 | RUD | 232 | 2 3 
gh Be do. do. | 203 | 2o | 2107 | 2 6 | 13 | 3 O 
2 Falcon, without Fuse Plates. | 2111 | OU .| aie de 21388 | 1 2 
with do | 2142 | 2 O 
: Do. do. do. 2114 … +. 2138 2 O 
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op 


_ BEST WORKMANSHIP 


H. Co. 


ON-TYNE 


LONDON. ES 


74, Coleman Stre 


See sn 


1688. TELEGRAMS : “INDIONS,” LONDON. 


“WHEATLEY KIRK, PRICE & GOULTY, || 


| 1850), 
‘ELECTRICAL AUCTIONEERS, VALUERS. 


AND ARBITRATORS, 


5%, QUEEN VICTORIA STREET, LONDON, me : 


‘THE ELECTRIC & GENERAL INVESTMENT C0, || 


Offices :—1 & 2, Great WiNCHESTER STREET, Lonpon, E.C. 


His Grace the DUKE OF MARLBOROUGH, Chairman, 


The Company has been formed FOR THE PURPOSE OF 
FACILITATING THE PROMOTION AND DEVELOPMENT 
OF UNDERTAKINGS for Electric Lighting, Traction, Trans- 
mission of Power, and other industrial uses of electeieity. 

Communications may be addressed to— 


J. CECIL BULL, 


LE GENIE CIVIL, | 
© Weekly Review of French and Forelgn Industries in General, 

6, RUE DE LA CHAUSEE D'ANTIN, PARIS. 
Editor-in-Chief, MAX DE NANSOUTY, Ingenieur des Arts et 
Manufactures, Officier d’Academie, Secretary of the Electrical 
Committee of the Exhibition of 1889. 


THE. BEST CONTINENTAL ADVERTISING MEDIUM OF ALL 


All communications for the Advertising or Publishing Depart- 


ment to be addressed to Mr. Bocquer, GENE Crviz Orrice, 6, Rue 
de la Chausée d’Antin, Paris. 102 


ESTABLISHED 1880. 


Railway Engineer 


An Illustrated Monthly Review of the Construction, Machinery and 
Administration of Railways. 


MONTHLY, ONE SHILLING. 
A Valuable Work for Reference, illustrated with large 


LITHOGRAPHED WORKING DRAWINGS 


Of Locomotives and other Ro Stock ; Bridges and all 
kinds of Railway 6 


ANNUAL SUBSCRIPTIONS, IN POSTAL UNION, 14s. 
(Payable in Advance, including Postage.) Specimen Copy Post Free, 1s. 


OFFICES :—8, CATHERINE ST., STRAND, LONDON, W.C. 


| HARBURG INDIA-RUBBER COMB COMPANY. 


VULCANITE. 


London Warehouse: F. WINTER, 
188, LONDON WALL WOOD STREET E.C. 


CHEAP PREPAID ADVERTISEMENTS, 


Relating to Situations. Vacant; Situations Wanted, Businesses 
| Wanted, Businesses for Sale, Patents for Sale, Specific Articles of 
any kind Wanted, or for Sale 
rate of ONE PENNY Per Word (minimum 1s.). 


Three consecutive Insertions for the Price for Two. 


This Scale does not apply to Trade Advertisements, terms for iia 
7” can be had on application. = 


ANTED, a Practical Man, to look after pclvate installation, 
consisting of about 500 ‘incandescent lamps ; must have & a 
thorough knowledge of w Beason g and be able to do re 
Address, stating wages r and all oe to 0. 8995, 
ELEcTRIcCAL REVIEW Office. 


LECTRICAL ENGINRER, with ms" experience, wanted 


immediately to plan and lay qut large un ng.— 
Address 3997, Office of Erecrricaz Review. 3007 
RAFTSMAN Wanted.— Address 3998, Office of ELECTRICAL 
REVIEW. 2008 


CS Station, Exeter. Vacancy for pore ber pil having theo- 
retical training.—Apply to ELECTRICIAN 3994 


ANTED, thoroughly experienced indoor electric ere wire- 
men. State wages, and give particulars of previous work. 
—Reply, ‘“ Ezecreic,” W. Porteous & Co., Glasgow. 3981 


RACTICAL Electrician, 23, desires re-engagement. Wiring, 
arc and incandescent, or charge of plant. Good reference. 
‘Moderate wages.—3979, ELECTRICAL REVIEW Office, 22, Pater- 
noster Row. 


3979... 
LECTRICIAN desires Experienced in lighting, 
H telephony and testing. Small salary.— —* “D. O. P.,” office of 


this paper. | 
LECTRICAL EN GINEER wishes to Fe-engage himself. 


Has been with two good electrical firms in London. Good 
references.—Address, “ S.,”’ 11, Selwood Place, South Kensington. 


having just completed éngagement in Queens- 

land, is open for Emplo in work ; highest 
references, English and Colonial no obj ection to go 
abroad.—‘ R. J. T.,” 241, Grosvenor Buildings, Manisty Street, 
P oplar. 3968 


[Continued on Roe 7 


FOWLER, LANCASTER & CO. Lo. 


BIRMINGHAM, 
| ‘IS NOW THE 


LARGEST MANUFACTORY IN THE. KINGDOM 


FOR ALL 


SUPPLIES. 
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ERTIFICATED Telephone ticaly and theo- 


German. Best references.— Address 0. 3,970, 


manufacturing of dynamos, storage batteries, lamps, arc 
and incandescent.—Apply 3,974, EzrorRICAL REVIEW Office. 3974 


CTICAL Electrical and Rage orgs Engineer seeks en- 
gagement, design and manufacture of 
dynamo, fittings, &c., and in installation work. Has had four 
a lary of works, and is used to estimating: Age 25. 
Noten te sa ary.—*“ W., 7, Beaument- “Road, Hornsey Rise, Lon- 
3978 
RAVELLER.—Re-engagement wanted (thorough know 

aud good connection) for fit and installation wor 

Five years’ experience. LecTRIcaL Revinw Office. 


Dar FOR SALE.—100-light Brush-Victoria shunt wound. 
Can be seen running in London. Recently had new arma- 


ture. Also quantity of shafting, plummer blocks, pulleys, &c.— | 


Harry SOUTH, 10 & 12, Garrick Street, Covent Garden, W.C. soa, 


Offers.—No. 3,936, Ezec- 


R SALE.—8 volumes to date. 
TRICAL REVIEW office. | 


shunt-wound 20,000 or 40,000 
watts, 100 or 200 volts), new or second-hand. State par- 
ticulars and, price to “H. W. 


« B.,” care of ELxcTRICAL REVIEW, 
22, Paternoster Row, EC. 


. 8990 


EFORE ORDERING Electrical Plant and - Accessories, | 


Write for Pamphlets to the ELxcTRiICAL ENGINEERING 
Driving by Lamrrep : “Electrical Distribution,” ‘Machine 
x Electricity,” “ The Telpher System of Cheap Trans- 

port, and “ Electrical Supplies. Victoria St., Westminster. 


ANTED, Room, suitable for ph otographic printing. Ap- 
proximate size, 20 by 15. Water laid on. Use of electric 

light. Pasx, Leyton House, High Street, Leyton. 
NSTRU(U"TIONS FOR THE LAYING AND JOINTING 

: OF UNDERGROUND ELECTRIC CABLES.” — Pro 


Borel. The 
London. W C. 


‘Kineric Co., 26, Norfolk Street 


“LARMEYER" DYNAMO. 
See Advertisement every Alternate Week. 3519 
‘BOLLING & LOWE, a, Laurence se Pountney Hill, LONDON. 


ELECTRICAL REVIEW. 


INDINGS AND CASES.—Subscribers and others can Lavi 

their half-yearly numbers bound handsomely in Black 

Cloth at the rate of 3s. 6d. per volume. Cases for binding are 
also supplied at 2s. 6d. each.—22, PATERNOSTER Row, Lonpon. 


À 
Wwe a Position by one who has had ( exiiwience in the 


[lustrated.—-Translated from the French of Dr. Francois 


THE GLASGOW AND WEST OF SCOTLAND 


TECHNICAL COLLEGE, 


ANDERSONIAN BUILDINGS, 204, GEORGE “STREET. 
SCIENCE AND ARTS BUILDINGS, 38, BATH STREET. 
YOUNG LABORATORY BUILDINGS, 60, JOHN ST. 


OURSES OF INSTRUCTION have been arranged in the 
following Departments, via. :—Civil Engineering, Mechanical 
Engineering, Electrical Engineering, Chemical Engineering, 
Mining Engineering, Chemical Industries, Building Construction, 
Naval Architecture, Architecture, Textile Industries, Art Indus- 
tries, Agriculture, Metallurgy, Commerce, Mathematies and 
Physics, Chemistry. 

Diploma of the College and Certificates will be awarded to 
Students who have completed the courses of instruction and 
passed the necessary examinations. 

attend any of the separate classes provided they 


| “The. of of the (by pe Is, 3d.), syllabuses and 


time-tables of the classes, 
obtained from 


38, Bath Street, 


rther particulars, may be 


J OHN YOUNG, B.Sc., Secretary. 
8971 


CENTRAL IN STITUTION 
OF THE. 


CITY AND GUILDS OF ‘LONDON INSTITUTE. 


ENGINEERING. 


OF LECTURES on Electrical by 
Prof. W. E. Ayrton, F.R.S. 

The Lectures for the Winter Term will be on the. Construction 
of Direct and Alternate Current Dynamos and Motors, and the 


| Methods of Measuring their Power and Efficiency. 


On Mondays and Wednesdays at 3 p.m., commencing Monday, 
October 6th. 
. The Fee for the Course is 1 guineas per term, or 3 guineas for 
the Session. 

Application to join the Course should be made to the Dean, 
Central Institution, Exhibition Road, S.W. 

JOHN WATNEY, Hon. Sec. 
City and Guilds of London Institute. sect 


‘LeMONITEUR des INVENTIONS INDUSTRIELLES 


15th YEAR. 8 
6 BOULEVARD DE STRASBOURG. PARIS. 
Bisteen Pages, Half-Monthly, Ilustrated. 
SUBSCRIPTION : 6s. Yearly, 8s. 6d. Half-Yearly, Post Free. 


R. MCGOUNE, BUCHANAN & Co. 
WHOLESALE MICA MERCHANTS, 
9, Mincing Lane, London, E.C. 
Telephone No. 11,147. Telegrams, “ Boulanger.” 


CA 


For Electrical and all other purposes. 


Samples and Quotations on receipt of Patterns and 
Specifications. 
Special Department for Chemicals used by 
Electricians. 


TRADE MARK. 


> 15,000 Lamp Holders, 
3,000 Shade Holders, 
| 5,000 Cut-Outs, 


3,000 Main Spring Switches, assorted sizes, 
STOCKED READY FOR IMMEDIATE DELIVERY. 


USE F. L. & CO’S PATENT LAMP CAPS. 
ALL ELECTRIC LIGHTING AND TELEGRAPHIC SUPPLIES. 


Send for Samples and Quotations. 


ELECTRICAL SUPPLIES. 


CHIN A. 


\, 6,000 Ceiling Connectors, 
\. 700 Wall Connectors, 
13,000 Branch Switches, 


K=" Note :— 


FOWLER, LANCASTER & Co. Ltd. Birmingham. 
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| DEN NST RU: RENTS 


Are more carefully and accurately calibrated than any others in the market. 


METERS. 
VO LTM ETE RS. 
OH MMETERS. 


ALTERNATING CURRENT INSTRUMENTS 


The ONLY INSTRUMENT FOR THE PURPOSE 
correctly for any a | 


Our new pattern is the most ‘sarhet: 


OOLDEN 


Contractors to English & Foreign Governments, 
Railways, Central Stations, &c. 


Can be left in , Circuit. Po 
not overheat or burn ‘up the Coils. 


For QUICELY measuring at full working volts the | 
INSULATION RESISTAN! CE of House Wiring, 


at > 


Construction. 


YNAMOS. 


Armatures insulated entirely with MIC A 
Armatures and Field Colls 
POSITIVE DRIVING Long Bearings. Clean and Economi ication. Goolden built 
_of Conductors. CHEAPER than any Dynamos | with Gramme, Drum and Bar Armatures. 
working with same MARGINAL FACTORS HAVE BREN BUILT IN ALL 
end LOW TEMPERATURE, SEVEN TONS without Engine 


have worked at 350 volts, trans- 
nes (a severer test 


OTORS for some years without a penny being spent in repairs, 
. STRONGLY BUILT. 
Will drive machinery direct with Spur Gearing, without breaking sown the armatures. 
HIGH EFFICIEN 


L 


QTEAM DYNAMOS 


FOR ANY OUTPUT, 


DYNAMOS and MOTORS 


Built to Specification. | 


« 
| 


STEAM DYNAMO for ELECTROTYPING 
supplied to Ordnance Survey Dept. 


WooFiELD Works, HARROW ROAD, 
LONDON, w. 
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Publications. 
‘TENTH YEAR OF PUBLICATION. 


Wa. DAWSON & SONS have pleasure in drawing your attention to the TENTH ANNUAL PUBLICATION OF | 
| A. BERLY’S 
For 1891. 
THE LEADING ELECTRICAL TRADES DIRECTORY OF GREAT BRITAIN, 
| And the OLDEST ELECTRICAL DIRECTORY in the WORLD. 


Invaluable to Manufacturing Electricians, Electrical Engineers and Contractors, Makers of High Speed and ; 


other Engines, Motors of all kinds, Driving Bands, Carbons, Chemicals, Insulators and Insulating Materials, 
Wire and Cable Manufacturers, Wholesale and Retail Dealers in Electrical Goods, and to Manufacturers of my | 
article required and used by the Electrical Trades. No office is complete without a copy. 


ARRANGED IN SECTIONS, AS FOLLOWS, VIZ. :— | 
BRITISH.—All information relating to Great Britain and Ireland. 


AMERICAN.—AI information exclusive of the British possessions. — 
CONTINENTAL.—Al information relating to the Continent. : 


INDIAN, COLON IAL AND GEN ERAL.—AIL information dons À to British Possessions, including | 


other Countries not having a were Section. 


SPECIAL NOTICE! 


Our old supporters in articular and Advertisers and Subscribers in general, are desired to note, that . 
this year we have resumed THE SAME METHOD OF CANVASSING BY LL CIRCULAR (8 pages) | 


which we initiated in 1882, and used continuously until 1886. 


Eight page Circular on application. All Orders for Advertisements, Books and Insertions to be forwarded to 
WM. DAWSON & SONS, 148-149, UPPER THAMES STREET, LONDON, E.C. 


(We have no other — 


Cloth, 4s. 6d., Post Free. 55 Illustrations. By JAMES SWINBURNE. 
Practical Electrical Measurement. 


‘“ Altogether the book is an excellent one, the few points that have been objected to in this notice being almost the only ones that 


out of a large mass of matter have struck us as perhaps open to criticism.”—Electrician, February 15th, 1889. 


“ The author comes to his task, however, so well equ A pr y practical experience, that there appears to be a basis for his very pro- 
nounced confidence. isis selection and treatment of the subject matter i 

which is usually deemed indispensable to works on dacistenl subjects, is conspicuous by its absence.” Electrical Engineer, (New 
York), February, 1889. 


‘* Taken as a whole, the book is a most readable and instructive one, and, with the illustrations, is a vatuable addition to the 
literature of a subject which is interesting to all engaged in practical electrical work.” —Electrical World, New York, January 12th, 1889. 


“ Tt does not need commending ; we have only to give the author’s name and that of the publishers.”—Electrical Plant, January, > 1880 
"Leather, 5s., Post Free. By H. R. KEMPE, MInst.E.E., A.M.Inst.C.E. 
The Electrical Engineer’s Pocketbook 


OF MODERN RULES, FORMULA, TABLES AND DATA. 
Cloth, 5s., Post Free, Crown 8vo. By JOHN W. URQUHART, Electrician, 


Electric Light Fitting: 


A HANDBOOK FOR WORKING ELECTRICAL ENGINEERS, EMBODYING PRACTICAL NOTES 
ON INSTALLATION MANAGEMENT. 


pre 4s. 6d., Post Free. 41 Illustrations and 5 Tables. — By F. B. BADT. 


Incandescent Wiring Handbook. 


_ Multiple Arc System; Three-Wire System; Methods of Running Wire; Location of Safety Devices and Switthes ; Fixtures and | 


mee Wire br General Electrical Data; Calculating Sizes of Wires; and two Appendices. 


‘Published by H. ALABASTER, GATEHOUSE & CO, 


22, PATERNOSTER ROW, “LONDON. 


is decidedly large amount of stereotyped matter, | 
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THE 


(OF NEW YORK. 
A Weekly Review of Theoretical and Applied Electricity. 


Edited by T. COMMERFORD MARTIN and JOSEPH WETZLER. 


Believing that the matter is one which interests all electrical engineers closely, the proprietors and editors of this journal, 
turough their agents, desire to direct attention to the new departure that has been made by The Electrical Engineer in its 
change from a monthly to a Weekly publication. 


The Electrical Engineer is a paper, which, as the oldest of its class in the field in America, has a distinguished reputation, 
and is one to which ali interested in electrical development may look as a safe advocate, exponent and authority, as well as a faithful 
record of all data and achievement. 


It is intended that as heretofore, but with more vigour and promptness than ever, The Electrical Engineer, shall cover 
the whole domain of theoretical and applied electricity that its name implies. It will naturally pay special attention to the work in 
which the electric current is recognised and employed as the great modern agency for distributing light, heat and power. No one 


engaged, or interested in operating electric lights, electric motors, electric railways, or any other electrical apparatus can afford to be 
without a single number. | | | 


The management of the paper will be in the hands of the above named, who believe that in the endeavour and determination to | 


publish a comprehensive, useful, unbiased and independent journal, they will receive liberal support from all quarters. Should the 
character and standing of the editorial and business staff be accepted as a warrant for the high degree of excellence aimed at, it is 
intended that The Electrical Engineer shall in every way realise the kind and friendly anticipations formed respecting it. 


TERMS OF SUBSCRIPTION, POSTAGE PREPAID FOR ONE YEAR, GREAT BRITAIN AND OTHER COUNTRIES 
"WITHIN THE POSTAL UNION, 20s. 


ADYERTISEMENT RATES ON APPLICATION. 


AGENTS FOR GREAT BRITAIN: 


H. ALABASTER, GATEHOUSE & CO., 


22, PATERNOSTER ROW, LONDON. 


THE 


WESTERN ELECTRICIAN 


“This excellent and well-illustrated journal has rapidly pushed its way into the front rank of 
electrical papers, and does for the Western States what the Electrical Engineer is s0 ably doing for 
the Eastern States of America. Itis early with its information, bright and clever in its views, 
and in its expression of them independent.” — 


TERMS OF SUBSCRIPTION, POSTAGE PREPAID FOR ONE YEAR, GREAT BRITAIN AND OTHER COUNTRIES 
WITHIN THE POSTAL UNION, 20s. 


ADVERTISEMENT RATES ON APPLICATION. 


_ AGENTS FOR GREAT BRITAIN: 


H. ALABASTER, GATEHOUSE & CO., 


22, PATHRNOSTER ROW, LONDON. 


| 
| | 
| 
| 
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| 
| 
A Weekly Paper of Electrical Science. | 
| | 
| 
| 
| 
ts 


APPARATUS 

ELIMINATING ALL 7? = 


LOCO, MULTITUBULAR, DEPOSIT 


EWEN 4 .’ LANCASHIRE and other types, ON BOILER PLATES. 


ENGINEERS & BOILER MAKERS, Constructed for High-Pressure Steaming. 


WALBROOK HOUSE. LONDON. E.C ILLUSTRATED PRICE LIST UPON APPLICATION. sis 


Works: st. zonce street, =. LONdOD Office of CHARLESWORTH, HALL & CO., “rage sup. 19. 


EVERY NECESSARY FOR ELECTRIC LIGHTING. 


DYNAMOS OF THE BEST CONSTRUCTION. 


MEASURING INSTRUMENTS AT LOWEST PRICES. _ 8811 


 Possesses more than Double the Capa- Size 


33 Wilhelm-Strasse, 98, BERLIN, Ww. 


Two 30-inch Victor Turbines fixed 
on a Horizontal Shaft, and giving out 
over 500 H.P., are at work driving 
THE LARGEST DYNAMO IN THE 


THE VICTOR TURBINE 


P 
city of other Water Wheels of same ( wheel. Hd-inft. WLP. néfnl effect. 


diameter, and has produced the best | Min. .. 1806 .. 2017 ... ‘8982 
results on record, as shown in the | jen 
following tests at Holyoke Testing | 25in. .. 1790 .. 6862 .. ‘8584 
Flume. 30 in, ce. . .*8676 
WITH PROPORTIONATELY HIGH EFFICIENCY AT PART-GATE, 


Such results, together with its nicely-working gate, and simple, and durable 
construction, should favourably commend it to the attention of AL discriminatin at 
purchasers, These Wheels are of very superior workmanship and nish and of the bes 


tric Smelting Company, Lor ‘:port 
N.Y., and Two 12-inch giving out 


DYNAMO, for the Aspen Electric 
material.—State requirements, and send for catalogue to 


FREDERIC NELL, 16, Mark Lane, LONDON, E.C. 


HALL Co. 


Electrical Engineers, 
RICHMOND HILL IRON WORKS, 
SILVER MEDAL, BARCELONA, 1888. OLDHAM. 


-HICH- SPEED ENCINES, 
DYNAMOS & MOTORS, — 

SEARCH-LIGHT PROJECTORS, &c. 
SHIP LIGHTING A SPECIALITY. __ ER, im 


Complete Installations 
of all kinds, 
Estimates on À 


D 
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! 
| 


| 


me: 


The following sizes of Compound-Wound Dynamos are 
kept in stock or in progress. 


WORLD for Messrs. the Cowles Elec. 


166 ELP., and driving a No.8 BRUSH 


Company, Aspen, Col. 2065 . 


Lamps | Amps. | Vols | Speed. PRICE. 
— |: 10 852 &76 
| 150 20 100 1020 £99 
= | 220 120 100 . 880 
= ne | 400 | 200 | 100 | 825 | £170 
PROJECTORS IN STOCK. 
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Telegraphic Address: ‘ PLATESSA,” LONDON. TELEPHONE No. 1,982, 


WORKS, SHOWROOMS AND OFFICES: 


58 & 59, BREAD STREET, CHEAPSIDE, LONDON, E.C. 
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WHITE’S NEW DIAMOND SWITCH, 
7 Amps. 


POOLITE SWITCH, 3 Amps. 


WHITE’S PATENT 
: CEILING ROSE AND PULLEY. 


à — 
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PL 
"Al 


No. 3 HOLDER. 


No. 4 HOLDER. 


SINGLE POLE CUT-OUT. 


DOUBLE POLE CUT-OUT. 
FLUTED CEILING 
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PPLETON, BURBEY 
WILLIAMSON 


BALMORAL BUILDINGS, 91, QUEEN VICTORIA ST. 


STEAM WORKS, HATTON GARDEN. 


LECTRICAL MANUFACTURERS. 
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UNIVERSAL” 


ELECTRIC 


TELEPHONES 

ALL RIGHTS GUARANTEED. 
Suitable for all purposes. 
PRICES 
re | OR RETUN WIRE —» From 25s. to 80s, 
| PER INSTRUMENT. 


UPWARDS OF 


3.300 


Estimates Free for Supplying and Fixing 
Telephones and Lines any distance, 
Liberal Terms to the Trade, 


UNIVERSAL 
TELEPHONE CO, 
ca 11, Queen Victoria St., | 
LONDON, E.C.{:] || 


| >. Wy Kus 
| MAGNETO WORKS, SHEFFIELD. 


22222, 


SPECIALITIES of STEEL and STEEL WIRE adapted to the INSTRUMENT and ELECTRICAL TRADES, 


MAGNET STEEL of the highest efficiency. 
SWEDISH IRON, ABSOLUTELY PURE AND DIAMAGNETIC. | 
TOOL STEELS—ALL DESCRIPTIONS. | 
COLD ROLLED STEEL in all dimensions. COLD ROLLED STEEL tempered and polished in strips. 
SPRINGS, HELICAL, SPIRAL, OR TO PATTERNS. 
Best Round Steel Wire Polished in Lengths or Coils, all gauges. Tempered Wire, Polished and Plated Music Wire, 


Qualities for Springs, &c. 2953 


CHEMICALS. 


ALL KINDS FOR ELECTRICAL WORK, and also for INDIA-RUBBER & GUTTA-PERCHA MANUFACTURERS, — 


Supplied and Shipped at shortest notice by 


G. BOOR & Co. 1 & 2, Artillery Lane, Bishopsgate, LONDON, E.C. 


CONTRACTORS TQ THE POST OFFICE, WAR OFFICE, ADMIRALTY, INDIA AND NEW ZEALAND OFFICES AND LEADING TELEGRAPH COS, : 


L 
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THE NEWTON ELECTRICAL ENGINE 


DYNAMOS 

AND | | | Ne 
NE HS. 

Highest Efficiency’; Beauty of Design ; Moderate 
Speeds; Best Workmanship and Materials, 


~ 


NEWTON & HAWKINS’ 
| PATENT 


AUTOMATIC SWITCHES, 


ZZ Z 
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And every Requisite for Electric Lighting REP 
and Transmission of Power. 399s wa 


Telegrams: ARC,” TAUNTON. | 
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THE TELE 


UOURNAL IND TLECTRIOAL REVIEW SUPPLEMENT. 


“WESTERN: ELECTRIC CO. 


TELEPHONIC AFFARATUS. | 
ARC LAMPS AND DYNAMOS. Î tf 


PATTERSON CABLES FOR TELEGRAPH AND ELECTRIC LIGHT. 


79, COLEMAN STREET, LONDON, 
CHICAGO, NEW YORK AND ANTWERP. » 


CENTRAL STATIONS. 


CROMPTON & COMPANY, LIMITED, have erected, or are now [i 


erecting, Central Stations, and manufacturing ee for same, 
to supply 


321, 000 LAMPS. 


This represents two-thirds of the total horse- -power being put down À 


in this —_._. for Continuous Electric Supply, or in other words, 


100, 000 


: 


Full information on the latest developments of Electrical Engineering and Tenders for Central Stations of | | | + 


any magnitude, can be obtained by applying to— 


CROMPTON & CO. Ltd. 


MANSION HOUSE BUILDINGS, LONDON, E.C. | | 


Works -CHELMSFORD & LONDON. 
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HOLROYD SMITH, 


Crossley Street, HALIFAX, and 18, Abingdon St., WESTMINSTER, LE ’ | 


ENGINEER DURING CONSTRUCTION OF 


BLACKPOOL ELECTRIC TRAMWAY, 


AND PATENTEE OF THE SYSTEM. 


Contracts undertaken for UNDERGROUND CH ANNELS, | 4 


equipping and working Rail- 
ways or Tramways with 


Electricity by means of | ( OVERHEAD CONDUCTORS. 
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